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   WILL BE MAINTAINED IN A FUNCTIONAL CONDITION

1. ALL RUN OFF AND SEDIMENT CONTROL STRUCTURES

2. REVEGETATION WORKS

    STRAW THAT IS GUARANTEED WEED FREE AND A

    "DRYLAND" SEED MIXTURE IN ALL APPLICATIONS

- HAY MULCHING MUST USE

    AS POSSIBLE DURING CONSTRUCTION

    RETAINED WITH VEGETATION

4. REVEGETATION ON RETAIN CUT AND FILLS AS SOON

3. AREAS NOT USED FOR BUILDING SHOULD BE

Direction Of Flow

SEDIMENT CONTROL DETAILS.

DETAIL B

EMBEDED 200 INTO GROUND.
GEOTEXTILE FILTER FABRIC

Undisturbed Area.

DETAIL OF LAP

WIRE MESH

disturbed Area.

2000

MAX.

500-700
mm

Posts Driven

into
Ground.

2- STRIPPING OF GRASS AND VEGETATION ETC. FROM SITE SHALL BE KEPT TO A MINIMUM.

3- ALL SEDIMENT CONTROL STRUCTURES TO BE INSPECTED AFTER EACH RAINFALL EVENT FOR
AND ALL TRAPPED SEDIMENT TO STRUCTURAL DAMAGE BE REMOVED TA A NOMINATED STOCKPILE SITE.

1- All EROSION AND SEDIMENT CONTROL MEASURES TO BE INSTALLED PRIOR TO SITE DISTURBANCE.

DIRECTION OF FLOW

SEDIMENT CONTROL NOTES:

TOE TRENCH TO BE BACK FILLED
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DIVERSION DRAIN

(WHERE POSSIBLE)
AND BANK

0.2mm POLYTHENE MEMBRANE

DETAIL A

MATERIAL STORAGE AREA

TOPSOIL STOCKPILE

Covered with Poythene Membrane.

SEDIMENT FENCE
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DELIVERY TRUCK PARKING

WASTE BINS

KERB TURF FILTER

12 cubic bin

12 cubic bin

= 283 SQM

= 60 SQM

= 23 SQM

= 200 SQM SQM

UNIT 1.

2. PROPOSED GRANNY FLAT AREA

4. TOTAL AREA

3. EXISTING OUTBUILDING AREA

1. EXISTING DWELLING AREA

= 0.46 : 1F.S.R. PROPOSED

= 283 SQM

= 607  SQM

SITE

SITE AREA

TOTAL FLOOR AREA

LANDSCAPE

= 250 SQMTOTAL LANDSCAPE AREA

DESIGN AREA CALCULATIONS
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= 0.5 : 1F.S.R. ALLOWABLE

ISSUE AMENDMENT BY DATEDRAWN
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CHECKED

SCALE
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ISSUE

DO NOT SCALE THE DRAWINGS, READ ALL DIMENSIONS SHOWN.   

ALL DIMENSIONS, NOTES ON ALL PLANS AND CONSENT 

DOCUMENTS MUST BE CHECKED AND VERIFIED BY THE   

CONTRACTOR PRIOR TO ANY COMMENCEMENT OF ANY

BUILDING WORKS ON SITE, TO CLARIFY ANY DISCREPANCIES

BETWEEN ALL PLAN DRAWINGS AND DOCUMENTATION RELEVANT TO THE 

PROPOSAL / SITE WORKS. GROUND LEVELS MAY VARY DUE TO SITE 

CONDITIONS.  COPYRIGHT - THESE DRAWINGS REMAIN THE PROPERTY OF 

DVYNE DESIGN JT PTY LTD AND CAN NOT BE ALTERED OR REPRODUCED 

WITHOUT WRITTEN CONSENT. 
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