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Diese Unterlagen sind Eigentum der Firma Bruckschlögl GesmbH, 4822 Bad Goisern und dürfen als Ganzes oder teilweise weder vervielfältigt noch Drittpersonen zugänglich gemacht werden
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SUNKID ZAUBERTEPPICH
SUNKID CONVEYOR BELT

LPa HZ

SKD 27

03.06.2022

1:150

Thredbo
Australia (AU)

Transport-Length: 95m
A4 1/1R00

General product characteristics
Project number: pr22-10-061

Serial number:

Total Length: 98,25m

Transport Length: 95 m

Ø Grade: 14 %

Belt width: 600 mm

Country version:

Passenger: Skier

Field of application: Outdoor

Operating season: Winter

Further information: -

Drive station 100
Type: Jumbo

Motor: 15 kW

Speed: 0,7 m/s

Drum diameter: 600 mm

Exit type: Standard

Anchoring: by customer

Snow pit: by customer

Support beam:  by customer

Position control box: Standard

Further options: -

Return station 200
Type: Jumbo

Belt tension: hydraulic

Snow pit: -

Support beam: by customer

Terminal: Standard

Further options: -

Midsection 300
Number of 2 m-Elements: 1 pcs.

Number of 4 m-Elements: 23 pcs.

Belt type: Blue Eye

Belt connector: RS187

Lateral cover: Tarpaulin

Height lateral cover:  standard

Anchoring:  screw-in foundation

Distance anchoring: 2 m

Further options: -

Gallery 500
Type: Evolus N Safety stop track: 4 pcs.

Roofing: midsections Entrance/Exit: Roll-up door

Ermergency exit: Tarpaulin Lateral cover: Tarpaulin

Distance between emergency exity:  18 m Height lateral cover:  standard

Anchoring: screw-in foundation Further options: -

Position control box: outside
TERRAIN

DIG OFF

FILL UP

PASSENGER: 1000N/m (theo. maximum)

WEIGHT:

LOAD PER PAIR OF LEGS: 6000 N

TOTAL        2000 N/m

STRUCTURE: 1000 N/m

PER LEG: 3000 N

DETAIL- W (ADJUSTMENT LEG) TYPE- G

ADJUSTMENT LEG
GRAVEL SURFACE A

216 mm - 8,5"

H(eight):

Band / BELT

 BELT SURFACE - B
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150x150mm

OPTION:
CONCRETE PLATE
300x300x40mm

DETAIL X - ANCHORING
(M1:5)

SHACKLE

ANCHORING ROPE

ANCHORING CONSOLE
BASEMENT SCREW
KSF90x550

ROPE THIMBLE+
ROPE CLAMP

5m flat entry area

5m flat exit area

SUNKID CONVEYOR BELT

TOTAL LENGTH: 
98,25m

AVERAGE GRADE:
14%

ENTRY
ENTRANCE GRADE

22%

EXIT

MAX GRADE
14%

DRIVE STATION
5%

20,88m

18m

18m

18m

19,16m Exit height:
0,4m

SNOWPIT
0,9x0,9x0,9m
(by customer)drain pipe

(by customer)

A-A

GALLERY
EVOLUS-N

EMERGENCY EXIT
( left )

ANCHORING
(distance 2m)

Entry height:
0,6m

2,08m

1,
65

m

2,2m

1,
99

m

2,
68

m

SNOW

drain pipe
(by customer)

SNOW

EMERGENCY EXIT
(roll up tarpaulin)

TRANSPORT LENGTH: 95m
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