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The contractor and/or subcontractors shall be responsible for all levels and dimensions prior to commencing on site or off site constructions and/
or fabrications. These drawings are dimensioned in (mms).These drawings must be read in conjunction with all other drawings and/or instructions
as may be issued during the course of the project. These drawings are copyright and must not be retained, copied, developed or amended
without a written consent from RMA BUILT. These drawings are site specific and can only be used for the address as listed in these drawings 1.
All works to be in accordance with the Building Code of Australia, Australian Standards, statutory regulations and local authority requirements. 2.
Consistency between similar materials to be maintained. RMA BUILT to be notified discrepancies, dimensional inconsistencies or the need for
clarification prior to manufacture. 3. RMA BUILT to approve all detailed drawings/setting out prior to construction.4. Contractors to confirm stability
and feasibility of all units/components manufacture. 5. All drawing measurements to be verified on site - do not scale from documents.
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SEDIMENT AND EROSION  FENCE DETAIL

UNDISTURBED AREA

EARTH BANK TO
PREVENT SCOUR

 OF STOCKPILE

WATERPROOF
COVERING

SEDIMENT
FENCE

BUILDING MATERIAL STOCKPILES
ALL STOCKPILES OF BUILDING MATERIAL SUCH AS SAND AND SOIL MUST BE
PROTECTED TO PREVENT SCOUR AND EROSION.

THEY SHOULD NEVER BE PLACED IN THE STREET GUTTER WHERE THEY
WILL WASH AWAY WITH THE FIRST RAINSTORM.

SANDBAG IN
GUTTER

2000 MIN

SANDBAG KERB SEDIMENT TRAP
IN CERTAIN CIRCUMSTANCES EXTRA SEDIMENT TRAPPING
MAY BE NEEDED IN THE STREET GUTTER.
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GEOTEXTILE FILTER FABRIC
FASTEN ON TOP EDGE

STAKES DRIVEN 600 INTO GROUND
WITH FIRST STAKE ANGLED TOWARDS

PREVIOUSLY LAID BALE

STRAW BALE AND
GEOTEXTILE SEDIMENT
FILTER

STRAW BALE DETAIL
N.T.S

GEOTEXTILE
 FABRIC

BERM 200
HIGH, MIN.

3000 MIN.

200

VEHICLE ACCESS TO SITE
NTS
VEHICLE ACCESS TO THE BUILDING SITE SHOULD BE RESTRICTED TO
A SINGLE POINT SO AS TO REDUCE THE AMOUNT OF SOIL DEPOSITED
ON THE STREET PAVEMENT.

NOTES

WILL BE MAINTAINED IN A FUNCTIONAL CONDITION
1. ALL RUN OFF AND SEDIMENT CONTROL STRUCTURES

2. REVEGETATION WORKS
STRAW THAT IS GUARANTEED WEED FREE AND A
"DRYLAND" SEED MIXTURE IN ALL APPLICATIONS

- HAY MULCHING MUST USE

AS POSSIBLE DURING CONSTRUCTION

RETAINED WITH VEGETATION

4. REVEGETATION ON RETAIN CUT AND FILLS AS SOON

3. AREAS NOT USED FOR BUILDING SHOULD BE

MATERIAL STORAGE AREA

TOPSOIL STOCKPILE
Covered with Poythene Membrane.

DELIVERY TRUCK PARKING

WASTE BINS

12 cubic bin

SEDIMENT CONTROL LEGEND
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