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  - Sedimentation Control Plan

At : Lot 25 DP1065504, No9 Golden Wattle Way
Tallowoods Village
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PROVIDE TEMPORARY
BUILDERS SECURTY FENCING
1.8 meter high galvinised security fencing
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1.8 meter high galvinised security fencing
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1.8 meter high galvinised security fencing

PROVIDE STABILIZED
ACCESS POINT
Use road base or 50 mm
aggregate or recycled concrete
to a depth of 150-200 mm with
an underlay of heavy-duty
geotextile fabric.
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LESS THAN 2500litres
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Restriction on the use of land (VIDE DP 1065504)
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Hydrant
Storm water pit
Light Pole
Electricty Pit
Communications pit

NOTE
There are no easements burdening Lot 25 DP1065504,
No9 Golden Wattle Way Tallowoods Village

SKIP WASTE BIN

Disturbed area

Direction of

0.
2 

m
m

ax
0.

6 
m

flow.

3 m max

GROUND.

Undisturbed area

WIRE AND STEEL MESH
OR SIMILAR

POSTS DRIVEN
0.6m INTO

FILTER FABRIC
GEOTEXTILE

SEDIMENT FENCE

Sedimentation Control Plan
Scale 1:100

PO Box 58 Kurmond 2754 NSW
Ph : 0416 041 027
Em : ilnew@internode.on.net

Stephen New
Building Designer
ABN : 25 248 511 912
501/15 Aqua Street, Newport 2044 QLD

REV : B

brad
natHERS

brad
Brad Hoad


