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Southern Elevation , Northern Elevation, Western

Elevation, Eastern Elevation, Section A:A

  - Elevations

At : Lot 25 DP1065504, No9 Golden Wattle Way
Tallowoods Village

Sam O'Brien.
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Selected colrbond gutter and
fascia to be installed to
manufacturers specifications

150 x 150 timber posts
D.A.R painted finish

Selected panel lift garage doors to
be installed to manufacturers
specifications

Position of natural ground
level

8m height line at ridge

F.F.L 45.236

F.C.L 47.686

F.F.L 45.15

F.C.L 47.686

R.L 50.18
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Colorbond roof
sheeting as selected
to be installed to
manufacturers
specifications

Selected solid core swing
door with glazed panels

Bagged and
painted brickwork

Aluminium framed
powder coated windows
as selected

Selected weatherboard
cladding painted finish

Compacted fill to
engineers details

Timber framed finial and
frieze as selected painted
finish

Colorbond roof
sheeting as selected
to be installed to
manufacturers
specifications Selected colrbond gutter and

fascia to be installed to
manufacturers specifications

Colorbond capping
150 x 150 timber pots D.A.R
painted finish

Selected powder coated
balustrade to comply with AS/NZS
1170.1

Position of natural ground
level

Boulder rock retaining wall to
engineers details

8m height line at ridge

8m height line at rear

F.F.L 45.236

F.C.L 47.686

F.F.L 45.236

F.C.L 47.686

F.C.L 44.916 F.C.L 44.916

F.F.L 42.466 F.F.L 42.466

R.L 50.18
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Selected weatherboard
cladding painted finish

Bagged and
painted brickwork

Aluminium framed
powder coated windows
as selected

Aluminium framed
powder coated sliding
doors as selected Compacted fill to

engineers details

R.L 39.80

R.L 41.00
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34
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7

Colorbond roof
sheeting as selected
to be installed to
manufacturers
specifications
Selected colrbond gutter and
fascia to be installed to
manufacturers specifications

150 x 150 timber pots D.A.R
painted finish

Selected powder coated balustrade
to comply with AS/NZS 1170.1

150 x 150 timber posts
D.A.R painted finish

Position of natural ground
level

Natural ground level
at ridge 42.18

F.F.L 45.236

F.C.L 47.686

F.F.L 45.236

F.C.L 47.686

F.C.L 44.916 F.C.L 44.916

F.F.L 42.466

R.L 50.18
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8.0m Height line at ridge

Colorbond capping
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Selected weatherboard
cladding painted finish

Aluminium framed
powder coated windows
as selected

Bagged and
painted brickwork

Compacted fill to
engineers details

Boulder rock retaining wall
to engineers details

R.L 39.80

R.L 43.90
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Colorbond roof
sheeting as selected
to be installed to
manufacturers
specifications Selected colrbond gutter and

fascia to be installed to
manufacturers specifications

150 x 150 timber pots D.A.R
painted finish

Selected powder coated
balustrade to comply with AS/NZS
1170.1

Boulder rock retaining wall to
engineers details

F.C.L 47.686

F.F.L 45.236

F.C.L 47.686

F.C.L 44.916

F.F.L 42.466 F.F.L 42.466

R.L 50.18
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8.0m Height line at ridge
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Selected weatherboard
cladding painted finish

Aluminium framed
powder coated windows
as selected

Bagged and
painted brickwork

Position of natural ground
level

Compacted fill to
engineers details

Natural ground level
at ridge 42.18

R.L 41.00

R.L 44.70

F.F.L 45.15

H
EI

G
H

T 
AT

 R
ID

G
E

2,
53

6

2,
45

0
32

0
2,

45
0

600600

Colorbond roof
sheeting as selected
to be installed to
manufacturers
specifications

Selected colrbond gutter and
fascia to be installed to
manufacturers specifications

Selected composite flooring on
timber floor joists to engineers details

Sheet flooring on LVL structural
floor joists to engineers details

Selected sheeting to underside of
floor joists

Reinforced concrete slab to
engineers details

Compacted fill to engineers details

Colorbond capping

Timber framed roof trusses to
manufacturers specifications

Boulder rock retaining wall to
engineers details

raked ceiling

16.4
degrees

GARAGE
F.F.L 45.15

F.C.L 47.686 F.C.L 47.686

F.C.L 47.986

LIVING
F.F.L 45.236

LOWER GROUND
FLOOR LIVING

F.F.L 42.466
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Plasterboard wall and ceiling lining installed
to manufacturers specifications

Position of natural
ground level

Masonry retaining
wall to engineeers
details

Reinforced concrete slab to
engineers details

Natural ground level
at ridge 42.18
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Scale 1:100

Northern Elevation
Scale 1:100

Western Elevation
Scale 1:100

Eastern Elevation
Scale 1:100

Section A:A
Scale 1:100

PO Box 58 Kurmond 2754 NSW
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Em : ilnew@internode.on.net

Stephen New
Building Designer
ABN : 25 248 511 912
501/15 Aqua Street, Newport 2044 QLD
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