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GENERAL NOTES:

1. THE PLUMBER/ DRAINER SHALL INSPECT THE SITE AND CONFIRM
THE EXISITING SITE STRUCTURES, SERVICES AND CONDITIONS
PRIOR TO PROCEEDING, IF ANY DISCREPANCIES FOUND, CONTACT
THE ENGINEER FOR DISCUSSION.
2. ALL WORKS TO BE CARRIED OUT IN ACCORDANCE WITH
RELEVANT AUSTRALIAN STANDARDS, BUILDING CODE OF
AUSTRALIA AND LOCAL GOVERNMENT’S REQUIREMENTS, IT IS THE
RESPONSIBILITY OF THE PLUMBER/ DRAINER TO OBTAIN ANY
APPROVALS/ PERMITS/ LICENSES ISSUED BY THE AUTHORITIES
PRIOR TO PROCEEDING WITH STORMWATER WORKS.
3. ALL MATERIAL USED IN THE WORK SHALL BE NEW AND
COMFORM WITH RELEVANT AUSTRALIAN STANDARD AND BEAR
THE REQUIRED STANDARD MARK.
4 .LOCATION OF STORMWATER SYSTEMS, INCLUDING DOWNPIPES,
PIPES, PITS AND SITE TO SUITE SITE CONDITIONS.
5. SUB-SOIL DRAINS FOR RETAINING WALL SHALL BE INSTALLED BY
THE BUILDER AND CONNECTED TO STORMWATER LINES. ALL
AGG.LINES SHALL BE 100mm DIA. UNLESS NOTED OTHERWISE.
6. LEVELS ARE APPROXIMATE ONLY, THE PLUMBER/ DRAINER
SHALL CONFIRM THE LEVELS LEVEL PRIPOR TO PROCEEDING, IF
ANY DISCREPANCIES FOUND, CONTACT THE ENGINEER FOR
DISCUSSION.
7. INSPECTION AND CERFITICATION, IF REQUIRED, SHALL BE DONE
PRIOR TO BACKFILLING ALLOW 24 HOURS NOTICE FOR THE
ENGINEER TO CARRY OUT NSPECTION.
8. ANY DAMAGE TO SERVICES DURING CONSTRUCTION SHALL BE
REPAIRED.
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(C)
NEW SEWER GRADE 100DIA. STORMWATER CHARGED LINE
TO RWT

NEW SEWER GRADE  100DIA. STORMWATER CONNECT
TO EXISTING STORMWATER LINE MIN. 1% FALL

DP NEW SEWER GRADE DOWNPIPE 100 DIA.CONNECT TO RWT

TOTAL IMPERVIOUS AREA: 528m² = 61%
(NO OSD REQ.)
TOTAL CATHCMENT AREA:  109m²

NOTE: ALL DOWNPIPES TO CONNECT TO RWT
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FIRST FLUSH DEVICE

1. RAIN WATER TANKS BY KINGSPAN WATER AUSTRALIA (TEL:
13007360562) OR SIMILAR
2. DIMENSION ARE INDICATIVE ONLY, EXACT DETAIL TO
MANUFACTURES SPECIFICATIONS
3. A FIRST FLUCH DEVICE IN ACCORDANCE WITH MANUFACTURE'S
SPECIFICATIONS SHALL BE FITTED TO RAINWATER TANK SYSTEM
TO FLUSH OUT THE FIRST 0.5mm OF RUN-OFF FROM THE ROOF
AREA THAT DRAINED INTO THE TANK (E.G 0.5L/m2)

RAIN WATER TANKS NOTES:
NOT TO SCALE

LEVEL LEGEND
RL XXX PROPOSED FLOOR LEVEL
100.62 NATURAL GROUND LEVEL (NGL)
FFL XXX FINISHES FLOOR LEVEL

BRUCE NGUYEN
E: THAIQNGUYEN@HOTMAIL.COM
MOB: 0415 363 853
.

GENERAL NOTES:
-ALL DIMENSION ARE TO BE CHECKED ON
ON SITE PRIOR TO ANY WORK COMMENCEMENT.
-DO NOT SCALE DRAWINGS - REFER TO FIGURED DIMENSIONS ONLY. ANY
DISCREPANCIES SHALL IMMEDIATELY BE REFERRED TO THE
DESINGER/ARCHITECT  FOR CLARIFICATION.
-ALL DRAWINGS MUST NOT BE REPRODUCED OR DISTRIBUTED WITHOUT
PRIOR PERMISSION FROM THE DESIGNER/ARCHITECT
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