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MANOR ROAD, HARRINGTON
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SEE SHEET 5 SEE SHEET 6

SEE SHEET 15

SEE SHEET 7

SEE SHEET 8

SEE SHEET 14
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STAGE 2 - 25 LOTS

STAGE 1 - 29 LOTS

STAGE 3 - 22 LOTS

STAGE 4 - 21 LOTS

STAGE 5 - 22 LOTS

STAGE 6 - 22 LOTS

STAGE 7 - 40 LOTS

STAGE 8 - 22 LOTS

STAGE 9 - 20 LOTS

STAGE 10 - 45 LOTS

STAGE 11 - 24 LOTS

TOTAL = 292 LOTS
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OVERALL DETAIL PLAN

LEGEND
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DETAIL PLAN SHEET 1
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DETAIL PLAN SHEET 2
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DETAIL PLAN SHEET 3
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DETAIL PLAN SHEET 4
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TYPICAL SECTIONS & GENERAL DETAILS
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ROAD LONGITUDINAL SECTIONS
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ROAD LONGITUDINAL SECTIONS
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ROAD LONGITUDINAL SECTIONS
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ROAD LONGITUDINAL SECTIONS
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BASIN 1 DETAIL PLAN
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BASIN 2 DETAIL PLAN
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BASIN SECTIONS
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TYPICAL DRAINAGE SECTION
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CUT FILL PLAN

-1.5m to -1m

1m to 1.5m

-0.5m to 0m

0m to 0.5m

0.5m to 1m

-1m to -0.5m

VOLUME SUMMARY 

CUT = 

FILL = 

NET = 

197,200 m³

11,750 m³

20,000 m³

165,450 m³ SHORTFALL

SELECT
IMPORT

=
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TYPICAL SOIL & WATER MANAGEMENT PLAN
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TYPICAL SOIL & WATER MANAGEMENT PLAN NOTES

SOIL  &  WATER  MANAGEMENT  NOTES

* 

* 

* 

* 

* 

* 

* 

2:1 slope (max.)

Flow

Earth bank

Stabilise stockpile 
surface

2:1 slope (m
ax.)

Sediment fence

SD 4-1STOCKPILES

Construction Notes

Direction of
       flow

Disturbed area

Undisturbed area

SECTION DETAIL

Direction of
flow

Self-supporting
geotextile

1.5 m star pickets
at max. 2.5 m centres

SEDIMENT FENCE SD 6-8

600 mm min.

500 mm to 600 mm

Flow

(unless stated otherwise on SWMP/ESCP)20 m max.

Min. 1.5 m

Construction Notes

Star pickets at maximum
2.5 m spacings

PLAN

On soil, 150 mm x 100 mm trench
with compacted backfill and on
rock, set  into surface concrete

1.5 m star pickets at
max. 2.5 m centres

A

A

PLAN

ELEVATION

Flow

(unless stated otherwise

on SWMP/ESCP)

Straw bales tightly
abutting together

Angle first stake
toward previous bale

1.2 m star picket
driven 600 mm into
ground

20 metres max.

STRAW BALE FILTER SD 6-7

2:1 slope

Nylon or wire
bindings

Disturbed area

SECTION AA

Bales embedded
100 mm into ground

1.5 m to 2 m

Construction Notes
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