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7 APPENDICES 
7.1 Appendix A – Geotechnical Investigation, prepared by Morrow Geotechnics and dated on 

the 7th of November 2020. 
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This Document has been provided by Morrow Geotechnics Pty Ltd subject to the following limitations: 

This Document has been prepared for the particular purpose outlined in Morrow Geotechnics’ proposal 
and no responsibility is accepted for the use of this Document, in whole or in part, in other contexts or for 
any other purpose.   

The scope and the period of Morrow Geotechnics’ Services are as described in Morrow Geotechnics’ 
proposal, and are subject to restrictions and limitations.  Morrow Geotechnics did not perform a complete 
assessment of all possible conditions or circumstances that may exist at the site referenced in the 
Document.  The scope of services may have been limited by such factors as time, budget, site access or 
other site conditions. If a service is not expressly indicated, do not assume it has been provided.  If a matter 
is not addressed, do not assume that any determination has been made by Morrow Geotechnics in regards 
to it.  Any advice given within this document is limited to geotechnical considerations only. Other 
constraints particular to the project, including but not limited to architectural, environment, heritage and 
planning matters may apply and should be assessed independently of this advice.

Conditions may exist which were undetectable given the limited nature of the enquiry Morrow 
Geotechnics was retained to undertake with respect to the site.  Variations in conditions may occur 
between investigatory locations, and there may be special conditions pertaining to the site which have 
not been revealed by the investigation and which have not therefore been taken into account in the 
Document. Accordingly, additional studies and actions may be required.  No geotechnical investigation 
can provide a full understanding of all possible subsurface details and anomalies at a site. 

In addition, it is recognised that the passage of time affects the information and assessment provided in 
this Document.  Morrow Geotechnics’ opinions are based upon information that existed at the time of the 
production of the Document.  It is understood that the Services provided allowed Morrow Geotechnics to 
form no more than an opinion of the actual conditions of the site at the time the site was visited and cannot 
be used to assess the effect of any subsequent changes in the quality of the site, or its surroundings, or 
any laws or regulations.    

Any assessments made in this Document are based on the conditions indicated from published 
sources and the investigation described. No warranty is included, either express or implied, that 
the actual conditions will conform exactly to the assessments contained in this Document.  

Where data supplied by the client or other external sources, including previous site investigation data, 
have been used, it has been assumed that the information is correct unless otherwise stated. No 
responsibility is accepted by Morrow Geotechnics for incomplete or inaccurate data supplied by others.  

Where ground conditions encountered at the site differ significantly from those anticipated in the 
report, either due to natural variability of subsurface conditions or construction activities, it is a 
condition of the report that Morrow Geotechnics be notified of any variations and be provided with 
an opportunity to review the recommendations of this report.   

This Document is provided for sole use by the Client and is confidential to it and its professional advisers. 
No responsibility whatsoever for the contents of this Document will be accepted to any person other than 
the Client.  Any use which a third party makes of this Document, or any reliance on or decisions to be made 
based on it, is the responsibility of such third parties.  Morrow Geotechnics accepts no responsibility for 
damages, if any, suffered by any third party as a result of decisions made or actions based on this 
Document. 
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7.2 Appendix B – Architectural Drawings 
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7.3 Appendix C – Structural Drawings prepared by Alpha Engineering & Development 
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7.4 Appendix D – List of Australian Standards adopted in the Design 
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7.5 Appendix E – Finite Element Analysis Report (Plaxis 2D), prepared by Morrow Geotechnics 
and dated on the 26th of May 2021. 
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7.6 Appendix F – Monitoring Plan for Excavation, prepared by Morrow Geotechnics and dated 
on the 27th of May 2021. 
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