
SCALE  1:200
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DENOTES NEW ASPHALTIC CONCRETE ROADWAY PAVEMENT

PLAN ON GLENHAVEN ROAD ROADWORKS.
AND DETAILS

ROADWORKS PLAN

GLENHAVEN ROAD

6
NEW PAVEMENT TO BE DESIGNED AS COLLECTOR (1 x 10  ESA)

GEOTECHNICAL ENGINEER TO PROVIDE CBR IN ACCORDANCE WITH COUNCIL GUIDELINES SECTION 3.12

31.5.17P2 TRAFFIC ISLAND ADDED
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REFER TO DRAWING S.01 & C.01 FOR CONSTRUCTION NOTES

GLENHAVEN

140-146 GLENHAVEN ROAD

GLENHAVEN GARDENS
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TEL. 9922 2344  FAX. 9922 1308

L3, 4 GLEN STREET, MILSONS POINT NSW 2061
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EXISTING BITUMEN
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ROADWORKS LEVELS

SMOOTHLY TO EXISTING 

MERGE ROADWORKS 

TO MERGE INTO EXISTING TABLE DRAIN

GRADE TABLE DRAIN FROM NEW GUTTER INVERT

ROADWORKS LEVELS

SMOOTHLY TO EXISTING 

MERGE ROADWORKS 
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REFER TO STANDARD DRAWING SD.18

TO HILLS SHIRE COUNCIL SPECIFICATIONS

CONCRETE FOOTPATH PAVEMENT AND JOINTING

REFER TO STANDARD DRAWING SD.14

TO HILLS SHIRE COUNCIL SPECIFICATIONS

CONCRETE KERB & GUTTER

REFER TO STANDARD DRAWINGS SD.15 & SD.29

(DEVELOPMENT TYPE: HEAVY DUTY)

TO HILLS SHIRE COUNCIL SPECIFICATIONS

CONCRETE VEHICULAR CROSSING & TRAFFIC ISLAND BLISTER

SCALE  1:20

CARRIAGEWAY

EXISTING ROAD

SITE BOUNDARY

MIN. 2.0% FALL

MAX. 4.0% FALL

TYPICAL SECTION ALONG GLENHAVEN ROAD - ROADWORKS.

3600

100 min. MAINTAIN EXISTING CROSSFALL

PAVEMENT CONSTRUCTION

EDGE OF EXISTING FULL DEPTH

(REFER TO PLAN FOR SETOUT)

EXISTING PAVEMENT CONSTRUCTION

PROVIDE SAW CUT FOR FULL DEPTH OF

CONNECT TO STORMWATER PITS

100 DIA. SUBSOIL DRAIN

1200600 MIN.

REFER NOTES

NEW PAVEMENT


