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Important information pertaining to this Report:

This technical report used in the preparation of this REF was originally prepared 
to support a State Significant Development Application (SSDA) for the project. 
However, following amendments to the TI SEPP
in November 2024, the project transitioned to a Part 5 planning approval pathway 
under the EP&A Act. This change enabled the project to proceed as development 
permitted without consent under Division 10, Section 2.61
of the TI SEPP, and therefore required assessment through a REF.
It is noted that references to an SSDA may still appear within this report. 

Where such references occur, they should be interpreted as referring to this REF.



Page ii 

Encycle Consulting Pty Ltd 

ABN 41 129 141 484 

PO Box 6044 

East Perth WA 6892 

t:   +61 8 9444 7668  

www.encycle.com.au 

dladle@encycle.com.au 

Revision Drafted by Reviewed by Date issued 

Rev_0 D Ladle A Bremner 31 August 2022 

Rev_1 D Ladle A Bremner 14 September 2022 

Rev_2 D Ladle J Campbell 23 June 2023 

Rev_3 D Ladle J Campbell 14 August 2023 

All intellectual property rights and copyright associated with Encycle Consulting services and publications shall remain vested 

in and the property of Encycle Consulting.  Advice and material contained within this document may be used exclusively by the 

Company named as the recipient of this work solely for use as specified in this document.  Reproduction, publication or 

distribution of this work without prior written permission from Encycle Consulting is strictly prohibited. 

Disclaimer 

While steps have been taken to ensure the accuracy of this document, Encycle Consulting cannot accept responsibility or be 

held liable to any person for any loss or damage arising out of or in connection with this information being accurate, incomplete 

or misleading.

http://www.encycle.com.au/
mailto:dladle@encycle.com.au


Page iii 

Table of contents 

1 Introduction ........................................................................................................................................ 1 

1.1 Context ........................................................................................................................................... 1 

2 Description of the redevelopment at Manning Base Hospital ................................................................... 3 

3 Strategic principle: the waste hierarchy ................................................................................................. 6 

4 Site location and access....................................................................................................................... 7 

4.1 Location ......................................................................................................................................... 7 

4.2 Vehicle access ................................................................................................................................. 8 

5 Waste generation and management .................................................................................................... 9 

5.1 Management approach ................................................................................................................... 9 

5.2 Estimated generation ...................................................................................................................... 9 

5.3 Asbestos and other hazardous waste ............................................................................................. 11 

6 Management and communication ...................................................................................................... 12 

6.1 Record keeping and data management ......................................................................................... 12 

6.2 Communication/education ........................................................................................................... 12 



Page 1 

1 Introduction 

This Construction Waste Management Plan (CWMP) details the management of waste generated during the 

demolition and construction phases of the Manning Base Hospital redevelopment.  It has been prepared by Encycle 

Consulting to address those parts of the Secretary’s Environment Assessment Requirements (SEARs) for 

construction waste generation and management associated with the redevelopment project. The CWMP must meet 

the minimum form and content requirements as prescribed in Schedule 2 of the Environmental Planning and 

Assessment Regulation 2021 (EP&A Regulation) and the State Significant Development Guidelines, notably: 

19. Waste 

• Identify, quantify and classify the likely waste streams to be generated during construction and

operation

• Provide the measures to be implemented to manage, reuse, recycle and safely dispose of this waste

• Identify appropriate servicing arrangements for the site

• If buildings are proposed to be demolished or altered, provide a hazardous material survey.

The scope of the SSDA includes the following: 

• Demolition of buildings 06 Pharmacy, 07 Pathology, and 08 Victorian Fever Ward

• Construction of a new IPU building with podium and loading dock (including waste storage) and a three

storey IPU. The podium will house pharmacy, pathology, mortuary and a new Facilities Management Unit

• Installation of a new main entrance and a connection spine to create better patient flow.

1.1 Context 

This CWMP: 

• Provides a description of the likely waste streams to be generated during demolition and construction of

the new development;

• Describes the measures to be implemented to manage, reuse, recycle and safely dispose of this waste;

and

• Identifies appropriate servicing arrangement for the site.

Management strategies reflect current best-practice requirements and relevant Sections of the Protection of the 

Environment Operations Act 1997 and the NSW Environment Protection Authority Waste Classification Guidelines, 

Part 1: Classifying Waste. The NSW EPA’s Construction and demolition waste - A Management toolkit 2020 has 

been considered in the development of this CWMP and the CWMP is consistent with the aims, objectives and 

guidance in the NSW Waste Avoidance and Resource Recovery Strategy 2014-2021. 

This CWMP addresses the appropriate segregation, containment and disposal of waste as required, with minimising 

the impact to the environment being the primary focus.  To assist management in achieving effective waste and 

recycling management, this CWMP has two key objectives: 
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i. To minimise the environmental impacts of the demolition and construction waste on the environment – this

will be achieved by working towards diversion of waste from landfill where possible; correct containerisation

and transport of materials; correct segregation of materials into appropriate management streams;

awareness among principal contractors’ staff and their sub-contractors;

ii. To ensure that all demolition and construction waste is correctly managed and disposed of/recycled at

appropriately licensed facilities – this will be achieved by ensuring all contractors and sub-contractors are

compliant with relevant legislation and licensing requirements

The CWMP for the demolition phase of the buildings 03 Facility Management, 05 Mortuary, and 09 Administration 

is covered in the REF (Review of Environmental Factors). 

The operational waste elements of the Manning Base Hospital redevelopment is covered in a separate Operational 

Waste Management Plan. 
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2 Description of the redevelopment at Manning Base Hospital 

Manning Base Hospital currently offers the following services, and these will continue following the redevelopment: 

• Emergency services

• Intensive care/high dependency

• General surgery

• General medicine

• Critical care

• Renal care

• Stroke unit

• Rehabilitation

• Obstetrics/maternity services

• Paediatric/children’s services

• Oncology

• Palliative care

• Ancillary services of mental health, drug and alcohol, Public Dental Clinic, and Taree Community Health

Centre

The Manning Base Hospital redevelopment project involves the demolition of the existing main entry, loading dock, 

pharmacy, and pathology. The buildings that will be demolished are set out in Figure 1.  
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Figure 1: Buildings at Manning Base Hospital to be demolished (outlined in red) 

A new building will be constructed in the vacant space, including a podium and loading dock, and a three-storey 

Inpatient Unit (IPU). The redevelopment will involve the construction of the following (Figure 2 and as per floor areas 

in Table 1): 

• Front of house

• Mortuary with visitor access

• Pathology

• Pharmacy

• Loading dock/back of house area

• Circulation spine

• Inpatient Unit (IPU) across 3 levels
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Figure 2: Redevelopment at Manning Base Hospital 

Table 1: Total redevelopment floor area 

Redevelopment area Area (m2) 

New IPU Building 10,265 

Connection spine 11,253 

Refurbished areas 1,548 

* Data source: Manning Base Hospital S2 – SD Cost Plan_DRAFT_220809 
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3 Strategic principle: the waste hierarchy 

The waste management hierarchy1 has been used as a guiding principle in the development of this CWMP: 

The idea of the waste hierarchy is that preference is given to avoiding waste by designing processes that do not 

rely on the generation of waste (e.g. avoiding ‘disposable’ items). Avoiding waste is the most preferable option as 

it has minimal impact upon the environment through the production, transport and disposal of a product.  

Where waste is not avoided, the next most preferable option is to reuse products over again rather than opting for 

‘single use’. 

If a disposable item is used, the next option in order of preference is to ensure that the materials can be recovered 

and recycled into new products. 

The least preferable options are to (where possible) recover energy from the materials through incineration (which 

destroys the materials) or lastly to dispose of the materials to landfill.  This option is least preferable as the 

materials and the ‘embodied’ energy used in manufacture and transport is lost, and disposal may potentially result 

in the pollution of groundwater and release of methane (a powerful greenhouse gas).   

The project has made a commitment to reduce construction waste by limiting waste going to landfill through 

recycling and reuse. 

1 https://www.epa.nsw.gov.au/your-environment/recycling-and-reuse/warr-strategy/the-waste-hierarchy  

https://www.epa.nsw.gov.au/your-environment/recycling-and-reuse/warr-strategy/the-waste-hierarchy
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4 Site location and access 

4.1 Location  

The site is in a regional location with limited waste and recycling facilities nearby (Figure 3). Options for treatment 

(e.g. crushing/mulching) and reuse on site will be investigated and implemented where possible. Remaining 

material that is not able to be reused on site will be sent to the local waste management centre for recycling or 

disposal to landfill.  

 

Figure 3: Waste management centres in the Taree area (source: MidCoast Council Waste Management Strategy 

2030) 

 

  

Taree 
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4.2 Vehicle access 

The Construction Traffic Management Plan (prepared as part of the Manning Base Hospital Stage 2 

Redevelopment) outlines the anticipated traffic during the demolition and construction phases. There will be at 

least two vehicle accesses off York Street, one for entering vehicles and one for exiting vehicles, thereby ensuring 

that all vehicles enter and exit site in a forward direction (Figure 4 and Figure 5). 

 

Figure 4: Vehicle approach routes 

Figure 5: Vehicle departure routes 
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5 Waste generation and management  

5.1 Management approach 

During both the demolition and construction phases, waste will be generated on site in distinct material phases. 

The demolition phase will produce materials such as concrete, steel, rubble, sand, topsoil and green waste. The 

construction phase will produce a range of material types as it progresses (e.g. rock and soil from excavation in the 

early site works phases, to materials like concrete and steel during construction, and timber and plastics from 

packaging during the final fit out phase). 

The construction will be a concrete framed building with bricks to the external facade.  

The site bins will be stored towards the corner of York and Commerce Streets, adjacent the site entrance/exit. Semi-

trailers, bins, skips and other site receptacles will be planned and located at the site according to the phase of 

demolition and construction and the materials types and quantities being generated.  

The appropriate types of receptacles will be leased to the site contractor by the waste service provider as needed. 

Bins will be coloured and fitted with signage so that site staff are easily able to use the correct bins. 

Table 2 shows the main destinations for the waste and recyclable material generated at the site. 

Table 2:  Construction waste principal off-site waste management centres 

Material Destination facility Processing 

Heavy recyclable materials 

(brick, rubble, sand etc.) 
Taree Waste Management Centre 

Crushed and screened for production of 

fill, roadbase etc. 

Cardboard/ paper / 

plastic 
Taree Waste Management Centre Separated and reprocessed 

Green waste Taree Waste Management Centre 
Screened, mulched, composted into soil 

conditioners and compost products 

Metals Taree Waste Management Centre 
Sorted and sent for reprocessing into new 

metal  

Brick/concrete Taree Waste Management Centre 
Crushed and screened for production of 

fill, roadbase etc. 

General waste Taree Waste Management Centre Disposal  

 

5.2 Estimated generation  

The Manning Base Hospital project does not yet have a demolition or construction contractor engaged to determine 

estimates of construction waste. In the interim, estimates of demolition waste generation have been calculated 

based on standard waste density calculations, assuming the building consists predominately of masonry and 

concrete elements (refer Table 3). 
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Table 3: Estimated volume (m3) of waste materials from the redevelopment demolition phase  

Building 

number 
Building name Materials Demolition waste (m3) 

4 Front of House Internal strip out of affected areas only 49 

6 Pharmacy 
Masonry construction, assumed concrete 

slab and metal deck roof 
206 

7 Pathology 
Masonry construction, assumed concrete 

slab and metal deck roof 
487 

Total (m3)   742 

 

Estimates of waste generated during the construction phase have been calculated based on a standard rate for a 

healthcare facility construction of 19.1 m3 per 100 m2 of building2. The breakdown by material is based upon 

standard percentages from Sustainability Victoria3.  Table 4 shows the high-level estimated volume of waste 

anticipated to be generated from the construction phase of the redevelopment.  

Table 4: Estimated volume (m3) and destination of materials from the redevelopment construction phase  

Material type 
Estimated 

volume (m3) 

Treatment 

(reuse, recycling, disposal)  

Hard materials (concrete, 

rubble, etc.) 
1,410 

Reuse: Can be crushed on site for fill where possible 

Disposal: remaining material to landfill 

Timber (treated/untreated) 1,060 

Assessed and segregated into treated/untreated. 

Untreated timber: Mulched on site for use on landscaped areas 

Treated timber: Disposal to landfill 

Plastics 670 Disposal: sent to landfill (not recycled locally) 

Cement sheet 400 Disposal: sent to landfill (not recycled locally) 

Plasterboard (gypsum) 270 Disposal: sent to landfill (not recycled locally) 

Metals 270 Recycled: sent to local metal recovery 

Paper/Cardboard 180 Disposal: sent to landfill (not recycled locally) 

Vegetation 140 

On-site recycling: where possible vegetation will be 

mulched/composted and used in landscaping  

Disposal: if on-site recovery is not possible, material will be 

sent to landfill 

                                                      
2 UK Building Research Establishment: Waste Benchmarks for New Build Projects by Project Type (31 May 2012) 
3 Sustainability Victoria Waste Wise Toolkit (2013) 
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Material type 
Estimated 

volume (m3) 

Treatment 

(reuse, recycling, disposal)  

Soil 50 

On-site recycling: where possible soil will be reused in 

landscaping  

Disposal: if on-site recovery is not possible, material will be 

sent to landfill 

Other (general waste)  20 Disposal: sent to landfill (not recycled locally) 

Hazardous waste negligible 
Unlikely to be generated, but specific treatment measures will 

be applied as appropriate  

Total (m3) 4,470  

 

5.3 Asbestos and other hazardous waste 

Given the age of the buildings, demolition phase may generate hazardous waste e.g. asbestos. The construction 

phase is not anticipated to use materials that would generate hazardous waste. If hazardous or special wastes are 

identified, these will be classified and treated as per state government requirements: Protection of the Environment 

Operations Act 1997 and Protection of the Environment Operations (Waste) Regulation 2014.  
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6 Management and communication 

6.1 Record keeping and data management 

The n site manager will work with the waste service providers and receiving facilities to obtain data and information 

to monitor and evaluate the volumes/weights of material sent for recycling/disposal and to calculate recycling 

rates.  Dockets can be audited from the waste service provider as needed to verify that correct disposal/recycling 

has occurred. 

 

6.2 Communication/education 

Education and training materials will be developed to communicate the correct processes for disposal of waste and 

recyclable materials on site.  The educational material will include specific details such as signage and appropriate 

contacts to resolve issues that may arise. 

All staff working on site will be required to understand the relevant aspects of correct waste management on site 

and the site targets for waste minimisation and recycling.  
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