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1.0 Introduction  

This Addendum Flood Impact and Risk Assessment (FIRA) Report has been prepared by TTW (NSW) Pty Ltd 
on behalf of the Department of Education (DoE) to assess the potential environmental impacts that could arise 
from Stage 2 Box Hill Public School and Box Hill High School (the activity) at 50-52 Terry Road, Box Hill (the 
site).  

An Addendum Review of Environment Factors seeks approval for the additions and alterations to the approved 
Box Hill Public School and Box Hill High School, which involves the following changes: 

Á The construction of a new, 3-storey High School building at the south-eastern corner of the site, inclusive 
of an undercroft carpark. 

Á The addition of a single floor level above the approved 3-storey Hall Building and High School buildings 
along Keeneland Street to make the buildings 4-storeys. 

Á An increase of the approved student population for the High School from 1,000 to 2,000 students. 

The Addendum Review of Environmental Factors prepared by Colliers Urban Planning provides a full 
description of the proposed works. 

A visual overview of the Stage 2 works is shown in red in Figure 1 below. 

This report has been prepared to outline the existing constraints of flooding and overland flow paths at the site 
alongside the post-development flood conditions, including likely flood impacts (if any) that the proposed Stage 
2 works will cause to the surrounding properties. The details of this report are based on currently available 
information and correspondence undertaken at the time of writing. 

The purpose of this report is to address the likely flood impacts associated with the Stage 2 works only. This 
report is to be read in conjunction with the ñFlood Impact and Risk Assessment ï Revision Gò report prepared 
by TTW and dated 25 October 2025 for the Stage 1 works. 

 

Figure 1: Stage Works in 3D (Source: Architectus) 
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1.1 Site Description  

The site is located at 50 and 52 Terry Road, Box Hill. The site comprises two (2) separate lots, which have a 
combined area of 4.7ha, within a broadly rectangular parcel of land. The legal description of the site includes 
Lot 299 in DP 1285364 (50 Terry Road) and Lot 10 in DP 1285590 (52 Terry Road).  

The site is located in Box Hill in The Hills Shire Council Local Government Area (LGA) in the north-west of 
Sydney.  Box Hill is part of the North-West Growth Centre, which is being re-developed from rural/residential 
land to low- and medium-density residential subdivisions. The area was rezoned in 2013 to form the Box Hill 
Release Area. By completion, Box Hill will be home to approximately 42,480 residents (13,276 dwellings). 

The Addendum Stage 2 works are associated with the south-east corner of the site occupied in the Stage 1 
design by an on-grade carpark for the high school and associated landscaped batters, as well as the proposed 
additional levels to the Keeneland Street buildings. An aerial map of the undeveloped site is provided in Figure 
2, while the proposed site plan is shown in Figure 3. 

 

Figure 2: Site Location of the New PS & HS Box Hill Terry Rd (Source: Nearmap, March 2025) 
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Figure 3: Proposed site plan. Stage 2 indicated in blue (Source: Architectus) 

 

1.2 Significance of Environmental Impacts  

Based on the identification of potential issues, and an assessment of the nature and extent of the impacts of 
the proposed development, it is determined that:  

Á The extent and nature of potential impacts are low, and will not have significant adverse effects on the 
locality, community and the environment; 

Á Potential impacts can be appropriately mitigated or managed to ensure that there is minimal effect on the 
locality, community. 

1.3 Consultation  

TTW contacted The Hills Shire Council in July 2023 to obtain the relevant hydrological and hydraulic models 
covering the site, and to obtain more information on the site and flood behaviour in the immediate vicinity. TTW 
received the ñpost-developed catchment TUFLOW model developed as part of Box Hill/Box Hill Industrial 
Precinct Water Cycle Management Strategyò from Council. Correspondence from Council noted ñthis is the 
most reliable information available to Councilò. 

TTW contacted Council in November 2025 to confirm that this model remains the latest available information 
covering the site, and which can be used for this subsequent assessment. Council confirmed in December 
2025 that the TUFLOW model issued to TTW in 2023 is ñstill the latest available data to Councilò. 

Correspondence from this email consultation with Council is contained within Appendix A.  

A pre-lodgement meeting for Stage 2 of the development was held on the 6th of February 2026. Council 
provided feedback consistent with that provided previously for the Stage 1 REF on 26th September 2025 
during the exhibition period. The items raised have been considered and, where applicable, have been 
addressed within the REF addendum assessment. 
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1.4 REF Reporting Requirements  

Refer to Table 1 for the relevant REF requirements covered within this report. 

Table 1: REF Reporting requirements and the relevant section of this report. 

Item REF Requirement  Relevant Section of Report  

1.0 Flood Hazard  

1.1 If a FIRA has been prepared, does it: 
state that it has been prepared in accordance with the updated 
Floodplain Management Manual and Toolkit, including Planning 
Circular PD24-001? 

Section 1.5 

1.2 detail consultation undertaken with the local council and any 
relevant agencies (i.e. State Emergency Service) to identify 
existing, draft and proposed flood studies relevant to the site? 

Section 1.3 

1.3 describe the flood potential of the site and key access routes having 
regard to available flood studies and information, the conditions of 
the site, and the types of flood: 

Á Mainstream flooding 

Á Overland flows 

Á Flash flooding 

Section 4.0 

1.4 describe the key flood mechanisms? Section 4.0 

1.5 include flood modelling showing flood extent, levels, depths, 
velocities and hazard classifications for all relevant events, 
including: 

Á 1% AEP / 1 in 100yr 

Á 5% AEP / 1 in 20yr 

Á 10% AEP / 1 in 10yr 

Á 0.2% AEP / 1 in 500yr 

Á 0.02% AEP / 1 in 5000yr 

Á PMF 

Refer Section 4.0 and 
Appendix B & Appendix C. 
 
Modelling has been 
completed for the 10% AEP, 
5% AEP, 1% AEP, 0.2% AEP 
and the PMF event. 

1.6 consider the timeframe for flood waters to inundate the site and 
timeframe for water to hit peak levels? 

This is considered in the 
Flood Emergency Response 
Plan submitted alongside this 
report. 

1.7 consider the impacts of climate change on future flood frequency 
and levels? 

Section 5.2 

2.0 Risk/Impact of flood on the activity  

2.1 If a FIRA has been prepared, does it: 
determine whether the proposal is in a high-risk catchment? 

This is considered in Section 
4.0 of the original REF Flood 
Impact and Risk Assessment 
for Stage 1 works, and 
remains relevant for this REF 
Addendum. 

2.2 the location of the proposal in relation to flood behaviour and 
constraints including floodway, flood storage area or flood fringe 
area? 

Section 4.0 

2.3 the hazard vulnerability classification of the land? Section 4.0 

2.4 frequency of inundation? Section 4.0 

2.5 whether the proposal provides for safe occupation and efficient and 
effective evacuation in flood events and how it is to be achieved? 

This is considered in the 
Flood Emergency Response 
Plan submitted alongside this 
report. 
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2.6 in high-risk catchments, whether the proposal is likely to result in a 
significant increase to the risk to life in other parts of the catchment 
in a PMF flood event? 

Section 5.1 

2.7 any known evacuation constraints such as the flood emergency 
response classification for the area and available warning times 
(including rate of rise and when the evacuation route is cut off by 
floodwater)? 

This is considered in the 
Flood Emergency Response 
Plan submitted alongside this 
report. 

2.8 whether the proposal is for a sensitive or hazardous land use, or 
other higher risk uses and what mitigation strategies (if any) are 
proposed to reduce any identified risks? 

Section 2.0, 6.0, 7.0 

3.0 Impact of the activity on flood outside of the site  

3.1 If a FIRA has been prepared, does it address the matters to 
consider set out in PS-24-001, including has it determined: 
potential impacts of cut and fill and other building works on flood 
behaviour? 

Section 5.1 

3.2 whether there may be adverse flooding impacts on surrounding 
properties? 

Section 5.1 

3.3 ability of proposed development to withstand flood impacts? Section 6.0 

4.0 Building and structure design  

4.1 If a FIRA has been prepared, does it: 
nominate a flood planning level (minimum floor level plus freeboard) 
for proposed buildings? 

Section 6.0 

4.2 recommend any other mitigations such as flood resistant materials 
or structural requirements? 

Section 6.0, 7.0 

5.0 Conclusion  

5.1 Does the FIRA: 
conclude that the proposal would not be likely to result in significant 
environmental effects? 

Section 1.2, 7.0 

5.2 list any mitigation measures identified in the assessment? Section 7.0 

 

1.5 Guidance Documents  

The following documents have been reviewed and referenced in preparing this report: 

Á Australian Institute of Disaster Resilience (AIDR) Guideline 7-3: Flood Hazard (2017); 

Á NSW Department of Planning and Environment (2021) Considering Flooding in Land Use Planning 
Guideline; 

Á NSW Department of Planning and Environment (2023) Flood Impact and Risk Assessment ï Flood Risk 
Management Guide LU01; 

Á NSW Department of Planning and Environment (2023) Flood Risk Management Manual; 

Á NSW Department of Planning and Environment (2022) Guidelines for Division 5.1 assessments, June 2022; 

Á NSW Department of Planning, Housing and Infrastructure (2024) Guidelines for Division 5.1 assessments 
ï Consideration of environmental factors for health service facilities and schools ï Addendum October 
2024; 

Á NSW Department of Planning, Housing and Infrastructure ï Planning Circular PS 24-001, Update on 
addressing flood risk in planning decisions, 1st March 2024; 

Á School Infrastructure (SI) NSW Guidelines for School Site Selection and Master Planning, 2023; 

Á The Hills Development Control Plan (DCP) 2012; 

Á The Hills Local Environmental Plan (LEP) 2019; 

Á The Hills Shire Council Flood Modelling and Stormwater Design Guideline, Revision 1, February 2024. 
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2.0 Flood Planning Controls  

2.1 The Hills Development Control Plan   

While compliance with the Development Control Plan (DCP) is not required under the REF pathway, relevant 
DCP provisions have been reviewed and are acknowledged in this study to demonstrate consideration of 
Councilôs planning objectives. 

The current Development Control Plan (DCP) in place for the site is The Hills Shire DCP (2012), which provides 
detailed planning and design guidelines to support the planning controls set out in The Hills Local 
Environmental Plan (LEP) 2019 when designing a development. 

Part C óGeneral Developmentô Section 6 óFlood Controlled Landô of The Hills DCP outlines the development 
controls which apply to flood liable land in the LGA.  

Flood planning controls in The Hills LGA are based on land use category. There are six land use categories 
within The Hills DCP ï critical uses and facilities; sensitive uses and facilities; residential; commercial or 
industrial; recreation or non-urban uses; and concessional development. Based on Schedule 2 of Councilôs 
DCP, educational establishments are considered ósensitive uses and facilitiesô. 

The Hills DCP outlines four distinct flood planning levels (FPLs) that are to be applied dependent on land use 

type, presented in Figure 4. Sensitive developments are subject to the flood controls laid out in Figure 5. 

 

Figure 4: Flood Planning Levels laid out in The Hills DCP 
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Figure 5: Flood planning controls which apply to sensitive uses and facilities (Source: adapted from The Hills DCP) 

 

2.2 SI Guidelines  

School Infrastructure (SI) NSW have their own framework and guidelines for educational site selection and 
development which should also be met. For flooding, the framework provides the following guidelines: 

Á Site must be located above the 1-in-200-year (0.5% AEP) flood level, 

Á Site must provide flood free access for pedestrians and vehicles (in particular, emergency vehicles during 
a flood event), 

Á Buildings must be located on land above the Flood Prone Land Contour (i.e., land susceptible to flooding 
in the Probable Maximum Flood - PMF) where possible. 

 

An assessment of the flood behaviour at the site is outlined in Section 4.0. An assessment of the proposed 
development against The Hills Shire Council DCP is then provided in Section 6.0. 
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3.0 TTW Flood Analysis  

3.1 TTW Hydraulic Model  

TTW received the ñpost-developed catchment TUFLOW model developed as part of Box Hill/Box Hill Industrial 
Precinct Water Cycle Management Strategyò from Council. To analyse the subject study area, Councilôs 
TUFLOW model has been modified by TTW to show the extents of overland flow in the 10%, 5%, 1%, 0.2% 
AEP and PMF events. The full updates to Councilôs TUFLOW model are described in detail in the Flood Impact 
and Risk Assessment report prepared by TTW (dated 25 October 2025) for the REF for Stage 1 of the project.  

Two flood scenarios are assessed as part of this study: 

Á Pre-Stage 2 Scenario (i.e. post-development of Stage 1 works) 

Á Post Stage 2 Scenario 

The former ópost-developmentô scenario developed as part of the Stage 1 flood assessment has been adopted 
as the ópre-Stage 2ô scenario. The óExistingô scenario modelled within the original FIRA, which represents the 
site in its undeveloped condition, is used only to assess the cumulative impact of the activity. 

3.2 Pre-Stage 2  Scenario  

In the Stage 1 assessment, the design surface was still to be finalised as part of the detailed design. In lieu of 
this information, a high-level design surface was incorporated in the post-development (Stage 1) scenario 
which contained óblocksô with indicative surface levels, assuming a 1% crossfall.  Since the initial assessment, 
the Stage 1 design has been finalised. This updated design TIN has been incorporated into the pre-Stage 2 
model, as indicated below in Figure 6.  

 

Figure 6: Pre-Stage 2 scenario design surface incorporated into the model 



Box Hill Public School and Box Hill High School 29 April 2026 
Addendum Flood Impact and Risk Assessment 241906 

 

 

TTW (NSW) PTY LTD   
© 2026 Taylor Thomson Whitting       Page 12 of 58 

3.3 Post -Stage 2  Scenario  

3.3.1 Building Representation  

The new building is proposed at the southeast corner of the site, at the location of the existing Stage 1 high 
school car park. Due to the siteôs fall, the new building is to be elevated using columns and suspended slabs. 
Alongside this building with undercroft, the proposed works include a playing field over an undercroft car park. 
The area of car park at the north of the undercroft is considered partially enclosed.  

Both the building with undercroft and the playing field with undercroft have been represented in the model 
using Layered Flow Constrictions in TUFLOW to specify the depth-varying form loss of the structures. The 
extent of these two features is indicated in Figure 7. The layers and the model parameters assigned to each 
are outlined in Table 2. 

 

 

Figure 7: Representation of undercroft areas in post-development scenario 

 

Table 2: Layer flow constructions applied to elevated buildings within the site 

Feature  Layer  Building Component  Blockage  Thickness/Obvert  

Building with 
undercroft 

Layer 3 Roof 0% 0m 

Layer 2 Building 100% 7.65m depth 

Layer 1 Undercroft area 10% 44.1m AHD obvert 

Playing field 
with 
undercroft  

Layer 3 Playing field 0% 0m 

Layer 2 Suspended slab 100% 0.85m depth 

Layer 1 Undercroft area 15% 43.25m AHD obvert 
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3.3.2 Design TIN  

To allow for flood assessment of the site in post-Stage 2 conditions, the flood model was modified to include 
the Stage 2 design surface, as well as the proposed buildings and associated works of the proposed 
development. Figure 8 shows the combined design tin incorporating the Stage 2 amendments to the southeast 
of the site. 

To prevent floodwater ingress into the northern, partially enclosed section of car park, a raised crest has been 
incorporated into the civil design. To ensure that this crest is effectively represented in the model, the crest 
was manually incorporated into the DEM using a 2d Z shape feature. A minimum crest level was applied along 
this alignment, ensuring modelled ground levels do not fall below 39.95m AHD to the west, 40.31m AHD to 
the east and 40.2m AHD to the northeast. Where the underlying design surface exceeded these levels, the 
higher elevation was retained in the DEM. 

 

Figure 8: Post-Stage 2 design surface incorporated into the model 
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4.0 Results  

The existing flood conditions on-site during the critical 1% AEP and PMF events are assessed in the following 
sections. Pre-Stage 2 flood conditions during the 10% AEP, 5% AEP and 0.2% AEP events are attached in 
Appendix B, while the post-Stage 2 10%, 5% and 0.2% AEP events are attached in Appendix C. 

The base critical storm durations for the site and its immediate vicinity were identified as the 120-minute storm 
for the 10% AEP, and as 90-minutes for the 1%, 5% and 0.2% AEP events. The 15-minute storm was the base 
critical storm duration for the PMF event. 

The maximum flood levels and depths, flood velocities and flood hazards have been mapped and discussed 
in the following sections.  

4.1 Pre-Stage 2 Scenario  

4.1.1 1% AEP Event  

The peak flood levels and depths, velocities, and hazards during the pre-Stage 2 1% AEP event are shown in 
Figure 9, Figure 10 and Figure 11, respectively. 

The following observations can be made: 

Á The 1% AEP flood extent is mostly outside of the school site boundary, aside from a minor ingress of flows 
along the central southern boundary of the site.   

Á Flood level here reaches between approximately 36.5m AHD to 37.9m AHD, with peak depths of 0.25-
0.30m.  

Á No. 48 Terry Road (immediately south of the site) is considerably flood-affected in the 1% AEP event, with 
a peak flood level of 40.6m AHD adjacent to Terry Road, and peak depths of approximately 0.75m.  

Á Peak velocities in the post-development 1% AEP event reach a maximum of approximately 3.5 m/s at the 
southwest of No. 48.  

Á The minor flows encroaching onsite along the southern boundary have a flood hazard classification of H1-
H2, regarded as low hazard and generally safe. South of the site, hazard levels typically range between 
H1-H3, though there is a small area of H5-H6 flows within the southwestern portion of No.48 Terry Road, 
regarded as high hazard and unsafe for people and vehicles. 

Á The driveway entrances to both the high school and primary school carparks are flood-free in the 1% AEP 
event.  
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Figure 9: Peak flood levels and depths at the site in the 1% AEP event in the pre-Stage 2 scenario  

 
Figure 10: Peak flood velocity at the site in the 1% AEP event in the pre-Stage 2 scenario 
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Figure 11: Peak flood hazard at the site in the 1% AEP event in the pre-Stage 2 scenario 

 

4.1.2 PMF Event  

The peak flood levels and depths, velocities, and hazards during the PMF event are shown in Figure 12, Figure 
13 and Figure 14, respectively. 

The following observations can be made: 

Á The southwestern primary school and preschool car park is impacted by some overland flooding in the 
PMF, with peak depths of 150-170mm. Flood hazard here remains H1.  

Á The existing Stage 1 high school car park to the southeast of the site is impacted by ponding of floodwaters, 
with depths ranging from 0.1m to a peak of approximately 0.8m at the southwestern corner of the car park. 
Flood hazard ranges from H1 to H4.  

Á Despite this, access to and from the high school car park is retained, with the driveway entry free from 
hazardous floodwaters. While there is a small portion of the entry impacted by surface water, this is 
categorised as H1 hazard (ógenerally safe for people, vehicles and buildingsô) and is considered trafficable. 
Similarly, flooding on Terry Road directly adjacent to the driveway entrance remains at H1 hazard (Figure 
14). 

Á Offsite, flows across the majority of the No. 48 property to the south of the site reach H5 hazard level. 
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Figure 12: Peak flood levels and depths at the site in the PMF event in the pre-Stage 2 scenario 

 
Figure 13: Peak flood velocity at the site in the PMF event in the pre-Stage 2 scenario 



Box Hill Public School and Box Hill High School 29 April 2026 
Addendum Flood Impact and Risk Assessment 241906 

 

 

TTW (NSW) PTY LTD   
© 2026 Taylor Thomson Whitting       Page 18 of 58 

 

Figure 14: Peak flood hazard at the site in the PMF event in the pre-Stage 2 scenario 

4.2 Post -Stage 2  Scenario  

4.2.1 1% AEP Event  

The peak flood levels and depths, velocities, and hazards in the 1% AEP event under post-Stage 2 conditions 
are shown in Figure 15, Figure 16 and Figure 17, respectively. 

Review of the post-Stage 2 model outputs in relation to the Pre-Stage 2 outputs demonstrate no discernible 
changes in flood behaviour on or offsite, given that the majority of the site is flood-free during this event. This 
is reviewed in more detail in Section 5.0, which provides an impact assessment. 
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Figure 15: Peak flood levels and depths at the site in the 1% AEP event in the post-development scenario 

 
Figure 16: Peak velocity at the site in the 1% AEP event in the post-development scenario 
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Figure 17: Peak flood hazard at the site in the 1% AEP event in the post-development scenario 

4.2.2 PMF Event  

The peak flood levels and depths, velocities, and hazards during the post-development PMF event are shown 
in Figure 18, Figure 19 and Figure 20, respectively. 

The following observations can be made: 

Á In the PMF event, the southern portion of the undercroft car park beneath Block D is subject to flood depths 
in excess of 500mm, peaking at approximately 800mm at the southwest corner. A crest has been 
incorporated into the design to prevent flows inundating the partially enclosed northern portion of the car 
park. 

Á The PMF level at the undercroft ranges from 39.5m AHD (west) to 41.0m AHD (east). 

Á Although the majority of flows within the undercroft are low hazard (H1-H2), hazard classifications increase 
towards the low point at the southwest, peaking at H4 (unsafe for people and vehicles). This impacts several 
car parking spaces to the southwest. Access to the car park during significant flood events should 
consequently be prevented until flows have receded to a safe level. 

Á Despite the isolated high hazard ponding of flows at the southwest of undercroft, access to and from the 
car park is retained, with flood depths of less than 150mm at the driveway entry. Flooding on Terry Road 
directly adjacent to the driveway entrance remains at H1 hazard. Travel south on Terry Road is restricted 
by high hazard (H5) flows at the intersection with Andromeda Parkway, southeast of the site. 

It should also be noted that while there is flooding in the southern portion of the undercroft car park, Architectus 
have confirmed that it is feasible to create an exit path through the fenceline at the eastern boundary of the 
undercroft area to allow any site users in the northern area of the car park to exit and safely refuge inside the 
school. This will not require site users to walk through floodwaters. This will be co-ordinated in the detailed 
design stage. 
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Figure 18: Peak flood levels and depths at the site in the PMF event in the post-development scenario 

 
Figure 19: Peak flood velocity at the site in the PMF event in the post-development scenario 


























































