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Our Ref: M170091/LT1 7 April 2020

The General Manager
Bayside Council

444-446 Princes Highway,
ROCKDALE NSW 2216

Attention: Mr John McNally

Dear John,

RESPONSE TO REQUEST FOR ADDITIONAL INFORMATION
187 SLADE ROAD, BEXLEY NORTH

We act as town planning consultants to the owner of the above property. Specifically, we have been instructed to make
representation to Council in response to the email request for additional information on 27 February 2020. In summary,
we have prepared scaled plans for consideration of Council but consider that the provision of a Draft Development
Control Plan (DCP) is unnecessary at this stage given Council has not indicated its support, or otherwise, of the
planning proposal and its indicative concept scheme. In any case, the Urban Design Study by GMU makes clear the
style of envelope controls that would ultimately be included in a DCP which in our experience is often drafted post
Gateway determination.

We address the issues raised by Council individually

1. If possible, please provided scale drawings at a commonly-used scale of the site plan, indicative concept
layouts, indicative basements and indicative sectional studies;

GMU have provided scaled drawings of 1:500 at A3 for the indicalive concept scheme, including the basements
These documents are submitted under a separate attachment.

It is noted that the indicative sections are detailed on Page 27 of the Urban Design Report (UDR) prepared by
GMU which, whilst not to scale, have indicative RLs. The provision of scale sections is beyond the scope of the
indicative concept plans as the design will require detailed structural, geotechnical and traffic input that will be
provided at the development application stage The provision of indicative sections with RLs is considered
appropriate at this stage of the planning proposal

2. Please provide a level-by-level breakdown of the proposed GFA through an area schedule and measured
area plans of all levels as described below, as well as a short description of how the GFA/FSR was

measured/calculated;

GMU have provided a level by level breakdown of the Gross Buildable Area (GBA) and the Gross Floor Area (GFA)
which are submitted under a separate attachment.

GMU have provided the following description with regards to how the GBA and GFA were considered

ltem CPE22.009 1 Attachment5 2
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“In arriving at the estimated GBA as indicated in drawings SK-013 to SK-021, GMU has calculated the GBA shown
in the blue hatched lines in the drawings. GMU has arrived on an efficiency of 75% based on Part 2B of the
Apartment Design Guide (ADG) which states that a building envelope should be 25-30% greater than the
achievable floor area to allow for building components that do not count as floor space but contribute to building
design and articulation such as balconies, lifts, stairs and open circulation. However, we are aware that a 75%
efficiency is a conservative estimate, especially for commercial uses but it will allow for architectural detailing and
building articulation. Subject to detailed design, the GFA will be in accordance with the LEP definition.”

3. Please provide measured area plans: GBA overlays of the existing “Indicative Concept Design” layouts
that were provided in the UDR. Plans should be provided at a commonly used drawing scale. For each
level, please highlight each separate measured area of non-residential, residential and/or non-GFA
(services/parking) use;

As discussed above, the scaled GBA and GFA calculations are submitted under a separate attachment.

T'he indicative concept plans have not detailed the floor areas by use. As the plans are to scale, calculations on
the floor areas for each use can be undertaken by Council if required. However it should be noted that the detailed
areas of the residential and non-residential uses have not been determined and will be subject to detailed design
at the development application stage.

If the intention of Council is to impose an FSR for non-residential floor space, this can be discussed and the
indicative concept design can be altered (if required) at later stages in the planning proposal.

4. Please provide an area schedule: A table summary of the measured areas of each use on each level
including basements, all efficiency assumptions (separated by use) that were used to derive a GFA from
the measured areas, and the subsequent GFA by level by use; and

As discussed in Part 3 above

5. Please provide HOB and F SR maps that have been notated with dimensions sufficient to accurately
identify the division of the site into the two separate sections that delineate where the various heights
are apportioned and the areas upon the FSR calculations have been based.

GMU have provided dimensioned Height of Buildings (HOB) and Floor Space Ratio (FSR) maps to identify the
division between the height imits. These plans are submitted under a separate attachment

In addition, paragraph 3.2 of the Planning Proposal Report states that a ‘site-specific Development Control
Plan (DCP) will be prepared post-Gateway’ for public exhibition...’ A draft version of the DCP needs to be
provided as part of the current document submission so that it can be shown to the Bayside Local
Planning Panel and Council to assist with the assessment of whether the Planning Proposal has merit.

It is envisaged that the draft Site Specific DCP will be prepared post gateway determination for public exhibition.
We consider that the provision of a draft Site Specific DCP is premature at this stage as there has been no
indication from Council for support, or otherwise, of the planning proposal. For example, if the indicative concept
design evolves after discussions with Council or the BLPP, all the work on the draft Site Specific DCP would be
redundant

The document Planning Proposals: A Guide to Preparing Planning Proposals states:

187 Slade Road, Bexiey Nerth
. Planning Ingenuity Pty Ltd 2
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A planning proposal which is submitted for a Gateway determination must provide enough information to
determine whether there is meril in the proposed amendment proceeding (o the nex!t stage of the plan making
process. The level of detail required in a planning proposal should be proportionate to the complexity of the
proposed amendment.

A planning proposal relates only to a LEP amendment It is not a development application nor does it consider
specific detalled matters that should form part of a development application.

The planning proposal should contain enough information to identify relevant environmental, social, economic
and other site-specific considerations. The scope for investigating any key issues should be identified in the
initial planning proposal that is submitted for a Gateway determination. This would include listing what
additional studies the PPA considers necessary to justify the suitability of the proposed LEP amendment. The
actual informationdinvestigation may be undertaken after a Gateway determination has been issued and if
required by the Gateway defermination.

As such, we would say that the scaled indicative concept plans (attached) and information submitted within the UDR
and PP Report are sufficient to determine whether there is merit in the planning proposal application. Furthermore, as
the Planning Proposal only seeks to modify the height and FSR development standards, the planning proposal is not
of a sufficient complexity to warrant detailed analysis (Site Specific DCP) prior to Gateway.

We thank Council for their time and consideration of the above matters and hope the additional information submitted
will permit the continued assessment of the planning proposal application.

We look forward to continuing to work with Council on this planning proposal application.

Yours faithfully,
Planning Ingenuity Pty Ltd

David Waghorn
ASSOCIATE DIRECTOR

187 Slade Road, Bexiey Nerth
. Planning Ingenuity Pty Ltd 3
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ENVIRONMENTAL INVESTIGATION SERVICES

REPORT

TO

TUNBORN PTY LTD

ON

STAGE 2 ENVIRONMENTAL SITE ASSESSMENT

FOR

PROPOSED HOTEL REDEVELOPMENT

AT

187 SLADE ROAD, BEXLEY NORTH

19 MARCH 2018 REF: E30293KHrpt2

\30 30, Pz (0 g,
dicg % JEN Postal Address: PO Box 976, North Ryde BC NSW 1670
g g NIF Tel: 02 9888 5000 » Fax: 9888 5004
Ch
¥ EIS is a division of Jeffery and Katauskas Pty Ltd « ABN 17 003 550 801
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Document Distribution Record
Report Reference Distribution Report Date

E30293KHrpt Client via email 19 March 2018

Report prepared by:

o

Todd Hore
Associate | Environmental Engineer

Report reviewed by:

Adrian Kingswell
Principal | Environmental Scientist

©  Document Copyright of Environmental Investigation Services (EIS)

This Report (which includes all attachments and annexures) has been prepared by EIS for the Client, and is

intended for the use only by that Client.

This Report has been prepared pursuant to a contract between EIS and the Client and is therefore subject to:
a) EIS proposal in respect of the work covered by the Report;

b) The limitations defined in the client’s brief to EIS; and

c) The terms of contract between EIS and the Client, including terms limiting the liability of EIS.

If the Client, or any person, provides a copy of this Report to any third party, such third party must not rely on
this Report, except with the express written consent of EIS which, if given, will be deemed to be upon the same

terms, conditions, restrictions and limitations as apply by virtue of (a), (b), and (c) above.

Any third party who seeks to rely on this Report without the express written consent of EIS does so entirely at
their own risk and to the fullest extent permitted by law, EIS accepts no liability whatsoever, in respect of any

loss or damage suffered by any such third party.

ltem CPE22.009 1 Attachment 6
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AT

EXECUTIVE SUMMARY

Nexus Project Delivery, on behalf of Tunborn Pty Ltd ("the client’), commissioned Environmental Investigation
Services (EIS) to undertake a Stage 2 Environmental Site Assessment (ESA) for the proposed hotel
redevelopment at 187 Slade Road, Bexley North (‘the site’).

The ESA included a review of a previous Stage 1 ESA, walkover site inspection, soil sampling from six locations
and groundwater sampling from two locations.

At the time of the inspection, the majority of site was occupied by a hotel building, with a semi-detached motel
style accommodation building and a drive-thru bottle shop.

The historical assessment indicated the following potential site uses:

e Pre-1953 - Vacant with possible poultry farming;

*  1950’s - Development of the site occurred; and

e Atleast 1961 to present the site has been occupied by the existing Hotel.

Based on the scope of work undertaken for this assessment, EIS identified the following potential
contamination sources/AEC:

e Fill material;

*  Historical agricultural use (poultry farm);

*  Use of pesticides;

* Hazardous Building Material;

e« Two service stations were located approximately 75m and 150m up-gradient (south-west) of the site; and
«  Aformer dry cleaners was located less than 50m to the south of the site.

Fill was encountered at the surface or beneath the pavement in all boreholes and extended to depths of
approximately 0.3m to 6.5m. Fill was typically shallower than 1.6m, with the exception of BH102. A fibre-
cement sheeting fragment was encountered in the fill material in BH101.

The fill was underlain by natural soil and sandstone bedrock.

Asbestos was encountered in the form of a FCF in the fill material in BH101. The source of the asbestos is
considered likely to be the fill material, which may have been imported onto the site. In the present site
configuration, the asbestos contamination presents a very low risk to site occupants as it is beneath a concrete
pavement. The risk would increase if the pavement was removed and especially during excavation works.

Based on the results of the assessment, and at the time of reporting, the fill material in the vicinity of BH101 is
classified as General Solid Waste (non-putrescible) containing Special Waste (asbestos). The fill material across
the remainder of the site may be classified as General Solid Waste (non-putrescible) subject to further
assessment to better assess the extent of the asbestos impacted material.

EIS are of the opinion that the natural soil and bedrock at the site meets the definition of VENM for off-site
disposal or re-use purposes.

Ashestos was encountered in fill material in the north-west section of the site. At this stage further
investigation, to better assess the extent of the contamination, is not possible due to the physical constraints
of the site. It may be possible to undertake further investigation following demolition of the buildings at the
site, however, this would likely result in significant delays to the project. Based on our experience, where
ashestos is encountered in a discrete location in fill material by drilling boreholes, further, asbestos is usually
encountered during excavation works. EIS consider that the most cost and time effective approach would be to
take a conservative view of the contamination and assume that all fill material at the site is impacted by
asbestos.

ltem CPE22.009 1 Attachment 6 7
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Based on the above, EIS make the following recommendations:

* A Remedial Action Plan (RAP) should be prepared outlining procedures to be undertaken during each stage
of development/excavation, with respect to the asbestos contamination;

s Avalidation assessment should be undertaken on completion of remediation at each development stage;
and

s Anunexpected finds protocol should be implemented during excavation works at the site,

The conclusions and recommendations should be read in conjunction with the limitations presented in the body
of the report.

ltem CPE22.009 1 Attachment 6 8
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Stage 2 Environmental Site Assessment
187 Slade Road, Bexley North
EIS Ref: E30293KHrpt2

[T
T
M

1 INTRODUCTION

Nexus Project Delivery, on behalf of Tunborn Pty Ltd (‘the client’), commissioned Environmental
Investigation Services (EIS)* to undertake a Stage 2 Environmental Site Assessment (ESA) for the
proposed hotel redevelopment at 187 Slade Road, Bexley North (‘the site’). The site location is shown
on Figure 1 and the assessment was confined to the site boundaries as shown on Figure 2.

A geotechnical investigation was undertaken previously to with this assessment by JK Geotechnics®.
The results of the investigation are presented in a separate report (Ref. 30293ZRrpt2-revl, dated 25

September 20173). This report should be read in conjunction with the JK report.

EIS have previously undertaken a Stage 1 (desktop) assessment at the site. A summary of this
information has been included in Section 2.

1.1 Proposed Development Details

Based on a review of the provided information, we understand that a staged mixed use development

is proposed, including:

. Stage 1: retention of existing pub and bottle store, and demolition of the southern portion of
the existing hotel and existing motel over the eastern side of the site. New construction of a new
six level hotel over the southern portion of the site and a new eight level residential apartment
block over the eastern side of the site. The new hotel and apartment block will also include retail
ground floor levels. The new buildings will be constructed over two and three levels of basement
car park with a finished floor reduced level (RL) for the lower car park levels B2 and B3 at
RL7.76m and RL4.46m, respectively. Excavations to depths between about 4.5m and 8.5m will
be required to achieve design subgrade levels;

. Stage 2: demolish the existing pub and construction of a two storey pub and two storey
apartment building over two basement car park levels. No further details have been provided
at the time of preparing this report;

. The basement retention system will comprise an anchored or propped secant pile wall formed
using 0.6m diameter piles; and

. The proposed twin Westconnex Tunnels will extend below the northern portion of the site in an
east-west direction. The tunnel invert levels will be at approximately RL -16.6m and the upper
limit of the Westconnex Tunnels acquisition zone will be 16m below existing ground level.

1.2  Aims and Objectives

The primary aims of the assessment were to identify any past or present potentially contaminating
activities at the site, identify the potential for site contamination, and make a preliminary assessment
of the soil and groundwater contamination conditions. The assessment objectives were to:

! Environmental consulting division of Jeffery & Katauskas Pty Ltd (J&K)
2 Geotechnical consulting division of J&K
3 Referred to as JK Geotechnics (2017)

Page 1
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Provide an appraisal of the past site use(s) based on a review of historical records;

Assess the current site conditions and use(s) via a site walkover inspection;

Identify potential contamination sources/areas of environmental concern (AEC) and
contaminants of potential concern (CoPC);

Assess the soil and groundwater contamination conditions via implementation of a preliminary
sampling and analysis program;

Prepare a conceptual site model (CSM);

Assess the potential risks posed by contamination to the receptors identified in the CSM (Tier 1
assessment);

Provide a preliminary waste classification for off-site disposal of soil;

Assess whether the site is suitable or can be made suitable for the proposed development (from
a contamination viewpoint); and

Assess whether further intrusive investigation and/or remediation is required.

Scope of Work

The assessment was undertaken generally in accordance with an EIS proposal (Ref: EP46436KH) of 16
January 2018 and written acceptance from Nexus Project Delivery, on behalf of the client, of 18 January
2018. The scope of work included the following:

Review of site information, including background and site history information from a Lotsearch
Pty Ltd Environmental Risk and Planning Report and other sources;

Preparation of a CSM;

Design and implementation of a sampling, analysis and quality plan (SAQP);

Interpretation of the analytical results against the adopted Site Assessment Criteria (SAC);

Data Quality Assessment; and

Preparation of a report including a Tier 1 risk assessment.

The scope of work was undertaken with reference to the National Environmental Protection

(Assessment of Site Contamination) Measure 1999 as amended (2013)% other guidelines made under

or with regards to the Contaminated Land Management Act (1997} and State Environmental Planning

Policy No.55 — Remediation of Land (1998)°. A list of reference documents/guidelines is included in the

appendices.

4 National Environment Protection Council (NEPC), (2013). National Environmental Protection (Assessment of Site
Contamination) Measure 1999 (as amended 2013). (referred to as NEPM 2013)

5 Contaminated Land Management Act 1997 (NSW) (referred to as CLM Act 1997)

s State Environmental Planning Policy No. 55 — Remediation of Land 1998 (NSW) (referred to as SEPPS5)

Page 2
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Stage 2 Environmental Site Assessment
187 Slade Road, Bexley North
EIS Ref: E30293KHrpt2
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2 SITE INFORMATION
2.1 Background

2.1.1 Stage 1 Preliminary Environmental Site Assessment

The Stage 1 Preliminary ESA (ref: E30293KHrpt) included a walkover site inspection and review of
historical infarmation.

At the time of the inspection, the majority of site was occupied by a hotel building, with a semi-

detached motel style accommodation building and a drive-thru bottle shop.

The historical assessment indicated the following potential site uses:

. Pre-1953 - Vacant with possible poultry farming;

. 1950’s - Development of the site occurred; and

. At least 1961 to present the site has been occupied by the existing Hotel.

Based on the scope of work undertaken for this assessment, EIS identified the following potential
contamination sources/AEC:

. Fill material;

. Historical agricultural use (poultry farm);

. Use of pesticides;

. Hazardous Building Material;

. Two service stations were located approximately 75m and 150m up-gradient (south-west) of the
site; and

. A former dry cleaners was located less than 50m to the south of the site.

Considering the above, and based on a qualitative assessment of various lines of evidence as discussed
throughout this report, EIS were of the opinion that there is a moderate potential for site

contamination.

Based on the potential contamination sources/AEC identified, and the perceived potential for

contamination, further investigation of the contamination conditions was considered to be required.

Based on the scope of work undertaken for the assessment, EIS were of the opinion that the historical

land uses and potential sources of contamination identified would not preclude the proposed

development. However, the following was recommended to better assess the risks associated with the

CoPC:

. A preliminary intrusive investigation should be undertaken to make an assessment of the soil
and groundwater contamination conditions; and

. A hazardous building materials survey should be undertaken prior to demolition/alteration of
the buildings. Following any demolition/removal works (and preferably prior to removal of the
hardstand), an asbestos clearance certificate should be provided.

Page 3
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2.1.2  JK Geotechnical Investigation

The geotechnical investigation included drilling of five boreholes and installation of three groundwater
wells. The boreholes encountered fill material to depths of approximately 0.2m to 4.75m, overlying
natural clays and sandstone bedrock. The deep fill was encountered in the central-north section of the
site.

2.2  Site Identification

Table 2-1: Site Identification

Current Site Owner: Tunborn Pty Ltd

Site Address: 187 Slade Road, Bexley North
Lot & Deposited Plan: Lot 30 DP 1222252

Current Land Use: Commercial

Proposed Land Use: Commercial/Residential
Local Government Authority: Bayside Council

Current Zoning: B4 Mixed Use

Site Area (m?): 4,300

RL (AHD in m) (approx.): 10

Geographical Location (decimal Latitude: -33.9381

degrees) (approx.):
Longitude: 151.1152

Site Location Plan: Figure 1

Sample Location Plan: Figure 2

2.3 Site Location and Regional Setting

The site is located in a mixed residential and commercial area of Bexley North. The site is located in a
depression and the regional topography generally falls to the north, north-east and north-west at
approximately 2-3°. The area north of the site falls to the east and west towards a gully feature at
approximately 1-2°.

Page 4
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The site itself generally falls to the north at approximately 2-3°, however steeper areas were observed
in the south-east section of the site. Parts of the site appear to have been levelled to account for the

slope and accommodate the existing development.

2.4 Site Inspection

A walkover inspection of the site was undertaken by EIS on 3 April 2017. The inspection was limited
to accessible areas of the site and immediate surrounds. An internal inspection of buildings was not
undertaken

At the time of the inspection, the majority of site was occupied by a hotel building, with a semi-

detached motel style accommodation building and a drive-thru bottle shop.

A summary of the other inspection findings are outlined in the following subsections:

2.4.1 Buildings, Structures and Roads

The majority of the site was occupied by a single storey concrete hotel building with a basement cellar.
A concrete clad bottle shop building extended from the north end of the hotel building.

A split level, brick accommodation building was located in the east section of the site. The building
included a reception area at the south end with a possible laundry beneath. An undercroft car park
extended beneath the majority of the building.

2.4.2 Boundary Conditions, Soil Stability and Erosion

Brick retaining walls up to approximately 1.2m high, were observed in the east section of the site. The
walls retained a grass embankment in the south-east section of the site and extended parallel with the

east site boundary. An additional wall retained the hotel level above the undercroft car park.

2.4.3  Visible or Olfactory Indicators of Contamination

No obvious visual indicators of contamination were observed at the site.

2.4.4  Presence of Drums/Chemicals, Waste and Fill Material

No chemicals or waste were observed stored on the site.

The most obvious signs of potential fill was the presence of the retaining walls in the east section of

the site. It is not clear if these were created from cut or fill works.

Page 5
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2.4.5 Drainage and Services

Stormwater pits were observed in the undercroft car park and in the driveway for the bottle shop. The
remainder of the site was either covered by buildings or grassed.

2.4.6 Sensitive Environments

Sensitive environments such as wetlands, ponds, creeks or extensive areas of natural vegetation were
not identified on site or in the immediate surrounds.

2.4.7 landscaped Areas and Visible Signs of Plant Stress

Some small trees were observed adjacent to the motel building and a grassed area was observed in

the south-east section of the site. No visible signs of vegetation stress were observed.

2.5 Surrounding Land Use

During the site inspection, EIS observed the following land uses in the immediate surrounds:

. North — Multi-storey residential buildings, with the railway corridor beyond.

. South —retail areas including commercial office space, restaurants, a bakery and TAB. A medical
centre was located to the south-west of the retail area and included residential apartments
above it.

. East — A residential area that included houses to the east and multi-storey apartment buildings
to the south-east.

. West — an on-grade asphaltic concrete paved car park that extended to Bexley Road. A retail
area was located west of Bexley Road that included restaurants, fast food and a massage

parlour.

EIS did not observe any land uses in the immediate surrounds that were identified as potential

contamination sources for the site.

2,6 Underground Services

The ‘Dial Before You Dig’ (DBYD) plans were reviewed for the assessment in order to establish whether
any major underground services exist at the site or in the immediate vicinity that could act as a
preferential pathway for contamination migration. No major services were identified that would be

expected to act as preferential pathways for contamination migration,

2.7 Section 149 Planning Certificate

The 5149 (2 and 5) planning certificates were reviewed for the assessment. Copies of the certificates
are attached in the appendices. A summary of the relevant information is outlined below:

. The site is not located in an area of ecological significance;
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ltem CPE22.009 1 Attachment 6 18



City Planning & Environment Committee 13/04/2022

Stage 2 Environmental Site Assessment

===
187 Slade Road, Bexley North == =
Ee=EaS

EIS Ref: E30293KHrpt2

. The site is not deemed to be: significantly contaminated; subject to a management order;
subject of an approved voluntary management proposal; or subject to an on-going management
order under the provisions of the CLM Act 1997;

. The site is not subject to a Site Audit Statement (SAS);

. The site is not located within an ASS risk area; and

. The site is not located in a heritage conservation area.
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3 GEOLOGY AND HYDROGEOLOGY

3.1 Regional Geology

Regional geological information presented in the Lotsearch report (attached in the appendices)
indicated that the site is underlain by Hawkesbury Sandstone, which typically consists of medium to
coarse grained guartz sandstone with minor shale and laminite lenses.

3.2 Acid Sulfate Soil Risk and Planning

The site is not located in an acid sulfate soil (ASS) risk area according to the risk maps prepared by the
Department of Land and Water Conservation.

3.3 Hydrogeology

Hydrogeological information presented in the Lotsearch report (attached in the appendices) indicated

that the regional aguifer on-site and in the areas immediately surrounding the site includes porous,

extensive aquifers of low to moderate productivity. There were a total of 15 registered bores within

the report buffer of 2,000m. In summary:

. The nearest registered bore was located approximately 516m from the site. This was utilised for
recreation purposes;

. The majority of the bores were registered for monitoring purposes;

. There were no nearby bores (i.e. within 500m) registered for domestic or irrigation uses; and

. The drillers log information from the closest registered bore identified fill and/or clay soil to
depths of 4m, underlain by sandstone bedrock. The Standing Water Level (SWL) in the closest
bore was 93mBGL.

The information reviewed for this assessment indicated that the subsurface conditions at the site are
likely to consist of residual soils overlying relatively shallow bedrock. The potential for viable
groundwater abstraction and use of groundwater under these conditions is considered to be low. Use

of groundwater is not proposed as part of the development.

Considering the local topography and surrounding land features, EIS would generally expect
groundwater to flow towards the north.

3.4 Receiving Water Bodies

Surface water bodies were not identified in the immediate vicinity of the site. The closest surface
water body is Wolli Creek located approximately 150m to the north of the site. This may be a potential
receptor, however the railway corridor located to the north of the site is in a cutting. This may restrict

groundwater flow to the north.
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5 CONCEPTUAL SITE MODEL

NEPM (2013) defines a CSM as a representation of site related information regarding contamination
sources, receptors and exposure pathways between those sources and receptors. The CSM for the site
is presented in the following sub-sections and is based on the site information (including the site
inspection information) and the review of site history information. Reference should also be made to
the figures attached in the appendices.

A review of the CSM in relation to source, pathway and receptor (SPR) linkages has been undertaken
as part of the Tier 1 risk assessment process, as outlined in Section 10.

5.1 Potential Contamination Sources/AEC and CoPC

The potential contamination sources/AEC and CoPC are presented in the following table:

Table 5-1: Potential (and/or known) Contamination Sources/AEC and Contaminants of Potential Concern

Source [ AEC CoPC
Fill material - The site appears to have been Heavy metals (arsenic, cadmium, chromium, copper,
historically filled to achieve the existing levels. lead, mercury, nickel and zinc), petroleum hydrocarbons
The fill may have been imported from various (referred to as total recoverable hydrocarbons — TRHs),
sources and could be contaminated. benzene, toluene, ethylbenzene and xylene (BTEX),

polycyclic aromatic hydrocarbons (PAHs),
organochlorine pesticides (OCPs), organophosphate
pesticides (OPPs), polychlorinated biphenyls (PCBs) and
asbestos,

Historical agricultural use — The site may have Heavy metals, TRH, PAHs, OCPs, PCBs and asbestos

been used as a poultry farm This could have
resulted in contamination across the site via use
of machinery, application of pesticides and
building/demolition of various structures.
Asbestos pipes may also be present for irrigation
purposes.

Use of pesticides — Pesticides may have been Heavy metals, OCPs and OFPs
used beneath the buildings and/or around the

site.

Hazardous Building Material — Hazardous Ashestos, lead and PCBs

building materials may be present in the existing

buildings/ structures on site.

Off-site area 1 — Two service stations were Heavy metals (lead), TRH and BTEX
located approximately 75m and 150m up-
gradient of the site and are considered to be a

potential source of contamination.
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Source [ AEC CoPC

Dry Cleaners — a former dry cleaners was located ~ TRHs and VOCs, including tetrachloroethene (also

less than 50m to the south of the site known as perchloroethylene - PCE) and the breakdown
products trichloroethene (TCE), cis-1,2-dichloroethene
(cis-DCE) and vinyl chloride (VC).

5.2 Mechanism for Contamination, Affected Media, Receptors and Exposure Pathways

The mechanisms for contamination, affected media, receptors and exposure pathways relevant to the

potential contamination sources/AEC are outlined in the following CSM table:

Table 5-2: CSM
Potential mechanism for Potential mechanisms for contamination include:

contamination « Fill material — importation of impacted material, ‘top-down’ impacts (e.g.
leaching from surficial material), or sub-surface release (e.g. impacts from
buried material);

* Historical agricultural use - ‘top-down’ and spills (e.g. application of
pesticides, refuelling or repairing machinery, and other activities at the
ground surface level);

e Use of pesticides — ‘top-down’ and spills (e.g. during normal use,
application and/or improper storage);

s Hazardous building materials — ‘top-down’ (e.g. demolition resulting in
surficial impacts in unpaved areas); and

« Off-site land uses — "top-down’, spill or sub-surface release. Impacts to the
site could occur via migration of contaminated groundwater.

Affected media Soil/soil vapour and groundwater have been identified as potentially affected
media.

Receptor identification Human receptors include site occupants/users, construction workers and
intrusive maintenance workers, Off-site human receptors include adjacent
land users, groundwater users and recreational water users within Wolli Creek.

Ecological receptors include terrestrial organisms and plants within unpaved
areas (including the proposed landscaped areas), and freshwater ecology in
Wolli Creek (low risk).

Potential exposure Potential exposure pathways relevant to the human receptors include
pathways ingestion, dermal absorption and inhalation of dust (all contaminants) and
vapours (volatile TRH, naphthalene and BTEX). The potential for exposure
would typically be associated with the construction and excavation works, and
use of unpaved areas (i.e. the gardens) and basement (i.e. vapour inhalation or

incidental contact with groundwater seepage).
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Potential exposure pathways for ecological receptors include primary contact

and ingestion.

Exposure to groundwater is unlikely to occur in Wolli Creek through direct
migration, however groundwater has the potential to enter the creek via the
stormwater system (which may discharge into the creek) in a drained

basement scenario.

Potential exposure The following have been identified as potential exposure mechanisms for site
mechanisms contamination:
* Vapour intrusion into the proposed basement and/or building (either from
soil contamination or volatilisation of contaminants from groundwater);
# Contact (dermal, ingestion or inhalation) with exposed soils in landscaped
areas and/or unpaved areas;
* Migration of groundwater off-site and into nearby water bodies, including
aquatic ecosystems and those being used for recreation; and
* Migration of groundwater off-site into areas where groundwater is being

utilised as a resource (i.e. for irrigation).

Presence of preferential No obvious preferential pathways for contamination for observed at the site.
pathways for contaminant The deep fill encountered in the central-north section of the site during the

movement geotechnical investigation may represent a preferential pathway.
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6 SAMPLING, ANALYSIS AND QUALITY PLAN

6.1 Data Quality Objectives (DQO)

Data Quality Objectives (DQOs) were developed to define the type and quality of data required to
achieve the project objectives outlined in Section 1.2. The DQOs were prepared with reference to the
process outlined in Schedule B2 of NEPM (2013) and the Guidelines for the NSW Site Auditor Scheme,
3" Edition (2017)7. The seven-step DQO approach for this project is outlined in the following sub-
sections.

The DQO process is validated in part by the Data Quality Assurance/Quality Control (QA/QC)
Evaluation. The Data (QA/QC) Evaluation is summarised in Section 8.1 and the detailed evaluation is

provided in the appendices.

6.1.1 Step 1 - State the Problem

The CSM identified potential sources of contamination/AEC at the site that may pose a risk to human
health and the environment. Investigation data is required to assess the contamination status of the
site, assess the risks posed by the contaminants in the context of the proposed development/intended
land use, and assess whether remediation is required. This information will be considered by the
consent authority in exercising its planning functions in relation to the development proposal.

A waste classification is required prior to off-site disposal of excavated soil/bedrock.

The investigation was subject to access constraints associated with the existing hotel buildings at the
site.

6.1.2 Step 2 - Identify the Decisions of the Study

The objectives of the assessment are outlined in Section 1.2. The decisions to be made reflect these

objectives and are as follows:

. Did the site inspection, or does the historical information identify potential contamination
sources/AEC at the site?

. Are any results above the SAC?

. Do potential risks associated with contamination exist, and if so, what are they?

. Is remediation required?

. Is the site characterisation sufficient to provide adequate confidence in the above decisions?

. Is the site suitable for the proposed development, or can the site be made suitable subject to

further characterisation and/or remediation?

7 NSW EPA (2017). Guidelines for the NSW Site Auditor Scheme, 3" ed. (referred to as Site Auditor Guidelines 2017)
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6.1.3 Step 3 - Identify Information Inputs

The primary information inputs required to address the decisions outlined in Step 2 include the
following:

. Existing relevant environmental data from previous reports;

. Site information, including site observations and site history documentation;
. Sampling of potentially affected media, including soil and groundwater;
. Observations of sub-surface wvariables such as soil type, photo-ionisation detector (PID)

cancentrations, odours and staining, and groundwater physiochemical parameters;

. Laboratory analysis of soils, fibre-cement and groundwater for the CoPC identified in the CSM;
and

. Field and laboratory QA/QC data.

6.1.4 Step 4 - Define the Study Boundary
The sampling will be confined to the site boundaries as shown in Figure 2 (spatial boundary). The
sampling was completed on 7 and 15 February 2018 {temporal boundary). The assessment of potential

risk to adjacent land users has been made based on data collected within the site boundary.

Sampling was not undertaken within the existing building footprint due to access constraints.

6.1.5 Step 5 - Develop an Analytical Approach (or Decision Rule)

6.1.5.1 Tier 1 Screening Criteria

The laboratory data will be assessed against relevant Tier 1 screening criteria (referred to as SAC), as
outlined in Section 7. Exceedances of the SAC do not necessarily indicate a requirement for
remediation or a risk to human health and/or the environment. Exceedances are considered in the
context of the CSM and valid SPR-linkages.

For this assessment, the individual results have been assessed as either above or below the SAC.
Statistical evaluation of the dataset via calculation of mean values and/or 95% upper confidence limit
(UCL) values has not been undertaken due to the spatial distribution of the data and the number of

samples submitted for analysis.

6.1.5.2 Field and Laboratory QA/QC

Field QA/QC included analysis of intra-laboratory duplicates, trip spike and trip blank samples. Further
details regarding the sampling and analysis undertaken, and the acceptable limits adopted, is provided
in the Data Quality (QA/QC) Evaluation in the appendices.

The suitability of the laboratory data is assessed against the laboratory QA/QC eriteria which is outlined
in the attached laboratory reports. These criteria were developed and implemented in accordance

with the laboratory’s National Association of Testing Authorities, Australia (NATA) accreditation and
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align with the acceptable limits for QA/QC samples as outlined in NEPM (2013) and other relevant

guidelines,

In the event that acceptable limits are not met by the laboratory analysis, other lines of evidence are
reviewed (e.g. field observations of samples, preservation, handling etc) and, where required,
consultation with the laboratory is undertaken in an effort to establish the cause of the non-
conformance. Where uncertainty exists, EIS typically adopt the most conservative concentration

reported (or in some cases, consider the data from the affected sample as an estimate).

6.1.5.3 Appropriateness of Practical Quantitation Limits (PQLs)

The PQLs of the analytical methods are considered in relation to the SAC to confirm that the PQLs are
less than the SAC. In cases where the PQLs are greater than the SAC, a discussion of this is provided.

6.1.6 Step 6 — Specify Limits on Decision Errors

To limit the potential for decision errors, a range of quality assurance processes are adopted. A
guantitative assessment of the potential for false positives and false negatives in the analytical results
is undertaken with reference to Schedule B(3) of NEPM (2013) using the data quality assurance

information collected.

Decision errors can be controlled through the use of hypothesis testing. The test can be used to show
either that the baseline condition is false or that there is insufficient evidence to indicate that the
baseline condition is false. The null hypothesis is an assumption that is assumed to be true in the
absence of contrary evidence. For this assessment, the null hypothesis has been adopted which is that,
there is considered to be a complete SPR linkage for the CoPC identified in the CSM unless this linkage
can be proven not to (or unlikely to) exist. The null hypothesis has been adopted for this assessment.

6.1.7 Step 7 - Optimise the Design for Obtaining Data

The most resource-effective design will be used in an optimum manner to achieve the assessment
objectives. Adjustment of the assessment design can occur following consultation or feedback from
project stakeholders. For this investigation, the design was optimised via consideration of the various
lines of evidence used to select the sample locations, the media being sampled, and also by the way in

which the data were collected.

The sampling plan and methodology are outlined in the following sub-sections.

6.2  Soil Sampling Plan and Methodology

The soil sampling plan and methodology adopted for this assessment is outlined in the table below:

Page 14
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Table 6-1: Soil Sampling Plan and Methodology

Aspect

Input

Sampling
Density

Sampling Plan

Set-out and
Sampling

Equipment

Sample
Collection and
Field QA/QC

Field
Screening

Decontami-
nation and
Sample

Preservation

Samples were collected from six locations as shown on the attached Figure 2. Based on the
site area (4,300m?), this number of locations corresponded to a sampling density of
approximately one sample per 700m? The sampling plan was not designed to meet the
minimum sampling density for hotspot identification, as outlined in the NSW EPA

Contaminated Sites Sampling Design Guidelines (1995)%.

The sampling locations were placed on a judgemental sampling plan and were broadly
positioned for site coverage, taking into consideration areas that were not easily accessible.
This sampling plan was considered suitable to make a preliminary assessment of potential risks
associated with the AEC and CoPC identified in the CSM, and assess whether further
investigation is warranted.

Sampling locations were set out using a tape measure. In-situ sampling locations were cleared

for underground services by an external contractor prior to sampling as outlined in the SSP.

Samples were collected using a drill rig equipped with spiral flight augers. Soil samples were
obtained from a Standard Penetration Test (SPT) split-spoon sampler, or directly from the

auger when conditions did not allow use of the SPT sampler.

Soil samples were obtained on 7 February 2018 in accordance with the standard sampling
procedure (SSP) attached in the appendices. Soll samples were collected from the fill and
natural profiles based on field observations. The sample depths are shown on the logs

attached in the appendices.

Samples were placed in glass jars with plastic caps and teflon seals with minimal headspace.
Samples for asbestos analysis were placed in zip-lock plastic bags. During sampling, soil at
selected depths was split into primary and duplicate samples for field QA/QC analysis.

A portable Photoionisation Detector (PID) fitted with a 10.6mV lamp was used to screen the
samples for the presence of volatile organic compounds (VOCs). PID screening for VOCs was
undertaken on soil samples using the soil sample headspace method. VOC data was obtained
from partly filled zip-lock plastic bags following equilibration of the headspace gases. PID

calibration records are maintained on file by EIS.

Fill/spoil at the sampling locations was visually inspected during the works for the presence of

fibre cement fragments.

Sampling personnel used disposable nitrile gloves during sampling activities. Re-usable
sampling equipment was decontaminated as outlined in the S5P.

Soil samples were preserved by immediate storage in an insulated sample container with ice
in accordance with the SSP. On completion of the fieldwork, the samples were stored

#NSW EPA, (1995), Contaminated Sites Sampling Design Guidelines. (referred to as EPA Sampling Design Guidelines 1995)
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Aspect

Input

temporarily in fridges in the EIS warehouse before being delivered in the insulated sample
container to a NATA registered laboratory for analysis under standard chain of custody (COC)
procedures.

6.3 Groundwater Sampling Plan and Methodology

The groundwater sampling plan and methodology is outlined in the table below:

Table 6-2: Groundwater Sampling Plan and Methodology

Aspect

Input

Sampling Plan

Monitoring
Well
Installation

Procedure

Monitoring
Well

Development

Groundwater
Sampling

Groundwater monitoring wells were installed in BH102 (MW102) and BH106 (MW 106). The
wells were positioned to assess groundwater conditions coming onto the site (MW106) and

groundwater conditions leaving the site via the deep fill area (MW102).

The monitoring well construction details are documented on the appropriate borehole logs

attached in the appendices. The monitoring wells were installed to a depth of approximately

6m below ground level. The wells were generally constructed as follows:

e 50mm diameter Class 18 PVC (machine slotted screen) was installed in the lower section
of the well to intersect groundwater;

e 50mm diameter Class 18 PVC casing was installed in the upper section of the well (screw
fixed);

s A 2mm sand filter pack was used around the screen section for groundwater infiltration;

s A hydrated bentonite seal/plug was used on top of the sand pack to seal the well; and

* A gatic cover was installed at the surface with a concrete plug to limit the inflow of
surface water.

The monitoring wells were developed on 8 February 2018 using a submersible electrical
pump in accordance with the SSP. Due to the hydrogeological conditions, groundwater
inflow into the wells was relatively low, therefore the wells were pumped until they were
effectively dry.

The field monitoring records and calibration data are attached in the appendices.

The maonitoring wells were allowed to recharge for approximately five to seven days after
development. Groundwater samples were obtained on 15 February 2018.

Prior to sampling, the monitoring wells were checked for the presence of Light Non-Aqueous
Phase Liquids (LNAPLs) using an inter-phase probe electronic dip meter. The monitoring well
head space was checked for VOCs using a calibrated PID unit. The samples were obtained
using a peristaltic pump. During sampling, the following parameters were monitored using
calibrated field instruments (see SSP):

e Standing water level (SWL) using an electronic dip meter; and
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Aspect

Input

Decontaminant
and Sample

Preservation

s pH, temperature, electrical conductivity (EC), dissolved oxygen (DO) and redox potential
(Eh) using a YSI Multi-probe water quality meter.

Due to silty conditions, steady state conditions were not achieved prior to sampling.
Groundwater samples were obtained directly from the single use PVC tubing and placed in

the sample containers.

Duplicate samples were obtained by alternate filling of sample containers. This technique
was adopted to minimise disturbance of the samples and loss of volatile contaminants

associated with mixing of liquids in secondary containers, etc.

Groundwater removed from the wells during development and sampling was transported to
EIS in jerry cans and stored in holding drums prior to collection by a licensed waste water

contractor for off-site disposal.
The field monitoring record and calibration data are attached in the appendices.

The decontamination procedure adopted during sampling is outlined in the SSP attached in
the appendices. During development, the pump was flushed between monitoring wells with
potable water (single-use tubing was used for each well). The pump tubing was discarded
after each sampling event and replaced therefore no decontamination procedure was
considered necessary.

The samples were preserved with reference to the analytical requirements and placed in an
insulated container with ice in accordance with the SSP. On completion of the fieldwork, the
samples were temporarily stored in a fridge at the EIS office, before being delivered in the
insulated sample container to a NATA registered laboratory for analysis under standard COC

procedures.

6.4  Analytical Schedule

The analytical schedule is outlined in the following table:

Table 6-3: Analytical Schedule

Analyte/CoPC Fill Samples Natural Soil Fibre Cement Groundwater
Samples Material Samples Samples
Heavy Metals 10 2 - 2
TRH/BTEX 10 2 - 2
PAHs 10 2 - 2
OCPs/OPPs 6 - - -
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Analyte/CoPC Fill Samples Natural Soil Fibre Cement Groundwater
Samples Material Samples Samples
PCBs [ - -
Asbestos 10 2 1 -
pH/EC/hardness - - - 2

6.4.1 Laboratory Analysis

Samples were analysed by an appropriate, NATA Accredited laboratory using the analytical methods
detailed in Schedule B(3) of NEPM 2013. Reference should be made to the laboratory reports attached
in the appendices for further details.

Table 6-4: Laboratory Details
Samples Laboratory Report Reference

All primary samples and field QA/QC  Envirolab Services Pty Ltd NSW, NATA 184710 and 185317
samples including (intra-laboratory  Accreditation Number — 2901 (ISO/IEC
duplicates, trip blanks, trip spikes 17025 compliance)

and field rinsate samples)
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SITE ASSESSMENT CRITERIA (SAC)

The SAC were derived from the NEPM 2013 and other guidelines as discussed in the following sub-

sections. The guideline values for individual contaminants are presented in the attached report tables

and further explanation of the various criteria adopted is provided in the appendices.

7.1

soil

Soil data were compared to relevant Tier 1 screening criteria in accordance with NEPM (2013) as

outlined below.

711

Human Health

Health Investigation Levels (HILs) for a ‘residential with minimal opportunities for access to soil’
exposure scenario (HIL-B);

Health Screening Levels (HSLs) for a ‘low-high density residential’ exposure scenario (HSL-A &
HSL-B). HSLs were calculated based on the soil type and the most conservative depth interval of
0Om to 1m as the proposed development included excavation;

Where exceedances of the HSLs were reported for hydrocarbons (TRH/BTEX and naphthalene),
the soil health screening levels for direct contact presented in the CRC Care Technical Report
No. 10 — Heath screening levels for hydrocarbons in soil and groundwater Part 1: Technical
development document (2011)° were considered; and

Ashestos was assessed on the basis of presence/absence. Asbestos HSLs were not adopted as

detailed ashestos quantification was not undertaken

Environment (Ecological — terrestrial ecosystems)

Ecological Investigation Levels (ElLs) and Ecological Screening Levels (ESLs) for an ‘urban
residential and public open space’ (URPOS) exposure scenario. These have only been applied to
the top 2m of soil as outlined in NEPM (2013). The criteria for benzo(a)pyrene has bheen
increased from the value presented in NEPM (2013) based on the information presented in the
CRC Care Technical Report No. 39 — Risk-based management and guidance for benzo(a)pyrene
(2017)%:

ESLs were calculated based on the soil type. ElLs for selected metals were calculated based on
the most conservative added contaminant limit (ACL) values presented in Schedule B(1) of NEPM
(2013) and published ambient background concentration (ABC) values presented in the

% Cooperative Research Centre for Contamination Assessment and Remediation of the Environment (CRC Care), (2011).

Technical Report No. 10 - Health screening levels for hydrocarbons in soil and groundwater Part 1: Technical development

document
12 CRC Care, (2011). Technical Report No. 39 - Risk-based management and guidance for benzofa)pyrene

ltem CPE22.009 1 Attachment 6

31



City Planning & Environment Committee 13/04/2022

Stage 2 Environmental Site Assessment
187 Slade Road, Bexley North
EIS Ref: E30293KHrpt2

[T
T
M

document titled Trace Element Concentrations in Soils from Rural and Urban Areas of Australia

(1995)**, This method is considered to be adequate for the Tier 1 screening.

7.1.3  Management Limits for Petroleum Hydrocarbons

Management limits for petroleum hydrocarbons (as presented in Schedule B1 of NEPM 2013) were

considered (if required) following evaluation of human health and ecological risks, and risks to

groundwater.

7.1.4 Waste Classification

Data for the waste classification assessment were assessed in accordance with the Waste Classification
Guidelines, Part 1: Classifying Waste (2014)* as outlined in the following table:

Table 7-1: Waste Categories

Category

Description

General Solid Waste (non-

putrescible)

Restricted Solid Waste (non-
putrescible)

Hazardous Waste

Virgin Excavated Natural
Material (VENM)

If Specific Contaminant Concentration (SCC) = Contaminant
Threshaold (CT1) then Toxicity Characteristics Leaching Procedure
(TCLP) not needed to classify the soil as general solid waste; and

If TCLP £ TCLP1 and SCC = SCC1 then treat as general solid waste.

If SCC < CT2 then TCLP not needed to classify the soil as restricted
solid waste; and
If TCLP < TCLP2 and SCC < SCC2 then treat as restricted solid waste.

If SCC > CT2 then TCLP not needed to classify the soil as hazardous
waste; and
If TCLP > TCLP2 and/or SCC > SCC2 then treat as hazardous waste.

Natural material (such as clay, gravel, sand, soil or rock fines) that meet

the following:

.

That has been excavated or quarried from areas that are not
contaminated with manufactured chemicals, or with process
residues, as a result of industrial, commercial mining or agricultural
activities;

That does not contain sulfidic ores or other waste; and

Includes excavated natural material that meets such criteria for
virgin excavated natural material as may be approved from time to

time by a notice published in the NSW Government Gazette.

't Qlszowy, H., Torr, P., and Imray, P., (1995), Trace Element Concentrations in Soils from Rural and Urban Areas of Australia.

Contaminated Sites Monograph Series No. 4. Department of Human Services and Health, Environment Protection Agency,

and South Australian Health Commission.

12 NSW EPA, (2014). Waste Classification Guidelines, Part 1: Classifying Waste. (referred to as Waste Classification Guidelines

2014)
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7.2  Groundwater

Groundwater data were compared to relevant Tier 1 screening criteria in accordance with NEPM
(2013), following an assessment of environmental values in accordance with the Guidelines for the
Assessment and Management of Groundwater Contamination (2007)*. Environmental values for this
assessment include aguatic ecosystems, human uses, and human-health risks in non-use scenarios.

7.2.1  Human Health

. HSLs for a ‘low-high density residential’ exposure scenario (HSL-A/HSL-B). HSLs were calculated
based on the soil type and the observed depth to groundwater;

. The NEPM (2013) HSLs may not be applicable for this project as the proposed basement may
intersect groundwater. On this basis, as a conservative measure, EIS have undertaken a site
specific assessment (SSA) for the Tier 1 screening of human health risks posed by volatile
contaminants in groundwater. The assessment included selection of alternative Tier 1 criteria
that were considered suitably protective of human health. These criteria are based on drinking
water guidelines and have been referred to as HSL-SSA. The criteria were based on the following
(as shown in the attached report tables):

o Australian Drinking Water Guidelines (2011)* for BTEX compounds and selected VOCs;
o World Health Organisation (WHO) document titled Petroleum Products in Drinking-
water, Background document for the development of WHO Guidelines for Drinking
Water Quality (2008)** for petroleum hydrocarbons;
USEPA Region 9 screening levels for naphthalene (threshold value for tap water); and
The use of the laboratory PQLs for other contaminants where there were no Australian
guidelines.

. The Australian Drinking Water Guidelines (2011)*® were adopted as screening criteria for
consumption of groundwater; and

. The guidelines for recreational water quality (primary and secondary contact) presented in the
Australian and New Zealand Guidelines for Fresh and Marine Water Quality (2000}* were
adopted as screening criteria to assess risks associated with incidental contact with groundwater

in the proposed basement.

13 NSW Department of Environment and Conservation, (2007). Guidelines for the Assessment and Management of
Groundwater Contamination

14 National Health and Medical Research Council (NHMRC), (2011). National Water Quality Management Strategy, Australian
Drinking Water Guidelines (referred to as ADWG 2011)

'* World Health Organisation (WHO), (2008). Petroleum Products in Drinking-water, Background document for the
development of WHO Guidelines for Drinking Water Quality (referred to as WHO 2008)

1¢ National Health and Medical Research Council (NHMRC), (2011). National Water Quality Management Strategy, Australian
Drinking Water Guidelines (referred to as ADWG 2011)

17 ANZECC, (2000), Australian and New Zealand Guidelines for Fresh and Marine Water Quality. (referred to as ANZECC 2000)
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7.2.2  Environment (Ecological - aquatic ecosystems)

. Groundwater Investigation Levels (Glls) for 95% trigger values for protection of
freshwater/marine species presented in Australian and New Zealand Guidelines for Fresh and
Marine Water Quality (2000). The 99% trigger values were adopted where required to account
for bioaccumulation. Low and moderate reliability trigger values were also adopted for some
contaminants where high-reliability trigger values don’t exist.

Page 22
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8.1 Summary of Data (QA/QC) Evaluation

The data evaluation is presented in the appendices. In summary, EIS are of the opinion that the data

are adequately precise, accurate, representative, comparable and complete to serve as a basis for

interpretation to achieve the investigation objectives.

8.2 Subsurface Conditions

A summary of the subsurface conditions encountered during the investigation is presented in the table

below. Reference should be made to the borehole logs attached in the appendices for further details.

Table 8-1: Summary of Subsurface Conditions

Profile

Description

Pavement

Fill

Natural Soil

Bedrock

Groundwater

Asphaltic Concrete (AC) or Concrete pavement, approximately 30mm to 190mm thick, was
encountered at the surface in BH101, BH103 and BH104.

Fill was encountered at the surface or beneath the pavementin all boreholes and extended
to depths of approximately 0.3m to 6.5m. Fill was typically shallower than 1.6m, with the

exception of BH102

The fill typically comprised silty sand, silty clay and sandy clay with inclusions of ash,
igneous and sandstone gravel.

A fibre-cement sheeting fragment was encountered in the fill material in BH101.

Natural silty clay, clayey sand or sandy clay soil was encountered beneath the fill in all
boreholes and extended to the termination of BH101 to BH105 at a maximum depth of
approximately 7.5m. Natural soil in BH106 extended to a depth of approximately 5.2m.

The natural soil was typically grey or red-brown and contained traces of ironstone gravel.

Sandstone bedrock was encountered beneath the natural soil in BH106 and extended to

the termination of the borehole at a depth of approximately 6m.

Groundwater seepage was encountered in BH102 at a depth of approximately 5m during
drilling. All bareholes remained dry on completion of drilling and a short time after.

8.3 Field Screening

A summary of the field screening results are presented in the table below.
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Table 8-2: Summary of Field Screening

Aspect Details
PID Screening of Soil  PID soil sample headspace readings are presented in attached report tables and the
Samples for VOCs COC documents attached in the appendices. All results were Oppm isobutylene

equivalents which indicates a lack of PID detectable VOCs.

Groundwater Depth  Groundwater monitoring wells were installed in BH102 and BH106. SWLs measured in

& Flow the monitoring wells installed at the site were 4.75m and 4.09m, respectively.
Excavation for the proposed basement may intercept groundwater.
Groundwater would generally be expected to flow to the north towards the depression
in the central-north section of the site and beyond to the north.
Groundwater Field Field measurements recorded during sampling were as follows:
Parameters - pHranged from 6 to 6.19;
- ECranged from 992uS/cm to 1008uS/cm;
- Eh ranged from 45.4mV to 56.9mV; and
- DO ranged from 1.1ppm to 1.2ppm.
LNAPLs petroleum Phase separated product (i.e. LNAPL) were not detected using the interphase probe
hydrocarbons during groundwater sampling.

8.4 Soil Laboratory Results

The soil laboratory results are compared to the relevant SAC in the attached report tables. A summary

of the results assessed against the SAC is presented below:

8.4.1 Human Health and Environmental (Ecological) Assessment

Table 8-3: Summary of Soil Laboratory Results — Human Health and Environmental (Ecological)

Analyte

Results Compared to SAC

Heavy Metals

TRH

BTEX

PAHs

OCPs and
OPPs

PCBs

All heavy metals results were below the SAC.

All TRH results were below the SAC.

All BTEX results were below the SAC.

All PAH results were below the SAC,

All OCP and OPP results were below the SAC. All pesticide concentrations were below the

laboratory PQLs.

All PCB results were below the SAC. All PCB concentrations were below the laboratory PQLs.
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Analyte

Results Compared to SAC

Asbestos

samples analysed for the investigation).

The fibre-cement fragment (FCF) encountered in the fill material in BH101 contained asbestos.
The remaining asbestos results were below the SAC (i.e. asbestos was absent in the remaining

8.4.2 Waste Classification Assessment

The laboratory results were assessed against the criteria presented in Part 1 of the Waste Classification

Guidelines, as summarised previously in this report. The results are presented in the report tables

attached in the appendices. A summary of the results is presented below.

Table 8-4: Summary of Soil Laboratory Results Compared to CT and SCC Criteria

Analyte No. of Samples No. of No. of Comments
Analysed Results >CT  Results > SCC
Criteria Criteria

Heavy Metals 12 0 0 -

TRH 12 0 0 -

BTEX 12 0 0 -

Total PAHs 12 0 0

Benzo(a)pyrene 12 0 0 -

OCPs & OPPs 6 0 0 -

PCBs 6 0 0 -

Asbestos 13 1 Asbestos was detected in the FCF

sample from BH101.
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8.5 Groundwater Laboratory Results

The groundwater laboratory results are compared to the relevant SAC in the attached report tables. A

summary of the results assessed against the SAC is presented below:

Table 8-5: Summary of Groundwater Laboratory Results — Human Health and Environmental (Ecological)
Analyte Results Compared to SAC

Heavy Metals  The zinc results ranged from 9ug/L to 77ug/L and exceeded the ecological criterion of 8ug/L.

The remaining heavy metals results were below the SAC.
TRH All TRH results were below the SAC.
BTEX All BTEX results were below the SAC.
Other VOCs All VOC results were below the SAC.
PAHs All PAH results were below the SAC.

It should be noted that the PQL for benzo(a)pyrene was above the SAC for recreational use of

groundwater.
Other The results for pH, EC and hardness are summarised below:
Parameters * pHranged from 6.2 to 6.3;

s ECranged from 730uS/cm to 850uS/cm; and
* Hardness values for both samples were 130mgCaCOs/L.
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9  WASTE CLASSIFICATION ASSESSMENT

9.1 Waste Classification of Fill

Based on the results of the assessment, and at the time of reporting, the fill material in the vicinity of
BH101 is classified as General Solid Waste (non-putrescible) containing Special Waste (asbestos).
Surplus fill should be disposed of to a facility that is appropriately licensed to receive this waste stream.
The facility should be contacted to obtain the required approvals prior to commencement of

excavation.
The fill material across the remainder of the site may be classified as General Solid Waste (nhon-

putrescible) subject to further assessment to better assess the extent of the asbestos impacted
material.

9.2 Classification of Natural Soil and Bedrock

Based on the scope of work undertaken for this assessment/screening, and at the time of reporting,
EIS are of the opinion that the natural soil and bedrock at the site meets the definition of VENM for
off-site disposal or re-use purposes. VENM is considered suitable for re-use on-site, or alternatively,
the information included in this report may be used to assess whether the material is suitable for
beneficial reuse at another site as fill material. In accordance with Part 1 of the Waste Classification
Guidelines, the VENM is pre-classified as general solid waste and can also be disposed of accordingly
to a facility that is licensed to accept it.
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10 DISCUSSION AND CONCLUSIONS

10.1 Tier 1 Risk A ment and Review of CSM

For a contaminant to represent a risk to a receptor, the following three conditions must be present:

1. Source — The presence of a contaminant;

2. Pathway — A mechanism or action by which a receptor can become exposed to the contaminant;
and

3. Receptor — The human or ecological entity which may be adversely impacted following exposure

to contamination.

If one of the above components is missing, the potential for adverse risks is relatively low.

10.1.1 Soil

Asbestos was encountered in the form of a FCFin the fill material in BH101. The source of the asbestos
is considered likely to be the fill material, which may have been imported onto the site.

In the present site configuration, the asbestos contamination presents a very low risk to site occupants
as it is beneath a concrete pavement. The risk would increase if the pavement was removed and
especially during excavation works.

Further investigation will be required to better assess the vertical and horizontal extent of the ashestos
contamination. Ideally this would include a detailed site investigation for asbhestos, however, we note
that this would not be possible due to the existing structures on the site. As a conservative measure,
the assumption could be made that all fill material at the site is impacted by asbestos and will required
remediation and/or management.

10.1.2 Groundwater

The zinc results in the groundwater samples exceeded the ecological SAC. These results are considered
likely to be indicative of regional condition rather than site specific contamination based on the

following:
. The zinc concentrations in the soil samples analysed were typically low; and
. The zinc concentrations in the groundwater are typically of urban Sydney aquifers and may the

result of leaking water infrastructure.

10.2 Decision Statements

The decision statements are addressed below:

Did the site inspection, or does the historical information identify potential contamination
sources/AEC at the site?

Papge 28
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Yes, the main potential contamination sources were fill material, historical agricultural use (poultry
farm), use of pesticides, hazardous Building Materials, two service stations located approximately 75m
and 150m up-gradient {south-west) of the site and a former dry cleaners was located less than 50m to
the south of the site.

Are any results above the SAC?

Yes, asbestos was encountered in the form of FCF in the fill in BH101. Zinc was encountered above the
ecological SAC in groundwater.

Do potential risks associated with contamination exist, and if so, what are they?

Yes, the extent of the asbestos contamination is unknown and disturbance of the fill material may
create a risk to site occupants and workers.

Is remediation required?
Remediation and/or management of the asbestos contamination may be required.

Is the site characterisation sufficient to provide adequate confidence in the above decisions?
No, a detailed site investigation for asbestos would be required to sufficiently characterise the site.

Is the site suitable for the proposed development, or can the site be made suitable subject to
further characterisation and/or remediation?

The site can be made suitable for the proposed development provided that further investigation and
subsequent remediation and/or management is undertaken.

10.3 Data Gaps

The assessment has identified the following data gaps:

. The minimum recommended sampling density was not met as much of the site was inaccessible
due to the existing buildings;

. The extent of the asbestos contamination remains unknown, however, the contamination would
be expected to be confined to the fill material; and

. The asbestos investigation to date has only included a preliminary assessment for the
presence/absence of ashestos.

Page 29
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11 CONCLUSIONS AND RECOMMENDATIONS

EIS consider that the report objectives outlined in Section 1.2 have been addressed.

Asbestos was encountered in fill material in the north-west section of the site. At this stage further
investigation, to better assess the extent of the contamination, is not possible due to the physical
constraints of the site. It may be possible to undertake further investigation following demolition of
the buildings at the site, however, this would likely result in significant delays to the project. Based on
our experience, where ashestos is encountered in a discrete location in fill material by drilling
boreholes, further, asbestos is usually encountered during excavation works. EIS consider that the
most cost and time effective approach would be to take a conservative view of the contamination and

assume that all fill material at the site is impacted by asbestos.

Based on the above, EIS make the following recommendations:

. A Remedial Action Plan (RAP) should be prepared outlining procedures to be undertaken during
each stage of development/excavation, with respect to the asbestos contamination;

. A validation assessment should be undertaken on completion of remediation at each
development stage; and

. The following unexpected finds protocol should be implemented during excavation works at the
site.

11.1 Unexpected Finds Protocol

There is considered to be a relatively low potential for contamination-related unexpected finds (other
than asbestos) to occur at the site during the proposed development works. Unexpected finds would
typically be able to be identified by visual or olfactory indicators and could include:

. Waste materials in fill, including building and demolition waste;
. Friable asbhestos;

. Stained fill/soil;

. Odorous soils (e.g. hydrocarbon odours); and/or

. Ash, slag and/or coal wash.

The following should be implemented in the event of an unexpected find:

. All work in the immediate vicinity should cease and temporary barricades should be erected to
isolate the area;

. A suitably qualified contaminated land consultant*® should be engaged to inspect the find and
provide advice on the appropriate course of action; and

. Any actions should be implemented and validated to demonstrate that there are no

unacceptable risks to the receptors.

18 EIS recommend that the consultancy engaged for the work be a member of the Australian Contaminated Land Consultants
Associated (ACLCA), and/or the individual undertaking the works be certified under one of the NSW EPA endorsed certified
practitioner schemes
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The requirement to notify the NSW EPA of the site contamination under then NSW EPA Guidelines on
the Duty to Report Contamination under Section 60 of the CLM Act 1997 (2015)* should be reviewed

on completion of the remediation and validation works.

12 NSW EPA, (2015). Guidelines on the Duty to Report Contamination under Section 60 of the CLM Act 1997 (referred to as
Duty to Report Contamination)
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12 LIMITATIONS

The report limitations are outlined below:

EIS accepts no responsibility for any unidentified contamination issues at the site. Any
unexpected problems/subsurface features that may be encountered during development works
should be inspected by an environmental consultant as soon as possible;

Previous use of this site may have involved excavation for the foundations of buildings, services,
and similar facilities. In addition, unrecorded excavation and burial of material may have
occurred on the site. Backfilling of excavations could have been undertaken with potentially
contaminated material that may be discovered in discrete, isolated locations across the site
during construction work;

This report has been prepared based on site conditions which existed at the time of the
investigation; scope of work and limitation outlined in the EIS proposal; and terms of contract
between EIS and the client (as applicable);

The conclusions presented in this report are based on investigation of conditions at specific
locations, chosen to be as representative as possible under the given circumstances, visual
observations of the site and immediate surrounds and documents reviewed as described in the
report;

Subsurface soil and rock conditions encountered between investigation locations may be found
to be different from those expected. Groundwater conditions may also vary, especially after
climatic changes;

The investigation and preparation of this report have been undertaken in accordance with
accepted practice for environmental consultants, with reference to applicable environmental
regulatory authority and industry standards, guidelines and the assessment criteria outlined in
the report;

Where information has been provided by third parties, EIS has not undertaken any verification
process, except where specifically stated in the report;

EIS has not undertaken any assessment of off-site areas that may be potential contamination
sources or may have been impacted by site contamination, except where specifically stated in
the report;

EIS accept no responsibility for potentially asbestos containing materials that may exist at the
site. These materials may be associated with demolition of pre-1990 constructed buildings or
fill material at the site;

EIS have not and will not make any determination regarding finances associated with the site;
Additional investigation work may be required in the event of changes to the proposed
development or landuse. FEIS should be contacted immediately in such circumstances;

Material considered to be suitable from a geotechnical point of view may be unsatisfactory from
a soil contamination viewpoint, and vice versa; and

This report has been prepared for the particular project described and no responsibility is

accepted for the use of any part of this report in any other context or for any other purpose.
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IMPORTANT INFORMATION ABOUT THIS REPORT

These notes have been prepared by EIS to assist with the assessment and interpretation of this report.

The Report is based an a Unique Set of Project Specific Factors

This report has been prepared in response to specific project requirements as stated in the EIS proposal
document which may have been limited by instructions from the client. This report should be reviewed, and if
necessary, revised if any of the following occur:

. The proposed land use is altered;

. The defined subject site is increased or sub-divided;

. The proposed development details including size, configuration, location, orientation of the structures
or landscaped areas are modified;

. The proposed development levels are altered, eg addition of basement levels; or

. Ownership of the site changes.

EIS/J&K will not accept any responsibility whatsoever for situations where one or more of the above factors have
changed since completion of the assessment. If the subject site is sold, ownership of the assessment report
should be transferred by EIS to the new site owners who will be informed of the conditions and limitations under
which the assessment was undertaken. No person should apply an assessment for any purpose other than
that originally intended without first conferring with the consultant.

Changes in Subsurface Conditions

Subsurface conditions are influenced by natural geological and hydrogeological process and human activities.
Groundwater conditions are likely to vary over time with changes in climatic conditions and human activities within
the catchment (e.g. water extraction for irrigation or industrial uses, subsurface waste water disposal,
construction related dewatering). Soil and groundwater contaminant concentrations may also vary over time
through contaminant migration, natural attenuation of organic contaminants, ongoing contaminating activities
and placement or removal of fill material. The conclusions of an assessment report may have been affected by
the above factors if a significant period of time has elapsed prior to commencement of the proposed
development.

This Report is based on Professional Interpretations of Factual Data

Site assessments identify actual subsurface conditions at the actual sampling locations at the time of the
investigation. Data obtained from the sampling and subsequent laboratory analyses, available site history
information and published regional information is interpreted by geologists, engineers or environmental
scientists and opinions are drawn about the overall subsurface conditions, the nature and extent of
contamination, the likely impact on the proposed development and appropriate remediation measures.

Actual conditions may differ from those inferred, because no professional, no matter how qualified, and no
subsurface exploration program, no matter how comprehensive, can reveal what is hidden by earth, rock and
time. The actual interface between materials may be far more gradual or abrupt than an assessment indicates.
Actual conditions in areas not sampled may differ from predictions. Nothing can be done to prevent the
unanticipated, but steps can be taken to help minimise the impact. For this reason, site owners should retain the
services of their consultants throughout the development stage of the project, to identify variances, conduct
additional tests which may be needed, and to recommend solutions to problems encountered on site.

Assessment Limitations

Although information provided by a site assessment can reduce exposure to the risk of the presence of
contamination, no environmental site assessment can eliminate the risk. Even a rigorous professional
assessment may not detect all contamination on a site. Contaminants may be present in areas that were not
surveyed or sampled, or may migrate to areas which showed no signs of contamination when sampled.
Contaminant analysis cannot possibly cover every type of contaminant which may occur; only the most likely
contaminants are screened.

Papge 34
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Misinterpretation of Site Assessments by Design Professionals

Costly problems can occur when other design professionals develop plans based on misinterpretation
of an assessment report. To minimise problems associated with misinterpretations, the environmental
consultant should be retained to work with appropriate professionals to explain relevant findings and to review
the adequacy of plans and specifications relevant to contamination issues.

Logs Should not be Separated from the Assessment Report

Borehole and test pit logs are prepared by environmental scientists, engineers or geologists based upon
interpretation of field conditions and laboratory evaluation of field samples. Logs are normally provided in our
reports and these should not be re-drawn for inclusion in site remediation or other design drawings, as subtle
but significant drafting errors or omissions may occur in the transfer process. Photographic reproduction can
eliminate this problem, however contractors can still misinterpret the logs during bid preparation if separated
from the text of the assessment. If this occurs, delays, disputes and unanticipated costs may result. In all
cases it is necessary to refer to the rest of the report to obtain a proper understanding of the assessment. Please
note that logs with the ‘Environmental Log" header are not suitable for geotechnical purposes as they have not
been peer reviewed by a Senior Geotechnical Engineer.

To reduce the likelihood of borehole and test pit log misinterpretation, the complete assessment
should be available to persons or organisations involved in the project, such as contractors, for their use.
Denial of such access and disclaiming responsibility for the accuracy of subsurface information does not
insulate an owner from the attendant liability. It is critical that the site owner provides all available site
information to persons and organisations such as contractors.

Read Responsibility Clauses Closely

Because an environmental site assessment is based extensively on judgement and opinion, it is necessarily less exact
than other disciplines. This situation has resulted in wholly unwarranted claims being lodged against consultants.
To help prevent this problem, model clauses have been developed for use in written transmittals. These are
definitive clauses designed to indicate consultant responsibility. Their use helps all parties involved
recognise individual responsibilities and formulate appropriate action. Some of these definitive clauses are likely
to appear in the environmental site assessment, and you are encouraged to read them closely. Your consultant
will be pleased to give full and frank answers to any questions.

Page 35
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