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Report on Geotechnical Investigation 
Proposed Development 
277 The Grand Parade, Ramsgate NSW 

1. Introduction 

This specialist advice report prepared by Douglas Partners Pty Ltd (Douglas) presents the results 
of a geotechnical investigation undertaken for a proposed development at 277 The Grand Parade, 
Ramsgate NSW (the site).  The investigation was commissioned by email instructing to proceed 
dated 06 September 2024 from Jordan Green of Bronxx Pty Ltd and was undertaken in 
accordance with Douglas’ proposal 230818.00.P.001.Rev3 dated 03 September 2024. 

It is understood that the proposed development of the site includes demolition of the existing 
single-storey commercial development (Coles) and construction of a six-storey development with 
three basement levels.  The site is shown on Drawing 1, Appendix B.   

The aim of the investigation was to assess the subsurface geological and hydrogeological 
conditions across the site in order to provide comments on excavations, shoring, foundations and 
other geotechnical issues relevant to the proposed development. 

The investigation included the drilling of five boreholes, installation of four groundwater 
monitoring wells, permeability testing and laboratory testing of selected samples. 

It is understood that this geotechnical investigation report is required to accompany a 
Development Application (DA) submission to Bayside Council for the proposed development.  
This report must be read in conjunction with all appendices including the notes provided in 
Appendix A.  

Concurrently with this report, Douglas are undertaking groundwater monitoring and further 
permeability testing on site which will be followed by the preparation of a Dewatering 
Management Plan (DMP) which will include further details on the hydrogeological conditions 
encountered on site and groundwater management.   

2. Site description 

The site is located at 277 The Grand Parade, Ramsgate NSW.  The locality of the site is shown on 
Drawing 1 in Appendix B.  The site spans across multiple lots, listed below: 

• Lot 5 in Deposited Plan 613007; 

• Lot 6-11 in Deposited Plan 11037; and 

• Lot 8 in Deposited Plan 10747. 

The site is roughly rectangular in shape, occupying a total area of approximately 0.43 hectares.  
The site is generally flat, ranging between approximately  RL2.5 mAHD and RL3.5 mAHD.  The 
eastern half (roughly) of the site is currently occupied by a single-storey commercial development 
(Coles).  The western half (roughly) of the site is occupied by an on-grade, hardstand carpark. 
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The site is surrounded by several single and double storey residential and commercial 
developments to the south and west.  The area north of the site consists of hardstand, council 
owned car parking and paved footpaths.  The Grand Parade, classified as a Transport for NSW 
State Road, is directly east of the site.  Botany Bay is located approximately 70 m east of the site 
boundary. 

3. Previous investigations 

Douglas has previously undertaken two geotechnical investigations (Douglas ref. 3371, dated 
March 1972 and 1965, dated April 1993) on the site comprising six cone penetration tests (CPT) to 
about 12 m depth and seven boreholes to depths between about 0.70 m and 11.5 m.  The results 
of the investigation indicate the site is underlain by fill up to 1 m depth underlain by sand and silty 
sand soils.  Note, no information was acquired regarding the rock profile in these investigations. 

JK Geotechnics completed a geotechnical investigation on the site (ref. 34871PHrpt Rev2, dated 
4 January 2024) which comprised three CPTs to depths of between about 15 m and 20 m and 
seven boreholes to depths of between 2 m and 7 m.  The results of this investigation generally 
agree with those from Douglas’ previous investigations. 

4. Published data 

4.1 Geology 

The Sydney 1:100 000 Geological Series map indicates the site is mostly underlain by a Beach 
Ridge System of the Quaternary period.  These soils typically comprise quartz sand with minor 
shell content and interdune (swale) silt and fine sand.  The mapping indicates that a small portion 
along the eastern side of the site is underlain by marine and estuarine beach soils of the 
Quaternary period.  These soils typically comprise quartz sand with varying amounts of shell 
fragments. 

An extensive area west of the site is mapped as Hawkesbury Sandstone of the Triassic period, 
which typically comprises medium to coarse grained, quartz sandstone with very minor shale and 
laminite lenses. 

An extract of the geology map is shown in Figure 1.  
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Figure 1: Extract of Sydney 1:100 000 Geological Series map 

4.2 Soil landscape 

The Sydney 1:100 000 Soil Landscape Series map indicates the eastern half (roughly) of the site is 
underlain by Narrabeen Beach soils.  These soils typically comprise calcareous sand beaches and 
siliceous sand coastal foredunes over marine sands, with relief up to 20 m and slope gradients up 
to 45 %.  The mapping indicates the western half (roughly) of the site is underlain by Tuggerah 
Aeolian soils.  These soils typically comprise gently undulating to rolling coastal dunefields, with 
local relief up to 20 m and slope gradients generally 1 – 10 %. 

An extract of the soil landscape map is shown in Figure 2. 

Site 
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Figure 2: Extract of Sydney 1:100 000 Soils Landscape map 

4.3 Hydrogeology 

The proximity of Botany Bay to the site (approximately 70 m east) suggests groundwater levels 
will be relatively shallow and possibly influenced slightly by tides. 

There are several registered groundwater monitoring bores near the site.  The groundwater 
monitoring bores (GW106238, GW107637) indicate a standing groundwater level at about 2.0 m 
depth.  It is noted that most of the monitoring bores do not have recorded standing groundwater 
levels.   

There are also several groundwater spears near the site which are registered for ‘domestic use’.  
Some of these registered spears (GW106419, GW106113) have recorded standing groundwater 
levels of about 1.8 m to 2.0 m depth. 

4.4 Acid sulfate soils 

Published Acid Sulfate Soils (ASS) mapping (NSW Department of Environment and Climate 
Change based on published 1:25,000 Acid Sulfate Soil Risk Mapping, 1994-1998) indicates the site 
has a low probability for ASS occurrence.  ASS are generally not expected in the area, although 
highly localised occurrences may occur especially near boundaries with environments with a 
high probability of ASS occurrence.  An extract of the ASS mapping is shown in Figure 3. 

Site 
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Figure 3: Extract of ASS risk mapping 

4.5 Salinity 

Dryland salinity risk and hazard mapping was undertaken in 2000 by the former NSW 
Government Departments of Land and Water Conservation to show the broad distribution of 
areas considered as having a high salinity risk or hazard.  The site is not located within a zone 
mapped as having a salinity potential. 

While outside of the areas of mapped dryland salinity, saline conditions may be present at the 
site due to the saline water of Botany Bay. 

5. Field work 

5.1 Field work methods 

Field work comprised the drilling of five boreholes (BH01 to BH05) between 
19 – 28 September 2024 with Comacchio Geo205 and Comacchio Geo305 tracked drilling rigs.  
Boreholes were drilled to depths ranging between 23.68 m and 28.20 m. 
  

Site 
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Drilling was undertaken using 110 mm diameter, solid flight augers followed by rotary wash 
boring techniques to the top of weathered rock.  Disturbed samples were collected from the 
augers to assist with soil identification.  Standard penetration tests (SPTs) were carried out to 
assess the in-situ soil strength and to collect disturbed samples from each borehole.  SPT’s were 
typically undertaken at 1.5 m depth intervals then 3 m intervals below 15 m depth.  Boreholes were 
then extended into the rock profile using NMLC rock coring techniques to obtain continuous rock 
core samples.  Point load strength index (Is50) tests were typically undertaken on the recovered 
core at 1 m depth intervals. 

Supervision of the drilling and logging of the boreholes was completed by an experienced 
geotechnical engineer from Douglas.  Logging was undertaken in general accordance with 
AS 1726:2017. 

At the completion of drilling (termination depth), a “packer” permeability test was undertaken 
within the rock profile in boreholes BH01, BH02 and BH05.  Note, the results of packer testing will 
be presented separately within the DMP. 

At the completion of drilling and testing, a groundwater monitoring well was installed within 
boreholes BH01, BH02, BH03 and BH05. 

Table 1 summarises the borehole spatial and termination depth information.  Borehole locations 
are shown on Drawing 1 in Appendix B. 

Table 1: Borehole summary 

Borehole Easting (m)1 Northing (m)1 Surface RL 
(mAHD) 

Termination 
Depth (m bgl)2 

BH01 328773.5 6237869.3 2.8 23.68 

BH02 328775.7 6237797.0 3.3 28.19 

BH03 328853.1 6237843.4 2.6 25.00 

BH04 328769.2 6237820.9 3.0 24.59 

BH05 328847.7 6237789.1 2.5 28.20 

Notes:  1 – MGA2020 Zone 56 
  2 – ‘bgl’ denotes below ground level 

Coordinates and surface levels for all borehole locations were recorded using a differential Global 
Positioning System (dGPS) receiver, which typically has an accuracy of 0.1 m.  Coordinates are in 
GDA2020/MGA Zone 56 format (Geocentric Datum of Australia 2020 base with Map Grid of 
Australia projection) and levels are relative to Australian Height Datum (AHD).  

5.2 Field work results 

The subsurface conditions encountered in the boreholes are presented on the engineering logs 
in Appendix C, along with standard notes defining the descriptive terms and the classification 
methods used.  Groundwater monitoring well installation details are provided on each respective 
log.  The general subsurface profile encountered at the borehole locations may be summarised 
as follows: 
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Pavement:  
Asphaltic concrete pavement, 100 mm thick, was 
encountered at borehole BH04;  

Fill:  

Poorly to moderately compacted gravelly sand, 
silty sand and sand to depths between 0.6 m and 
1.8 m, with varying proportions of other inclusions 
such as silt, roots, brick and concrete fragments; 
overlying  

Aeolian soils:  
Very loose to very dense sands and clayey sands; 
overlying  

Estuarine soils: 

Very soft to stiff clays and loose to medium dense 
clayey sands, encountered in boreholes BH02, 
BH03, BH04 and BH05 at depths of between 
16.2 m and 18.5 m; overlying 

Weathered Sandstone:  
Inferred extremely weathered sandstone, 
encountered in boreholes BH03 and BH05 at 
depths of between 20.5 m and 21 m; overlying 

Sandstone: 
Medium to coarse grained Hawkesbury 
Sandstone, encountered at depths of between 
17.8 m and 22.25 m. 

An organic / sulfurous odour was noted at varying depths, below about 5 m to 10 m in some 
boreholes. 

Groundwater was observed between 2.3 m and 2.5 m depth during auger drilling of the 
boreholes.  It is noted that groundwater levels fluctuate with seasonal influences and other factors 
such as soil and rock permeability and ground disturbing work nearby to the site.  Groundwater 
levels may also be slightly affected by tidal influence.   

A summary of the surface levels and depths at which various strata were encountered during the 
investigation is presented in Table 2. 

Table 2: Approximate Surface levels and Summary of Subsurface Profile at Test Locations 

Borehole 
Surface 

RL 
(mAHD) 

Fill 
thickness 

(m) 

Top of Aeolian 
Soil 

Top Estuarine 
Soil 

Top of Rock 

Depth 
(m) 

RL 
(mAHD) 

Depth 
(m) 

RL 
(mAHD) 

Depth 
(m) 

RL 
(mAHD) 

BH01 2.8 0.80 0.80 2.00 ne ne 17.80 -15.00 

BH02 3.3 1.80 1.80 1.50 17.30 -14.00 22.05 -18.75 

BH03 2.6 0.60 0.60 2.00 18.00 -15.40 21.30 -18.70 

BH04 3.0 0.80 0.80 2.20 18.50 -15.50 19.51 -16.51 

BH05 2.5 0.80 0.80 1.70 16.20 -13.70 22.25 -19.75 

Notes:  1 – ‘ne’ denotes the material was not encountered 
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6. Laboratory testing 

6.1 Aggressivity 

Soil aggressivity laboratory testing was performed on nine selected soil samples at a NATA 
registered laboratory in Sydney.  The results of the laboratory testing are provided in detail in the 
test report sheets in Appendix D and are summarised in Table 3. 

Table 3: Summary of aggressivity test results 

Borehole Depth (m) Material pH 
Sulfate 
(mg/kg) 

Chloride 
(mg/kg) 

Electrical 
Conductivity 

(μS/cm) 

BH01 2.50-2.95 Sand 8.3 20 10 34 

BH01 13.00-13.41 Sand 8.6 190 10 200 

BH02 6.80-7.25 Sand 8.6 170 <10 160 

BH02 9.80-10.25 Sand 9.0 90 <10 130 

BH03 8.50-8.95 Sandy Clay 8.5 800 25 500 

BH03 19.00-19.45 Clay 7.8 460 2200 1800 

BH04 4.00-4.45 Sand 9.3 20 10 52 

BH04 14.50-14.95 Sand 9.1 10 10 40 

BH05 11.50-11.95 Sand 8.0 70 10 200 

Notes:  Samples were tested as a 1:5 mixture of soil to water. 

6.2 Acid Sulfate Soils 

ASS screening tests were performed on forty selected soil samples at a NATA registered 
laboratory in Sydney.  The results of the laboratory testing are provided in detail in the test report 
sheets in Appendix D and are summarised in Table 4. 

Table 4: Summary of ASS screening test results 

Borehole Depth (m) Material pHF pHFOX Reaction Rate 

BH01 2.00-2.10 Sand 7.8 5.5 Medium 

BH01 3.00-3.10 Sand 8.3 5.5 Medium 

BH01 4.00-4.10 Sand 9.1 6.6 Medium 

BH01 5.50-5.60 Sand 8.8 6.4 Medium 

BH01 7.00-7.10 Sand 8.8 6.7 High 

BH01 8.50-8.60 Sandy Clay 8.8 7.3 Volcanic 

BH01 10.00-10.10 Sandy Clay 8.4 6.2 Medium 

BH02 6.80-6.90 Sand 8.7 6.6 High 
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Borehole Depth (m) Material pHF pHFOX Reaction Rate 

BH02 8.30-8.40 Sand 8.5 5.9 High 

BH02 9.80-9.90 Sand 9.6 4.5 High 

BH02 11.30-11.40 Sand 8.8 4.7 Medium 

BH02 12.80-12.90 Sand 8.8 6.3 Medium 

BH02 17.50-17.60 Clayey Sand 8.4 2.6 Medium 

BH02 20.50-20.60 Clayey Sand 7.6 3.9 Medium 

BH03 1.00-1.45 Sand 7.1 4.9 Medium 

BH03 2.50-2.95 Sand 8.8 6.0 Medium 

BH03 4.00-4.45 Sand 9.3 6.5 Medium 

BH03 5.50-5.95 Sand 8.8 6.5 Medium 

BH03 7.00-7.45 Sand 8.4 6.8 High 

BH03 10.00-10.45 Sand 9.5 6.1 High 

BH03 11.50-11.95 Sand 8.8 3.3 Medium 

BH03 16.00-16.45 Sand 8.6 2.5 Medium 

BH03 19.00-19.45 Clay 8.0 6.6 Extreme 

BH04 2.50-2.60 Sand 8.0 5.7 Medium 

BH04 4.00-4.10 Sand 8.4 6.7 Medium 

BH04 5.50-5.60 Sand 8.7 6.5 Medium 

BH04 7.00-7.10 Sand 8.4 6.4 High 

BH04 8.50-8.60 Sand 8.5 6.5 Medium 

BH04 10.00-10.10 Sand 8.8 6.1 Medium 

BH04 11.50-11.60 Sand 8.7 5.2 Medium 

BH04 13.00-13.10 Sand 8.8 6.9 Medium 

BH04 14.50-14.95 Sand 7.7 5.5 Medium 

BH05 4.00-4.10 Sand 8.3 6.1 Medium 

BH05 5.50-5.60 Sand 8.3 6.1 Medium 

BH05 8.50-8.60 Sand 9.5 6.5 Medium 

BH05 10.00-10.10 Sand 9.5 4.8 Medium 

BH05 11.50-11.60 Sand 8.1 5.1 Medium 

BH05 13.00-13.10 Sand 8.3 5.4 Medium 

BH05 16.30-16.40 Sandy Clay 8.1 1.8 Volcanic 

BH05 19.00-19.10 Sandy Clay 7.4 2.9 Medium 
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No actual acid sulfate soils (AASS) were detected from the screening.  Chromium Reducible 
Sulphur (SCR) laboratory testing is being undertaken on four selected soil samples that showed 
signs of potential acid sulfate soils (PASS) at a NATA accredited laboratory, summarised in Table 
5.  At the time of this report, the results are not yet available and will be provided in subsequent 
revisions. 

Table 5: Summary of ASS test results 

Borehole Depths (m) Material pHKCl SCR (%w/w) 

BH02 9.80-9.90 Sand   

BH02 17.50-17.60 Clayey Sand   

BH03 11.50-11.95 Sand   

BH05 16.30-16.40 Sandy Clay   

7. Proposed development 

It is understood that the proposed development of the site includes demolition of the existing 
single-storey commercial development (Coles) and construction of a six-storey development, 
consisting of two stories for commercial use and four stories of apartments.  It is further 
understood that the development will include three basement levels, which will likely require 
excavation of about 11 m (or more).  A section from the concept drawings for the proposed 
development is shown in Figure 4 below. 

It is also understood that the basement excavation will be “tanked” with a “cut-off” diaphragm 
wall proposed to be founded in the underlying bedrock. 

 
Figure 4: Concept section of proposed development 
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8. Geotechnical Model 

The site appears to be underlain by a variable depth of sandy fill and natural sand overlying 
sandstone bedrock at depths of between 17.80 m (RL-15.00 mAHD) and 22.25 m (RL-19.75 mAHD).  
The natural aeolian sands range from very loose to very dense.  A variable composition estuarine 
soil layer was encountered in boreholes BH02, BH03, BH04 and BH05 at depths of between 
16.20 m (RL-13.70 mAHD) and 18.50 m (RL-15.50 mAHD).  This layer comprised very soft to stiff clays 
and loose to medium dense clayey sands.  The sandstone surface appears to fall towards the 
southeast.  The rock encountered on the western side of the site appears to be generally medium 
strength or better with minor zones of weaker rock and weathered seams.  The rock encountered 
on the eastern side of the site generally appears to be very low, low and low to medium strength 
grading to medium strength or better. 

Groundwater was generally encountered between about RL0.1 mAHD and RL0.8 mAHD.  The 
measured groundwater levels indicate a flow direction on the site to the east.  Groundwater levels 
will fluctuate with weather, rainfall, possibly tides and other factors.  

9. Comments 

9.1 Dilapidation surveys 

Dilapidation (building condition) reports should be undertaken on surrounding properties prior 
to commencing work on the site to document any existing defects so that any claims for damage 
due to construction related activities can be accurately assessed.  As a minimum this should 
include the adjacent buildings to the south and west of the site, and road pavements and 
infrastructure to the north and east. 

9.2 Site preparation 

Trafficability of the site soils during bulk earthworks is likely to be difficult and will generally 
require the use of tracked plant and machinery. 

It is expected that the exposed material at bulk excavation level will comprise very loose to very 
dense sand.  To improve trafficability, the material at bulk excavation level could be covered with 
a layer of granular filling (e.g., crushed concrete, or similar) to act as a temporary working surface 
and / or a permanent subbase below the basement floor slab.  The thickness of the gravel 
layer / working platform should be based on an assessment of the ground conditions following 
bulk excavation and the type of plant that is proposed to be used on the site. 

The material exposed at bulk excavation level should be compacted using an appropriately sized 
smooth drum roller prior to placement of the working platform.  It may be beneficial to place a 
layer of fine crushed rock to confine the sand during compaction.  The compaction should be 
inspected by a geotechnical engineer (proof roll) to help identify any soft or heaving areas.  
Further specification on the compaction (i.e. roller weight, number of passes) should be outlined 
as part of the working platform assessment. 
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9.3 Excavations 

It is anticipated that excavations of about 11 m (to RL-8 mAHD) will be required for the proposed 
development.  Excavation through the fill and natural soils should be readily undertaken using 
conventional earthmoving equipment such as tracked hydraulic excavators. 

All excavated materials will need to be disposed of in accordance with the provisions of the 
current legislation and guidelines including the Waste Classification Guidelines (EPA 2014) and in 
accordance with any recommendations provided in contamination reports produced for the site. 

9.4 Groundwater and dewatering 

9.4.1 Dewatering and tanking requirements 

Based on the anticipated depth of excavation and measured groundwater levels,  bulk excavation 
level will be approximately 9 m below the groundwater table.  Temporary dewatering will be 
required to remove water already beneath the site and that which flows under the perimeter 
shoring wall as the excavation proceeds.  It should be noted that that groundwater levels 
fluctuate with seasonal influences, prolonged periods of rainfall and other factors such as soil and 
rock permeability and ground disturbing works nearby to the site.  Groundwater levels may also 
be slightly affected by tidal influence. 

Temporary dewatering will be required to control and temporarily lower the groundwater table 
to allow construction of the tanked basement.  Generally the groundwater level should be 
lowered to at least 1 m below the bulk excavation to allow machinery to operate and traverse the 
site.  On this basis, the groundwater level may need to be temporarily lowered by approximately 
10 m (to RL-9 mAHD). 

Given the depth that the groundwater level is required to be lowered, it is suggested that the use 
of a relatively impermeable shoring system should be adopted, with the shoring walls socketed 
below the bulk excavation and at least 2 m into consistent bedrock.  This would be expected to 
reduce groundwater inflows into basement excavations below the groundwater table and also 
reduce drawdown of groundwater levels on adjacent properties to more acceptable levels. 

The sandy soils are expected to be highly permeable, and a water-tight or ‘tanked’ basement will 
therefore be required on the site.  It is not possible to accurately predict future groundwater levels 
and response to extreme rainfall events, climate change, damming due to the cut off walls and 
tanked basements on the site and adjacent sites, and other factors.  An allowance for a potential 
rise in groundwater levels of at least 1.5 m above maximum measured levels, should be made in 
the design.  If it is necessary to eliminate the risk of buoyancy issues for tanked structures then 
the design could incorporate hydrostatic relief ‘valves’ or ‘portals’ at the adopted design water 
level to prevent structural damage, in the event that water levels rise to above the adopted design 
level. 

Additional monitoring of groundwater levels is being undertaken to obtain more detailed 
information on likely fluctuations in groundwater levels. 
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9.4.2 Methods of dewatering 

Dewatering should be undertaken with spears installed at regular spacings within the confines 
of the excavation.  The spears (slotted PVC pipes) should be installed below the groundwater table 
and generally spaced at about 1 m to 2 m centres around the perimeter of the excavation.  Due 
to the size of the site intermediate spears or larger diameter wells will be required across the site.  
The spears should be connected by a series of pumps and hoses which collect and transport the 
groundwater to a sedimentation tank, prior to treatment (if required) and discharge off-site.  
Sump and pump dewatering methods are unlikely to be practical nor effective for the high 
permeability sandy soils. 

The dewatering system design should give due consideration to drawdown effects on adjacent 
properties and dewatering of the site should be carried out by a contractor with demonstrated 
experience in similar conditions. 

9.4.3 Groundwater disposal 

Groundwater that is removed from the site will require disposal.  Generally, groundwater should 
be suitable for disposal by pumping to stormwater drains, subject to confirmation testing, 
treatment if necessary, and approval from Council.  Testing and reporting will be required to 
determine appropriate disposal options, together with approval from relevant authorities 
(i.e., Bayside Council and / or Water NSW). 

9.5 Shoring 

Vertical excavations in fill and natural soils will not be self-supporting and will need to be 
temporarily and permanently supported by shoring walls. 

Although not expected for this site, if battering is required within the shored excavation, then the 
soils above the groundwater table should be temporarily battered at no steeper than 1.5H : 1V.  
Excavations below the ground water surface will collapse immediately on excavation, irrespective 
of the batter grade, and are not possible.  Surcharge loads should be kept well back from the crest 
of any batters. 

9.5.1 Suitable shoring wall systems 

Due to the depth of excavation proposed it is suggested that a diaphragm wall may provide the 
most appropriate solution for this site and may be used as the permanent basement wall.  These 
walls are associated with lower risk but are relatively slow to construct and consequently more 
expensive.  Diaphragm walls are constructed using a large grab, which excavates the soil and rock 
in panels which are supported by bentonite fluid.  Each panel is then cast using concrete 
tremmied into the bentonite supported excavation, with reinforcement cages installed prior to 
the concrete being tremmied.  The joints between the panels are sealed with a waterstop so that 
a completely water-tight wall is achieved. 
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A secant pile wall may be considered comprising interlocking Continuous Flight Auger (CFA) piles 
or CFA piles with jet grouted columns between the piles.  This shoring system can generally 
provide an effective seal to minimise sand loss and water inflow from behind the wall, and if 
adequately supported, minimise lateral deflections.  The hard (reinforced) piles can be 
incorporated into the vertical load carrying footing system and can generally form part of the 
basement structure.  The depth of the wall to rock however may result in some misalignment 
and gaps in the wall which should be discussed with the specialist contractor.  Cased secant piles 
may be required to improve alignment and also to help reduce risks associated with 
decompression of the soils. 

For CFA piles, care will be required to avoid ‘decompression’ of the sandy soils during augering, 
which can lead to the loosening of the foundations and settlement and consequent damage to 
adjacent structures.  This is worse where drilling into rock is required, and it becomes more 
difficult to control the penetration and rotation of the augers to avoid drawing in sand.  It may be 
necessary to adopt temporary segmental casing to reduce the risk of decompression. 

Soil mixed wall systems may also be considered as an alternative to the more conventional secant 
pile wall.  These walls are constructed using specialised equipment to blend cement with the in-
situ soils to create a soil-cement mix.  Universal Column sections are usually installed into the wet 
soil-cement mix at regular intervals along the wall to provide additional stiffness and to act as 
load-bearing columns.  There are several different systems available and further advice should be 
obtained from the specialist piling contractor regarding the suitability of the wall system to this 
site.  In particular, confirmation should be sought in relation to the consistency/strength of the 
soil mixed wall and its long-term durability.  The wall may have higher permeability and less 
effective mixing in clayey soils and rock.  

9.5.2 Retaining wall design 

Suggested parameters for the design of shoring walls are provided in Table 6.  Details of adjacent 
building footings and basements should be confirmed for detailed design of the shoring walls. 

Table 6: Recommended design parameters for shoring system 

Material 
Unit 

Weight 
(kN/m3) 

Earth Pressure 
Coefficient Ka 

(Active) 

Effective 
Cohesion c’ 

(kPa) 

Effective 
Friction 
Angle (°) 

Young’s 
Modulus E 

(MPa) 

Sand: very loose – 
loose 

17 0.4 0 27 10 

Sand: medium 
dense 

20 0.35 0 32 40 

Sand: dense 20 0.25 0 35 60 

Sand: very dense 20 0.25 0 38 80 

Sandstone: very 
low - low strength 

22 0.15 50 38 300 

Sandstone: 
medium strength 

23 0 500 45 2000 
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To minimise ground (and wall) movements, the Active Earth Pressure coefficient (Ka) should 
generally be increased by 50% where retaining walls are close to existing structures and services.  
Where small movements of retaining walls are acceptable, away from buildings, roads and 
services, they may be designed for the ‘active’ (Ka) condition. 

It is expected that the shoring wall will be socketed into rock below the bulk excavation level.  For 
sockets in rock below bulk excavation level an allowable passive pressure of 500 kPa in low 
strength rock and 1000 kPa in medium strength rock may be adopted. 

It is suggested that a groundwater level to at least RL 2.5 mAHD should be adopted for long term 
shoring design.  This must be reviewed following longer term monitoring of groundwater levels.   

In design of the retaining walls due allowance should be made for surcharge loads including 
adjacent footings and plant operating above the excavation during construction.  

Detailed design of shoring should preferably be carried out using PLAXIS or other widely used 
computer analysis programs capable of modelling progressive excavation and anchoring and 
predicting potential lateral movements, stresses and bending moments. 

9.5.3 Ground anchors 

It is presumed that temporary anchors or stiff propping will be used to restrict wall movements 
during the construction phase, with permanent support of walls provided by the final basement 
structure.  The preliminary design of temporary ground anchors for the support of 
shoring / retaining systems may be carried out on the basis of the parameters given in Table 7. 

Table 7: Recommended parameters for anchor design 

Material Soil Friction Angle 

Loose sand 27° 

Medium dense sand 32° 

Dense sand 35° 

Very Dense Sand 38° 

The parameters given in Table 7 assume that the drilled holes are clean and adequately flushed.  
The anchors should be bonded behind a line drawn up at 45 degrees from the base of the bulk 
excavation, and ‘lift-off’ tests should be carried out to confirm the anchor capacities.  It is 
suggested that ground anchors should be proof loaded to 125% of the design working load and 
locked-off at no higher than 80% of the working load.  Post-grouting techniques may be used to 
achieve higher capacities.  Installation of ground anchors should be undertaken under the 
supervision of a geotechnical engineer. 

The anchors will need to be carefully positioned and possibly inclined at steeper angles to avoid 
adjacent services and footings for adjacent buildings.  It is noted that permission from adjacent 
property owners will be required prior to installing soil anchors beneath their land. 
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It is recommended that only reputable, specialist anchor contractors be engaged to design 
and / or install temporary anchors on this site due to the complexities involved with penetrations 
within the shoring wall and installation of ground anchors in sands. 

As a guide, well designed and properly restrained shoring walls in sand supported by anchors 
may experience lateral wall movements in the order of 1 mm to 2 mm for each metre of 
excavation height.  The extent of movement will depend on the final design and construction 
methods used.  A programme of precise survey monitoring should be adopted to assess shoring 
wall and adjacent building movement progressively during the excavation to ensure that 
tolerable limits are not exceeded and to provide an early indication of whether additional support 
is required. 

9.5.4 Adjacent foundations 

Consideration may be given to stabilising and / or underpinning the foundations beneath 
neighbouring properties, which may comprise shallow strip and pad footings.  This would 
improve the strength of the sands and also help to reduce, but not eliminate, differential 
movements.  This may be achieved through grout injection or chemical stabilisation.  Further 
advice should be obtained from specialist contractors regarding the suitability of 
stabilisation / underpinning at this site.   

9.6 Foundations 

It is expected that the exposed material at bulk excavation level will comprise very loose to very 
dense sand with weathered rock about 7 – 12 m below bulk excavation level.  It is recommended 
that the building is uniformly supported on rock to provide consistent foundation strata and to 
avoid potential issues with excessive differential settlements.  Individual pad and strip footings on 
the sand at bulk level are not recommended for this site due to the potential for excessive and 
unpredictable differential settlement.  A raft slab may be considered however this will require 
very careful design and consideration of differential settlements between shallow to deep soil 
profiles with variable strength.  The raft slab would likely be tied into the shoring wall which will 
be founded uniformly on rock.  A piled raft system would most likely need to be considered for 
this site due the variable soil profile and limited capacity of very loose to loose sand.  

9.6.1 Pile foundations 

Structural loads could be transferred into the underlying bedrock by the use of CFA piles.  These 
piles should be socketed into very low to low strength or stronger rock.  Recommended design 
pressures for piles founded in rock are presented in Table 8. 
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Table 8: Recommended design parameters for pile foundation design 

Material 

Maximum Allowable 
Pressure 

Maximum Ultimate 
Pressure Young’s 

Modulus E’ 
(MPa) End Bearing 

(kPa) 

Shaft 
Adhesion 

(kPa)1 

End 
Bearing 

(kPa) 

Shaft 
Adhesion 

(kPa)1 

Very low to low 
strength 

sandstone 
1 000 100 3 000 150 100 

Medium strength 
sandstone 

3 500 350 20 000 800 350 

Notes:  1 – Shaft adhesion parameters provided for compression loading.  Values should be halved for tension loads 

Standard bored piles socketed within bedrock could be considered but would require temporary 
casing to rock, and dewatering of piles holes or tremmie pouring of concrete to the bottom of the 
pile.  This method can be problematic if the casing is not sealed into rock, or if sandy layers are 
encountered in the rock.  

It should be noted that the serviceability limit-state is likely to govern the design of the piles and 
the ultimate bearing pressures provided in Table 8 are unlikely to be achieved within the limits of 
serviceability.  A geotechnical strength reduction factor (фg) should be applied to the ultimate 
values provided in Table 8 if the limit-state design process is undertaken to design the piles.  
Australian Standard AS2159–2009 “Piling – Design and Installation” provides information on how 
to determine an appropriate value of фg which is based on a risk assessment.  The pile designer 
will need to confirm a фg value when the piling contractor is selected. 

Settlement of a pile is dependent on the loads applied to the pile and the foundation conditions 
in the socket zone and below the pile toe.  The total settlement of a footing designed using the 
‘allowable’ parameters provided in Table 8 would be expected to experience total settlements of 
less than 1% of the footing width/pile diameter under the applied working load.  Serviceability 
analysis should be undertaken if the ultimate bearing pressures (incorporating a suitable 
reduction factor) are used to proportion the piles. 

All footing / pile excavations should be inspected by a geotechnical engineer to confirm that 
foundation conditions are suitable for the design parameters. 

9.6.2 Raft slab 

Consideration may be given to the use of a raft slab footing system; however, this will be subject 
to detailed review and analysis of bearing pressures and settlements.  Further investigation using 
cone penetration tests (CPTs) should be carried out to provide more detailed information on soil 
strength and design parameters if a raft slab is to be considered and when more specific details 
of the founding level, column layout and slab loadings have been confirmed.  As the bedrock 
surface beneath the site is not uniform, particular care will be needed in designing a raft slab, as 
potential settlements will be greater where the depth to rock increases.  Additionally, the 
presence of weak soils below the raft slab should be carefully considered for concentrated 
column and shear core loadings. 
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A piled raft foundation would most likely be required to reduce differential settlements, if 
required. 

9.7 Seismic loading 

In accordance with AS1170-2007 “Structural Design Actions, Part 4: Earthquake Actions in 
Australia” a hazard design factor (Z) of 0.08 and a site subsoil Class Ce or De is considered to be 
appropriate for the site.  Further review of the average profile will be required to try and justify a 
Ce due the presence of very loose and soft clay. 

9.8 Aggressivity 

The laboratory test results indicate that the soil samples tested are non-aggressive to mildly 
aggressive to buried concrete and non-aggressive to buried steel elements in accordance with 
the provisions of Australian Standard AS 2159 – 2009 Piling – Design and installation. 

9.9 Acid sulfate soils 

The ASS screening have been compared with the assessment criteria in the following guidelines: 

• Acid Sulphate Soils Management Advisory Committee (ASSMAC) Acid Sulphate Soils 
Management Guidelines (1998) (ASSMAC, 1998); and 

• QASSIT/Qld NRM&E/SCU/NatCASS/QASSMAC/ASSMAC Acid Sulphate Soils Laboratory 
Methods Guidelines Version 2.1 – June 2004. Published by Department of Natural Resources, 
Mines and Energy, Indooroopilly, Queensland, Australia (Qld NRM&E, 2004) (this guideline 
supersedes the laboratory section of ASSMAC, 1998). 

This assessment criteria for ASS screening may be summarised below: 

• pHF (pH in water) 

o pHF ≤ 4 indicates actual acid sulfate soils are present; and 

o 4 < pHF < 5.5 indicates the soil is acidic.  This may be as a result of limited oxidation of 
sulfides but may also be as a consequence of the presence of organic acids. 

• pHFox (pH in hydrogen peroxide) 

o pHFox < 3, plus a strong reaction with peroxide, plus a pHFox value of at least one pH unit 
below pHF, strongly indicates a potential acid sulfate soil (PASS).  The higher the reaction, 
the lower the drop between pHF and pHFox, and the lower the pHFox value, the higher the 
potential for PASS; 

o 3 < pHFox < 4 is less positive.  Laboratory results (POCAS with or without SCR) are 
recommended for confirmation of sulfides; 

o 4 < pHFox < 5 is neither positive nor negative, as some sulfides may be present in small 
quantities.  Some laboratory testing is recommended; and 

o pHFox > 5 and little or no drop from pHF to pHFox indicate little net acid generating ability. 
Acid generation can be buffered, however, by carbonate material in the samples (such 
as shell fragments).  Again, some laboratory testing should be performed. 
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Some pHFox results were less than 4 pH units and more than one pH unit below the respective 
pHF results.  These screening test results were considered to be possibly indicative of potential 
acid sulphate soils (PASS).  The results of SCR testing are not yet available and will be provided in 
subsequent revisions of this report. 

Further confirmation testing for ASS / PASS should be carried out across the site during future 
site investigations as the extent of PASS can vary vertically and laterally within short distances. 

10. Conclusion 

The subsurface profile encountered within the current investigation is generally consistent with 
the subsurface profile encountered during the previous investigations undertaken on site (refer 
Section 3). 

The following further investigations / assessments will be required for detailed design: 

• A geotechnical assessment of the impacts of the proposed development on nearby Sydney 
Water assets and The Grand Parade which is a TfNSW asset; 

• Additional boreholes generally extending at least 4 - 5 m into bedrock will be required across 
the site post demolition of the existing development to supplement the information from 
this investigation.  The additional boreholes along the eastern boundary (adjacent to The 
Grand Parade) should consider the requirements of TfNSW Technical Direction 
Geotechnology GTD 2020/001 Version No.01 – 2 July 2020; 

• Additional CPT’s extending to the top of bedrock (or prior refusal) will be required post 
demolition of the existing development to supplement the information from this 
investigation;  

• A geotechnical assessment of the impacts of the proposed development on neighbouring 
developments / structures; and 

• Ongoing groundwater monitoring from wells and inflow assessment and Dewatering 
Management Plan.    

A Geotechnical Hydrogeological and Vibration Monitoring Plan (GHVMP) will also be required. 

Douglas was provided with a report prepared by Morrow titled “Geotechnical Review of Updated 
Documentation, 277 The Grand Parade, Ramsgate Beach NSW, Ref P3052_02, dated 23/02/2024. 
The report was prepared for the Owners’ Corporation of Strata Plan 46143 at 86-88 Alfred Street, 
Sans Souci Beach NSW.  The following comments are provided in response to the conclusions of 
the Morrow report in corresponding order: 

• Two deep rock cored boreholes (BH03, BH05) have been drilled adjacent to The Grand 
Parade.  An additional borehole will be required along the boundary when access permits 
(post demolition) to satisfy the TfNSW Technical Direction GTD 2020/001 borehole spacing 
requirement (30 m).  The investigation information will then be used to inform detailed 
design and impact assessment for The Grand Parade; 

• Geotechnical assessment for Sydney Water assets will be undertaken as part of the detailed 
design.  The additional investigations will inform this analysis; 
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• Four groundwater monitoring wells have now been installed on site and long term 
monitoring is underway to comply with Water NSW Minimum Requirements; 

• Five rock cored boreholes have been drilled which is sufficient for the current stage of 
development planning.  Additional boreholes will be drilled post demolition to inform 
detailed design and planning; 

• Additional CPTs will be undertaken post demolition to inform detailed design and planning.  
Note, the current site access would require a small CPT rig which is likely unable to penetrate 
to rock;   

• Assessment of neighbouring footings will be carried out for detailed design and until then 
conservative assumptions on the footings will be made to inform preliminary design; 

• The vibration limit will be assessed once a review of the surrounding buildings is undertaken.  
A vibration limit of 3 mm/s is not unreasonable for sensitive buildings founded at high level 
on loose sand; 

• A Geotechnical Monitoring Plan will be prepared prior to CC withhold points as noted; and 

• The design will adhere to the requirements of the Design and Building Practitioners Act 2020 
where required. 

11. Limitations 

Douglas Partners Pty Ltd (Douglas) has prepared this report for this project at 277 The Grand 
Parade, Ramsgate NSW in line with Douglas' proposal dated 03 September 2024 and acceptance 
received from Jordan Green of Bronxx Pty Ltd dated 06 September 2024.  The work was carried 
out under Douglas' Engagement Terms.  This report is provided for the exclusive use of Bronxx 
Pty Ltd for this project only and for the purposes as described in the report.  It should not be used 
by or relied upon for other projects or purposes on the same or other site or by a third party.  Any 
party so relying upon this report beyond its exclusive use and purpose as stated above, and 
without the express written consent of Douglas, does so entirely at its own risk and without 
recourse to Douglas for any loss or damage.  In preparing this report Douglas has necessarily 
relied upon information provided by the client and / or their agents. 

The results provided in the report are indicative of the sub-surface conditions on the site only at 
the specific sampling and / or testing locations, and then only to the depths investigated and at 
the time the work was carried out.  Sub-surface conditions can change abruptly due to variable 
geological processes and also as a result of human influences.  Such changes may occur after 
Douglas' field testing has been completed.  

Douglas' advice is based upon the conditions encountered during this investigation.  The 
accuracy of the advice provided by Douglas in this report may be affected by undetected 
variations in ground conditions across the site between and beyond the sampling and / or testing 
locations.  The advice may also be limited by budget constraints imposed by others or by site 
accessibility.  
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The assessment of atypical safety hazards arising from this advice is restricted to the 
(geotechnical / environmental / groundwater) components set out in this report and based on 
known project conditions and stated design advice and assumptions.  While some 
recommendations for safe controls may be provided, detailed ‘safety in design’ assessment is 
outside the current scope of this report and requires additional project data and assessment.   

This report must be read in conjunction with all of the attached and should be kept in its entirety 
without separation of individual pages or sections.  Douglas cannot be held responsible for 
interpretations or conclusions made by others unless they are supported by an expressed 
statement, interpretation, outcome or conclusion stated in this report.  

This report, or sections from this report, should not be used as part of a specification for a project, 
without review and agreement by Douglas.  This is because this report has been written as advice 
and opinion rather than instructions for construction. 

This report provides specialist advice only and no part of it is considered a Regulated Design 
under the Design and Building Practitioner Act 2020 (NSW).  
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Introduction 
These notes have been provided to amplify 
Douglas’ report in regard to classification 
methods, field procedures and the comments 
section.  Not all are necessarily relevant to all 
reports. 

Douglas’ reports are based on information 
gained from limited subsurface excavations 
and sampling, supplemented by knowledge of 
local geology and experience.  For this reason, 
they must be regarded as interpretive rather 
than factual documents, limited to some 
extent by the scope of information on which 
they rely. 

Copyright 
This report is the property of Douglas Partners 
Pty Ltd.  The report may only be used for the 
purpose for which it was commissioned and in 
accordance with the Engagement Terms for 
the commission supplied at the time of 
proposal.  Unauthorised use of this report in 
any form whatsoever is prohibited. 

Borehole and Test Pit Logs 
The borehole and test pit logs presented in this 
report are an engineering and/or geological 
interpretation of the subsurface conditions, 
and their reliability will depend to some extent 
on frequency of sampling and the method of 
drilling or excavation.  Ideally, continuous 
undisturbed sampling or core drilling will 
provide the most reliable assessment, but this 
is not always practicable or possible to justify 
on economic grounds.  In any case the 
boreholes and test pits represent only a very 
small sample of the total subsurface profile. 

Interpretation of the information and its 
application to design and construction should 
therefore take into account the spacing of 
boreholes or pits, the frequency of sampling, 
and the possibility of other than 'straight line' 
variations between the test locations. 

Groundwater 
Where groundwater levels are measured in 
boreholes there are several potential 
problems, namely: 

• In low permeability soils groundwater 
may enter the hole very slowly or perhaps 
not at all during the time the hole is left 
open; 

• A localised, perched water table may lead 
to an erroneous indication of the true 
water table; 

• Water table levels will vary from time to 
time with seasons or recent weather 

changes.  They may not be the same at 
the time of construction as are indicated 
in the report; and 

• The use of water or mud as a drilling fluid 
will mask any groundwater inflow.  Water 
has to be blown out of the hole and 
drilling mud must first be washed out of 
the hole if water measurements are to be 
made. 

More reliable measurements can be made by 
installing standpipes which are read at 
intervals over several days, or perhaps weeks 
for low permeability soils.  Piezometers, sealed 
in a particular stratum, may be advisable in low 
permeability soils or where there may be 
interference from a perched water table. 

Reports 
The report has been prepared by qualified 
personnel, is based on the information 
obtained from field and laboratory testing, and 
has been undertaken to current engineering 
standards of interpretation and analysis.  
Where the report has been prepared for a 
specific design proposal, the information and 
interpretation may not be relevant if the 
design proposal is changed.  If this happens, 
Douglas will be pleased to review the report 
and the sufficiency of the investigation work. 

Every care is taken with the report as it relates 
to interpretation of subsurface conditions, 
discussion of geotechnical and environmental 
aspects, and recommendations or 
suggestions for design and construction.  
However, Douglas cannot always anticipate or 
assume responsibility for: 

• Unexpected variations in ground 
conditions.  The potential for this will 
depend partly on borehole or pit spacing 
and sampling frequency; 

• Changes in policy or interpretations of 
policy by statutory authorities; or 

• The actions of contractors responding to 
commercial pressures. 

If these occur, Douglas will be pleased to assist 
with investigations or advice to resolve the 
matter. 
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Site Anomalies 
In the event that conditions encountered on 
site during construction appear to vary from 
those which were expected from the 
information contained in the report, Douglas 
requests that it be immediately notified.  Most 
problems are much more readily resolved 
when conditions are exposed rather than at 
some later stage, well after the event. 

Information for Contractual Purposes 
Where information obtained from this report 
is provided for tendering purposes, it is 
recommended that all information, including 
the written report and discussion, be made 
available.  In circumstances where the 
discussion or comments section is not relevant 
to the contractual situation, it may be 
appropriate to prepare a specially edited 
document.  Douglas would be pleased to 
assist in this regard and/or to make additional 
report copies available for contract purposes 
at a nominal charge. 

Site Inspection 
The company will always be pleased to provide 
engineering inspection services for 
geotechnical and environmental aspects of 
work to which this report is related.  This could 
range from a site visit to confirm that 
conditions exposed are as expected, to full 
time engineering presence on site. 

 

intentionally blank 

 



 

Proposed Development 230818.00.R.002.Rev0 

277 The Grand Parade, Ramsgate NSW October 2024 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix B 
 

Drawings 

 

 

 

 

 
  



Borehole Location

LEGEND



 

Proposed Development 230818.00.R.002.Rev0 

277 The Grand Parade, Ramsgate NSW October 2024 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix C 
 

Terminology, Symbols and Abbreviations 

Soil and Rock Descriptions (optional) 

Sampling, Testing and Excavation Methodology 

Borehole Logs 

 

 

 
  



 

Proposed Development 230818.00.R.002.Rev0 

277 The Grand Parade, Ramsgate NSW October 2024 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Appendix D 
 

Laboratory Test Results 
 

 


	1. Introduction
	2. Site description
	3. Previous investigations
	4. Published data
	4.1 Geology
	4.2 Soil landscape
	4.3 Hydrogeology
	4.4 Acid sulfate soils
	4.5 Salinity

	5. Field work
	5.1 Field work methods
	5.2 Field work results

	6. Laboratory testing
	6.1 Aggressivity
	6.2 Acid Sulfate Soils

	7. Proposed development
	8. Geotechnical Model
	9. Comments
	9.1 Dilapidation surveys
	9.2 Site preparation
	9.3 Excavations
	9.4 Groundwater and dewatering
	9.4.1 Dewatering and tanking requirements
	9.4.2 Methods of dewatering
	9.4.3 Groundwater disposal

	9.5 Shoring
	9.5.1 Suitable shoring wall systems
	9.5.2 Retaining wall design
	9.5.3 Ground anchors
	9.5.4 Adjacent foundations

	9.6 Foundations
	9.6.1 Pile foundations
	9.6.2 Raft slab

	9.7 Seismic loading
	9.8 Aggressivity
	9.9 Acid sulfate soils

	10. Conclusion
	11. Limitations
	Appendix A - About This Report
	Appendix B - Drawings
	Appendix C - Terminology, Symbols and Abbreviations; Soil and Rock Descriptions; Sampling, Testing and Excavation Methodology; Borehole Logs
	Appendix D - Laboratory Test Results

