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Draft Development Consent Conditions 
 

 

 

Folder /DA No: DA/591/2025 

Property: 399-405 Anzac Parade, 2-4 Sturt Street & 19-21 Bunnerong Road, 
KINGSFORD NSW 2032 

Proposal: Integrated development for the demolition of existing structures to enable 
the construction of a mixed-use development comprising two towers 
above a common podium (9-14 storeys), ground floor commercial uses 
(retail), community facility, a place of worship, loading dock, one level of 
basement parking (23 car spaces), roof terraces, plant facilities, 
landscaping, public domain augmentation, and co-living student 
accommodation development (530 rooms). 

Recommendation: Deferred Commencement Approval 

 
The conditions of consent are as follows: 
 
Deferred Commencement Conditions 
 
This consent does not operate until: 
 
A1.  The owner of the land has executed a Voluntary Planning Agreement (VPA) in accordance 

with the Applicant’s offer contained in the letter, dated 17 October 2025, from Mills Oakley on 
behalf of Avenor 22 Pty Ltd to Randwick City Council. 

 
A2.  Immediately upon execution, the applicant shall register the VPA on the title to the land. 
 
Period within which evidence must be produced 
 
The applicant must produce evidence to Council sufficient enough to enable it to be satisfied as to 
those matters above within 548 days (18 months) of the date of determination. 
 
Clause 95(4) of the Regulation: 
 

"The applicant may produce evidence to the consent authority sufficient to enable it to be 
satisfied as to those matters and, if the consent authority has specified a period for the 
purpose, the evidence must be produced within that period." 
 
No development can lawfully occur under this consent unless it operates. 
 
Note: Nothing in the Act prevents a person from doing such things as may be necessary to 
comply with this condition. (See section 80(3) of the Act) 
 
Note: Implementing the development prior to written confirmation of compliance may result in 
legal proceedings. If such proceedings are required Council will seek all costs associated with 
such proceedings as well as any penalty or order that the Court may impose. No Construction 
Certificate can be issued until all conditions including this condition required to be satisfied 
prior to the issue of any Construction Certificate have been satisfied. 

 
Evidence required to satisfy these conditions must be submitted to Council within 18 months 
of the date of this consent. 
 
The consent will not operate until such time that Council notifies the Applicant in writing that deferred 
commencement conditions, as indicated above, have been satisfied. 
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Subject to compliance with the deferred commencement conditions, to the satisfaction of the Director 
of City Planning, development consent is granted under Section 4.16 & 4.17 of the Environmental 
Planning and Assessment Act 1979 subject to the following conditions: 

 

GENERAL CONDITIONS 
 Condition 

1.  Approved plans and documentation 
Development must be implemented substantially in accordance with the plans and 
supporting documentation listed below and endorsed with Council’s approved 
stamp, except where amended by Council in red and/or by other conditions of this 
consent (including any deferred commencement conditions): 
 

Plan Name Sheet No. Rev No. Drawn by Dated 

Architectural Plans 

Site Plan DA-0201 3 SJB 19/11/2025 

Demolition 
Plan 

DA-0401 

GA Plan – 
Basement 1 

DA-1001 

GA Plan – 
Ground Floor 
Plan 

DA-1002 

GA Plan – 
Level 1 

DA-1003 

GA Plan – 
Level 2 

DA-1004 

GA Plan – 
Level 3 

DA-1005 

GA Plan – 
Level 4 

DA-1006 

GA Plan – 
Level 5 

DA-1007 

GA Plan – 
Level 6 

DA-1008 

GA Plan – 
Level 7 

DA-1009 

GA Plan – 
Level 8 

DA-1010 

GA Plan – 
Level 9 

DA-1011 

GA Plan – 
Level 10 

DA-1012 

GA Plan – 
Level 11 

DA-1013 

GA Plan – 
Level 12 

DA-1014 

GA Plan – 
Level 13 

DA-1015 

GA Plan – 
Level 14 

DA-1016 

GA Plan – 
Roof  

DA-1017 

Elevations – 
North – Anzac 
Parade 

DA-1401 

Elevations – 
East 

DA-1402 

Elevations – 
West 

DA-1403 
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Elevations – 
South West 

DA-1404 

Elevations – 
South East 

DA-1405 

Elevations – 
South 

DA-1406 

Elevations – 
Internal Facing 
West 

DA-1407 

Elevations – 
Internal Facing 
East 

DA-1408 

Sections – 
North South 
Tower A 

DA-1501 

Sections – 
North South 
Tower B 

DA-1502 

Sections – 
East West 

DA-1503 

Sections – 
Internal Facing 
West 

DA-1504 

Sections – 
Anzac Parade 
to Light Rail 

DA-1505 

Sections – 
Building 
Entries 

DA-1601 

Materials 
Board 

DA-3250 

Room Type 1A 
– 1 Bed 

DA-4401 

Room Type 1B 
– 1 Bed 

DA-4402 

Room Type 1C 
– 1 Bed 

DA-4403 

Room Type 1D 
– 1 Bed 

DA-4404 

Room Type 2A 
– 2 Bed 

DA-4405 

Room Type 2B 
– 2 Bed 

DA-4406 

Room Type 2C 
– 2 Bed 

DA-4407 

Room Type 4A 
and 4B – 1 
Bed 

DA-4408 

Room Type 4A 
and 4B – 1 
Bed Short 

DA-4409 

Room Type 5A 
- Accessible 

DA-4410 

Room Type 6A 
– Cluster 3 
Bed 

DA-4411 

Room Type 
Schedule 

DA-4412 

Staged CC 
Plan 
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Stratum Plans 

Location Plan 
 

1 1 LTS 
 

19/06/2025 
 

Basement 1 & 
Below 
 

2 

Ground Floor 3 

Level 1 & 
Above 

4 

Section A-A 5 

Section B-B 6 

Civil Engineering Plans 

Sediment and 
Soil Erosion 
Control Plan 

C02.01 3 Northrop 22/10/2025 

Sediment and 
Soil Erosion 
Control Details 
and 
Specification 
Note 

C02.11 

Cut to Fill 
Earthworks 
Plan 

C03.01 

Cut to Fill 
Earthworks 
Section 

C03.11 

Siteworks and 
Stormwater 
Management 
Plan 

C04.01 

Alignment 
Control Plan 
and 
Longitudinal 
Section 

C04.11 

Cross Sections 
– Sheet 01 

C04.21 

Cross Sections 
– Sheet 02 

C04.22 

Cross Sections 
– Sheet 03 

C04.23 

Cross Sections 
– Sheet 04 

C04.24 

Stormwater 
Catchment 
Plan 

C04.51 

OSD Details C09.01 

Landscaping Plans  

Plant Schedule 0001 F Site Image 23/10/2025 

Ground Floor 
Landscape 
Plan 

1001 I 23/10/2025 

Level 01 
Landscape 
Plan 

1011 E 23/10/2025 

Level 02 
Landscape 
Plan 

1021 F 23/10/2025 

Level 03 1031 E 23/10/2025 
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Landscape 
Plan 

Level 04 
Landscape 
Plan 

1041 E 23/10/2025 

Level 09 
Landscape 
Plan 

1091 G 23/10/2025 

Level 13 
Landscape 
Plan 

1131 E 23/10/2025 

Level 14 
Landscape 
Plan 

1141 D 23/10/2025 

Landscape 
Details 

5001 A 11/04/2025 

Landscape 
Details 

5002 B 23/10/2025 

Landscape 
Details 

5003 B 18/06/2025 

Landscape 
Sections 

6001 B 18/06/2025 

Landscape 
Sections 

6002 B 20/10/2025 

Landscape 
Sections 

6003 B 23/10/2025 

Landscape 
Sections 

6004 A 06/06/2025 

Landscape 
Elevations 

6005 A 18/06/2025 

Landscape 
Sections 

6006 B 13/10/2025 

Deep Soil Plan 
Ground Floor 

7001 E 23/10/2025 

Vertical 
Greening Plan 

7002 C 23/10/2025 

 

Document Prepared by Dated 

Desktop Air Quality / Dispersion 
Assessment 

Windtech 
Consultants Pty Ltd 

18 June 2025 

Air Quality Assessment Technical 
Memorandum 

E-LAB Consulting 23 October 2025 

BCA Capability Statement for DA, 
Ref 240454, Revision 8  

BM+G 23 October 2025 

Detailed Site Investigation, Ref: 
E37443BTrpt2Rev1-DSI 

JK Environments Pty 
Ltd 

21 October 2025 

Kingsford Junction Flood 
Assessment, Project Number 
S24205, Version B 

BG&E 22 October 2025 
 

Geotechnical Investigation, Ref: 
37442PNrpt Revision 3 

JK Environments Pty 
Ltd 

3 November 2025 

Landscape Design Report, 
Revision G 

Site Image 
Landscape 
Architects 

23 October 2025 

Noise and Vibration Impact 
Assessment, Project No. P01637, 
Revision 009 

E-LAB Consulting 23 October 2025 

Western Facade Glazing Advice, 
SY242778 

Northrop 22 October 2025 
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Operational Plan of Management - 24 October 2025 

Operational Waste Management 
Plan, Report No. 6593, Revision H 

Elephant’s Foot 
Consulting 

23 October 2025 

Revised Preliminary Public Art 
Strategy, Reference P4187 

UAP Company October 2025 

Solar Light Reflectivity Study, 
WJ568-05F01(rev0)- SR Memo 

Windtech  23 October 2025 

Solar Light Reflectivity Memo, 
WJ568-01F03(REV3)- SR 
REPORT 

Windtech  21 May 2025 

Stormwater Management Report, 
Ref: SY242778, Revision B 

Northrop 23 October 2025 

Structural Report, Ref: ST242778-
00-ST-RP01, Rev: 8 

Northrop 4 November 2025 

Transport Impact Assessment, 
2481, Rev A 

JMT Consulting 23 October 2025 

VPA Letter of Offer Mills Oakley 17 October 2025 

Preliminary Construction 
Management Plan, Rev A 

Avenor June 2025 

DDA Capability Statement, 
Reference: S240455, Revision 5 

BM+G 20 June 2025 
 

Infrastructure Assessment, 
Revision 05 

Neuron 19 June 2025 
 

Aeronautical Impact Assessment, 
Report 1.1.3 

Strategic Airspace 18 June 2025 
 

Ecologically Sustainable 
Development Report, Ref: 
ST242778-00 - RPSE1, Rev: 3 

Northrop 18 June 2025 
 

Ventilation Summary Report Northrop 4 June 2025 
 

Pedestrian Wind Environment 
Assessment, WJ568-
01F02(REV4) 

Windtech 
Consultants Pty Ltd 

19 May 2025 

 
In the event of any inconsistency between the approved plans and supplementary 
documentation, the approved drawings will prevail. 
 
Condition Reason: To ensure all parties are aware of the approved plans and 
supporting documentation that applies to the development. 
 

2.  Compliance with Condition 1 
The development must be carried out in accordance with any recommendations 
contained in the approved Documents listed in condition 1. 
 
Condition Reason: To ensure that the development is carried out in accordance 
with any recommendations within the supporting documentation. 
 

3.  Staged Construction 
The works must be carried out in stages, with relevant conditions being satisfied 
prior to issue of a relevant Construction Certificate, where specified in the 
conditions of consent, for each stage as detailed  below: 

• CC1 – Demolition 

• CC2 – Shoring and Excavation plus in ground services 

• CC3 – Structure and Services 

• CC4 – Façade and general envelope 

• CC5 – Fit out 

• CC6 – External Works and Landscaping 
 
Condition Reason: To ensure that the development is carried out in an orderly 
manner. 
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 Condition 

 
4.  Signage 

No signage forms part of this consent. A separate consent must be obtained for 
any signage associated with the development.  
 
Condition Reason: To ensure that the development is consistent with the 
development consent sought. 
 

5.  Amendment of Plans & Documentation 
The approved plans and documents must be amended in accordance with the 
following requirements: 
 

a) Transom windows above the individual sleeping room areas to Type 
2A and 2C rooms must be operable in order to provide opportunities 
for natural ventilation to kitchen areas.  
 

b) The following rooms must have privacy screens installed: 

• AL02.44 

• AL03.42 
 

c) The fine-grain design of the privacy screens, including the materiality, 
finish, spacing and opening dimensions in detail. 

 
Details of compliance with the above conditions are to be submitted to and 
approved by Council’s Manager Development Assessment prior to the issue of the 
Stage 4  Construction Certificate.  
 
Condition Reason: To require amendments to the plans endorsed by the consent 
authority following assessment of the development. 
 

6.  Site Consolidation 
The applicant/owner shall prepare and register a ‘Plan of Consolidation’ that 
consolidates all current lots within the subject development site into 1 lot. The 
applicant/developer shall meet all costs associated with the registration of the ‘Plan 
of Consolidation and evidence of registration shall be provided to the satisfaction of 
the Principal Certifier.  
 
Condition Reason: To ensure the site is consolidated into 1 lot.  
 

7.  Site-Through Link 
A Right of Way is to be placed on the title of the subject property which ensures 
that public access is permitted on the respective areas of the site-through links.  
 
The applicant must liaise with Council to obtain Council’s wording and 
requirements for the right of way. Evidence of the registered Right of Way is to be 
provided to Council’s Manager Development Assessment prior to the issue of the 
relevant Occupation Certificate.  
 
Note: Council must be named as the authority benefitted by the Right of Way and 
also the authority with the power to vary the terms of the Right of Way. 
 
Condition Reason: To establish a network of laneway that encourage pedestrian 
movements and social gathering spaces  
 

8.  Voluntary Planning Agreement 
The development shall be undertaken in accordance with the applicable terms and 
conditions of the Voluntary Planning Agreement executed by the Developer and 
Randwick City Council in accordance with condition A1 for 399-405 Anzac Parade, 
2-4 Sturt Street & 19-21 Bunnerong Road, Kingsford.  
 
Condition Reason: To comply with the condition of consent. 
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 Condition 

 
9.  Voluntary Planning Agreement 

Contributions paid to Council pursuant to the Voluntary Planning Agreement 
executed in accordance with Condition A1 are to be taken into consideration in 
determining the development contributions payable pursuant to this condition of 
this consent. 
 
Condition Reason: To comply with the condition of consent. 
 

10.  Green Travel Plan  
An amended Green Travel Plan shall be prepared in accordance with the approved 
plans and the conditions of consent and submitted to Council’s Department of 
Integrated Transport for approval, which endeavours to minimise the parking and 
traffic generation of the proposed development. The green travel is to set out the 
following: 
 

a) Future travel mode share targets and specifically a reduction in car driver 
mode share. 
 

b) Travel demand management strategies & incentives to encourage 
sustainable travel. 
 

c) Initiatives to implement and monitor travel measures such as car share and 
bike share. 

 
The approved Green Travel Plan shall be implemented during the operational life of 
the development.  
 
The Travel Plan shall be submitted to and approved by Council’s Department of 
integrated Transport prior to the issuing of the relevant  Occupation Certificate. 
 
Condition Reason: To ensure that sustainable transportation is implemented for the 
lift of the development. 
 

11.  Provision of Electrical Vehicle Charging Facilities 
Electrical vehicle charging point and charging capacity shall be provided (i.e. 1 per 
5 onsite parking spaces that allows capacity for charging for all electric vehicle 
parking spaces simultaneously). 
 
Condition Reason: To ensure that sustainable transportation technology is 
implemented for electric vehicle support. 
 

12.  Water NSW – General Terms of Approval 
The General Terms of Approval from Water NSW, Ref IDAS1163760, provided in 
the letter dated 5 November 2025, shall be complied with as follows:  
 
Dewatering  
GT0115-
00001  

Groundwater must only be pumped or extracted for the purpose of 
temporary construction dewatering at the site identified in the 
development application. For clarity, the purpose for which this 
approval is granted is only for dewatering that is required for the 
construction phase of the development and not for any dewatering 
that is required once construction is completed.  

GT0119-
00001  

All extracted groundwater must be discharged from the site in 
accordance with Council requirements for stormwater drainage or 
in accordance with any applicable trade waste agreement.  

GT0120-
00001  

The design and construction of the building must prevent: (a)any 
take of groundwater, following the grant of an occupation certificate 
(and completion of construction of development), by making any 
below-ground levels that may be impacted by any water table fully 
watertight for the anticipated life of the building. Waterproofing of 



 

9 
 

 Condition 

below-ground levels must be sufficiently extensive to incorporate 
adequate provision for unforeseen high water table elevations to 
prevent potential future inundation; (b)obstruction to groundwater 
flow, by using sufficient permanent drainage beneath and around 
the outside of the watertight structure to ensure that any 
groundwater mounding shall not be greater than 10 % above the 
pre-development level; and (c)any elevated water table from rising 
to within 1.0 m below the natural ground surface.  

GT0122-
00001  

Construction Phase Monitoring programme and content: a) A 
monitoring programme must be submitted, for approval, to 
WaterNSW with the water supply work application. The monitoring 
programme must, unless agreed otherwise in writing by 
WaterNSW, include matters set out in any Guide published by the 
NSW Department of Planning Industry and Environment in relation 
to groundwater investigations and monitoring. Where no Guide is 
current or published, the monitoring programme must include the 
following (unless otherwise agreed in writing by WaterNSW): i. Pre-
application measurement requirements: The results of groundwater 
measurements on or around the site, with a minimum of 3 bore 
locations, over a minimum period of 3 months in the six months 
prior to the submission of the approval to WaterNSW. ii. Field 
measurements: Include provision for testing electrical conductivity; 
temperature; pH; redox potential and standing water level of the 
groundwater; iii. Water quality: Include a programme for water 
quality testing which includes testing for those analytes as required 
by WaterNSW; iv. QA: Include details of quality assurance and 
control v. Lab assurance: Include a requirement for the testing by 
National Association of Testing Authorities accredited laboratories. 
b) The applicant must comply with the monitoring programme as 
approved by WaterNSW for the duration of the water supply work 
approval (Approved Monitoring Programme). 

GT0123-
00001  

(a) Prior to the issuing of the occupation certificate, and following 
the completion of the dewatering activity, and any monitoring 
required under the Approved Monitoring Programme, the applicant 
must submit a completion report to WaterNSW. (b) The completion 
report must, unless agreed otherwise in writing by WaterNSW, 
include matters set out in any guideline published by the NSW 
Department of Planning Industry and Environment in relation to 
groundwater investigations and monitoring. Where no guideline is 
current or published, the completion report must include the 
following (unless otherwise agreed in writing by WaterNSW): 1) All 
results from the Approved Monitoring Programme; and 2) Any other 
information required on the WaterNSW completion report form as 
updated from time to time on the WaterNSW website. c) The 
completion report must be submitted using "Completion Report for 
Dewatering work form" located on WaterNSW website 
www.waternsw.com.au/customer-service/water-
licensing/dewatering   

GT0150-
00001  

The extraction limit shall be set at a total of 3ML per water year 
(being from 1 July to 30 June). The applicant may apply to 
WaterNSW to increase the extraction limit under this condition. Any 
application to increase the extraction limit must be in writing and 
provide all information required for a hydrogeological assessment. 
Advisory note: Any application to increase the extraction limit 
should include the following: - Groundwater investigation report 
describing the groundwater conditions beneath and around the site 
and subsurface conceptualisation - Survey plan showing ground 
surface elevation across the site - Architectural drawings showing 
basement dimensions - Environmental site assessment report for 
any sites containing contaminated soil or groundwater (apart from 
acid sulphate soils (ASS)) - Laboratory test results for soil sampling 

http://www.waternsw.com.au/customer-service/water-licensing/dewatering
http://www.waternsw.com.au/customer-service/water-licensing/dewatering
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testing for ASS - If ASS, details of proposed management and 
treatment of soil and groundwater. Testing and management 
should align with the NSW Acid Sulphate Soil Manual. 

GT0151-
00001  

Any dewatering activity approved under this approval shall cease 
after a period of two (2) years from the date of this approval, unless 
otherwise agreed in writing by WaterNSW (Term of the dewatering 
approval). Advisory note: an extension of this approval may be 
applied for within 6 months of the expiry of Term.  

GT0152-
00001  

This approval must be surrendered after compliance with all 
conditions of this approval, and prior to the expiry of the Term of 
the dewatering approval, in condition GT0151-00001. Advisory 
note: an extension of this approval may be applied for within 6 
months of the expiry of Term.  

GT0155-
00001  

The following construction phase monitoring requirements apply 
(Works Approval): a. The monitoring bores must be installed in 
accordance with the number and location shown, as modified by 
this approval, unless otherwise agreed in writing with WaterNSW. 
b. The applicant must comply with the monitoring programme as 
amended by this approval (Approved Monitoring Programme). c. 
The applicant must submit all results from the Approved Monitoring 
Programme, to WaterNSW, as part of the Completion Report 

GT0174-
00001  

Construction phase monitoring bore requirements GTA: a) 
Monitoring bores are required to be installed and collecting data 
prior for at least 3 months prior to submitting a water supply work 
approval b) A minimum of three monitoring bore locations are 
required at or around the subject property, unless otherwise agreed 
by WaterNSW. c) The location and number of proposed monitoring 
bores must be submitted for approval, to WaterNSW and should be 
submitted prior to the application for a water supply work approval. 
d) The monitoring bores should be used to develop a water table 
map for the site and its near environs. e) The monitoring bores 
must be protected from construction damage. Advisory note: no 
approval under the Water Management Act 2000 is required for 
these monitoring bores provided that they extract less than 
3ML/water year.  

GT0279-
00001  

A construction certificate can be issued for excavation work in 
accordance with a valid development consent, however dewatering 
cannot take place without an Approval being granted by Water 
NSW for any water supply works required by the development. If 
the excavation work will or is likely to require dewatering, the 
applicant must apply and obtain, an approval under the Water 
Management Act 2000 prior to any dewatering taking place and 
notify WaterNSW of the programme for the dewatering activity 
including the commencement and proposed completion dates of 
the dewatering activity. Advisory Note: An approval under the 
Water Management Act 2000 is required to construct and/or install 
the water supply works. For the avoidance of doubt, these General 
Terms of Approval do not represent any authorisation for the take 
of groundwater, nor do they constitute the grant or the indication of 
an intention to grant. A water use approval may also be required, 
unless the use of the water is for a purpose for which a 
development consent is in force.  

GT0281-
00001  

A water access licence, for the relevant water source, must be 
obtained prior to extracting groundwater, unless an exemption 
applies. Advisory Note: See Schedule 4 of the Water Management 
(General) Regulation 2025.  
 

 

Condition Reason: To comply with the GTAs issued by WaterNSW. 
 

13.  Ausgrid 
The applicant/developer is to comply with the following conditions from Ausgrid: 
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a) Ausgrid Underground Cables are in the vicinity of the development. 

Special care should be taken to ensure that driveways and any other 
construction activities do not interfere with existing underground cables 
located in the footpath or adjacent roadways. 
 
It is recommended that the developer locate and record the depth of all 
known underground services prior to any excavation in the area. 
Information regarding the position of cables along footpaths and roadways 
can be obtained by contacting Before You Dig Australia (BYDA). 
 
In addition to BYDA the proponent should refer to the following documents 
to support safety in design and construction: 
 
SafeWork Australia – Excavation Code of Practice. 
 
Ausgrid’s Network Standard NS156 which outlines the minimum 
requirements for working around Ausgrid’s underground cables. 
 
The following points should also be taken into consideration. 
 
Ausgrid cannot guarantee the depth of cables due to possible changes in 
ground levels from previous activities after the cables were installed. 
 
Should ground levels change above Ausgrid’s underground cables in areas 
such as footpaths and driveways, Ausgrid must be notified, and written 
approval provided prior to the works commencing. 
 
Should ground anchors be required in the vicinity of Ausgrid underground 
cables, the anchors must not be installed within 300mm of any cable, and 
the anchors must not pass over the top of any cable. 
 

b) Ausgrid Overhead Powerlines are in the vicinity of the development. 
The developer should refer to SafeWork NSW Document – Work Near 
Overhead Powerlines: Code of Practice. This document outlines the 
minimum separation requirements between electrical mains (overhead 
wires) and structures within the development site throughout the 
construction process. It is a statutory requirement that these distances be 
maintained throughout the construction phase. 
 
Consideration should be given to the positioning and operating of cranes, 
scaffolding, and sufficient clearances from all types of vehicles that are 
expected be entering and leaving the site. 
 
The “as constructed” minimum clearances to the mains must also be 
maintained. These distances are outlined in the Ausgrid Network Standard, 
NS220 Overhead Design Manual. This document can be sourced from 
Ausgrid’s website at www.ausgrid.com.au. 
 
It is the responsibility of the developer to verify and maintain minimum 
clearances onsite. In the event where minimum safe clearances are not 
able to be met due to the design of the development, the Ausgrid mains 
may need to be relocated in this instance. Any Ausgrid asset relocation 
works will be at the developer’s cost. 
 

c) New Driveways - Proximity to Existing Poles 
Proposed driveways shall be located to maintain a minimum clearance of 
1.5m from the nearest face of the pole to any part of the driveway, 
including the layback, this is to allow room for future pole replacements. 
Ausgrid should be further consulted for any deviation to this distance. 
 

http://www.ausgrid.com.au/
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d) New or modified connection 
To apply to connect or modify a connection for a residential or commercial 
premises. Ausgrid recommends the proponent to engage an Accredited 
Service Provider and submit a connection application to Ausgrid as soon 
as practicable. Visit the Ausgrid website for further details; 
https://www.ausgrid.com.au/Connections/Get-connected  
 
Additional information can be found in the Ausgrid Quick Reference Guide 
for Safety Clearances “Working Near Ausgrid Assets - Clearances". This 
document can be found by visiting the following Ausgrid website: 
www.ausgrid.com.au/Your-safety/Working-Safe/Clearance-enquiries  

 
Condition Reason: To comply with Ausgrid requirements. 
 

14.  Sydney Airport Corporation 
The applicant/developer is to comply with the following conditions from Sydney 
Airport Corporation: 
 

a) The building must not exceed a maximum height of 73 metres AHD, 
including all lift over-runs, vents, chimneys, aerials, antennas, lightning 
rods, any roof top garden plantings, exhaust flues etc. 
 

b) The Proponent must advise Airservices Australia at least three business 
days prior to the controlled activity commencing by emailing 
ifp@airservicesaustralia.com and quoting YSSY-CA-1036. 
 

c) Separate approval must be sought under the Regulations for any 
equipment (e.g. cranes, concrete pumps) required to construct the building. 
Construction cranes or concrete pumps may be required to operate at a 
height significantly higher than that of the proposed controlled activity and 
consequently, may not be approved under the Regulations. Therefore, it is 
advisable that approval to operate construction equipment (e.g. cranes, 
concrete pumps) be obtained prior to any commitment to construct. 
 

d) The Proponent has provided evidence that the development can be 
constructed without the need for the hammerhead tower crane to infringe 
PANS-OPS, therefore this option must be employed in the Construction 
Management Plan. 
 

e) On completion of construction of the building, the Proponent must provide 
SACL with a written report from a certified surveyor on the finished height 
of the building. 
 

f) A separate assessment and approval under the Regulations will be 
required for any further addition to the height of the building (including the 
installation of antennas) as it will increase the penetration of the OLS. 

 
Condition Reason: To comply with Sydney Airport Corporation requirements. 
 

15.  Sydney Water 
The applicant/developer is to comply with the following conditions from Sydney 
Water: 
 
Building Plan Approval (including Tree Planting Guidelines)  
 
The plans must be approved by Sydney Water prior to demolition, excavation or 
construction works commencing. This allows Sydney Water to determine if sewer, 
water or stormwater mains or easements will be affected by any part of your 
development. Any amendments to plans will require re-approval. Please go to 
Sydney Water Tap in® to apply.  
 

https://www.ausgrid.com.au/Connections/Get-connected
http://www.ausgrid.com.au/Your-safety/Working-Safe/Clearance-enquiries
mailto:ifp@airservicesaustralia.com
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Sydney Water recommends developers apply for a Building Plan Approval early as 
to reduce unnecessary delays to further referrals or development timescales. 
  
Condition Reason: To comply with Sydney Water requirements. 
 

16.  Transport for NSW 
The applicant/developer is to comply with the following conditions from Transport 
for NSW: 
 

a) All buildings and structures (other than pedestrian footpath awnings), 
together with any improvements integral to the future use of the site are to 
be wholly within the freehold property unlimited in height or depth along the 
Anzac Parade and Bunnerong Road boundary. Any proposed awning shall 
be setback a minimum of 0.6 metres from the face of kerb on Anzac 
Parade and Bunnerong Road to protect against the overhang of large 
vehicles. 
 

b) The redundant driveways on the Anzac Parade and Bunnerong Road 
boundary shall be removed and replaced with kerb and gutter to match 
existing. The design and construction of the kerb and gutter and associated 
works on Anzac Parade and Bunnerong Road shall be in accordance with 
TfNSW requirements. Detailed design plans are to be submitted to TfNSW 
for approval prior to the issue of a Construction Certificate and 
commencement of any road works. Please send all documentation to 
development.sydney@transport.nsw.gov.au. A plan checking fee and 
lodgement of a performance bond is required from the applicant prior to the 
release of the approved road design plans by TfNSW. 
 

c) Detailed design plans and hydraulic calculations of any changes to the 
stormwater drainage system that impact upon Anzac Parade and 
Bunnerong Road are to be submitted to TfNSW for approval, prior to the 
issue of a Construction Certificate and the commencement of any works. 
Please send all documentation to 
development.sydney@transport.nsw.gov.au. A plan checking fee will be 
payable, and a performance bond may be required before TfNSW approval 
is issued. 
 

d) The developer is to submit design drawings and documents relating to the 
excavation of the site and support structures to TfNSW for assessment, in 
accordance with Technical Direction GTD2020/001. 
 
The developer is to submit all documentation prior to the issue of a 
Construction Certificate and at least six (6) weeks prior to commencement 
of construction and is to meet the full cost of the assessment by TfNSW. 
Please send all documentation to 
development.sydney@transport.nsw.gov.au. 
 
If it is necessary to excavate below the level of the base of the footings of 
the adjoining roadways, the person acting on the consent shall ensure that 
the owner/s of the roadway is/are given at least seven (7) day notice of the 
intention to excavate below the base of the footings. The notice is to 
include complete details of the work. 
 

e) Any public utility adjustment/relocation works on the state road network will 
require detailed civil design plans for road opening/underboring to be 
submitted to TfNSW for review and acceptance prior to the issue of a 
Construction Certificate and the commencement of any works. The 
developer must also obtain any necessary approvals from the various 
public utility authorities and/or their agents. Please send all documentation 
to development.sydney@transport.nsw.gov.au. A plan checking fee will be 
payable, and a performance bond may be required before TfNSW approval 

mailto:development.sydney@transport.nsw.gov.au
mailto:development.sydney@transport.nsw.gov.au
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is issued. 
 

f) A Road Occupancy Licence (ROL) shall be obtained from the Transport 
Management Centre for any works that may impact on traffic flows on 
Anzac Parade and Bunnerong Road during construction activities. An ROL 
can be obtained through 
https://myrta.com/oplinc2/pages/security/oplincLogin.jsf.    

 
Condition Reason: To comply with Transport for NSW requirements. 
 

17.  Transport for NSW 
The applicant/developer is to comply with the following conditions from Transport 
for NSW: 
 

a) The applicant must comply with all Altrac Light Rail Partnership (Altrac) or 
any subsequent operator of Sydney Light Rail (Sydney Light Rail Operator) 
policies, rules and procedures when working in and about the Sydney Light 
Rail corridor;  
 

b) The applicant must comply with the requirements of ASA standards T HR 
CI 12090 ST Airspace and External Developments version 1.0 and 
Development Near Rail Corridors and Busy Roads- Interim Guidelines; 
  

c) Activities of the applicant must not affect and/or restrict Sydney Light Rail 
operations without prior written agreement between the applicant, 
Transport for NSW (TfNSW), Altrac, and the Sydney Light Rail Operator, 
and it is a condition precedent that such written agreement must be 
obtained no later than two (2) months prior to the activity. Any requests for 
agreement are to include as a minimum the proposed duration, location, 
scope of works, and other information as required by the Sydney Light Rail 
Operator;  
 

d) The applicant must apply to Altrac and the Sydney Light Rail Operator for 
any required network shutdowns four (4) months prior to each individual 
required network shutdown event. Each request for network shutdown 
must include as a minimum the proposed shutdown dates, duration, 
location, scope of works, and other information as required by the Sydney 
Light Rail Operator. The Sydney Light Rail Operator may grant or refuse a 
request for network shutdown at its discretion;  
 

e) The applicant shall provide safe and unimpeded access for Sydney Light 
Rail patrons traversing to and from the Sydney Light Rail stops at all times; 
 

f) TfNSW, and persons authorised by it for this purpose, are entitled to 
inspect the site of the approved development and all structures to enable it 
to consider whether those structures on that site have been or are being 
constructed and maintained in accordance with these conditions of 
consent, on giving reasonable notice to the principal contractor for the 
approved development or the owner or occupier of the part of the site to 
which access is sought; and  
 

g) All TfNSW, Altrac and Sydney Light Rail Operator’s costs associated with 
review of plans, designs and legal must be borne by the applicant. 

  
Condition Reason: To comply with Transport for NSW requirements. 
 

 
 

BUILDING WORK 
BEFORE ISSUE OF A CONSTRUCTION CERTIFICATE 

https://myrta.com/oplinc2/pages/security/oplincLogin.jsf
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18.  Consent Requirements 
The requirements and amendments detailed in the ‘General Conditions’ must be 
complied with and be included in the construction certificate plans and associated 
documentation. 
 
Condition Reason: To ensure any requirements or amendments are included in the 
Construction Certificate documentation. 
 

19.  Consent Requirements – Deferred Commencement 
The requirements of the deferred commencement conditions are to be 
implemented in the relevant Construction Certificate documentation. 
 
Condition Reason: To ensure any requirements or amendments are included in the 
Construction Certificate documentation. 
 

20.  External Colours, Materials & Finishes 
The colours, materials and finishes of the external surfaces to the building are to be 
compatible with the adjacent development to maintain the integrity and amenity of 
the building and the streetscape. 
 
Details of the proposed colours, materials and textures (i.e. a schedule and 
brochure/s or sample board) are to be submitted to and approved by Council’s 
Manager Development Assessments prior to issuing the Stage 4 Construction 
Certificate for the development. 
 
Condition Reason: To ensure colours, materials and finishes are appropriate and 
compatible with surrounding development. 
 

21.  Kensington and Kingsford Town Centre Community Infrastructure 
Contributions 
In accordance Clause 6.17 (Community infrastructure height of buildings and floor 
space at Kensington and Kingsford town centres) of the RLEP 2012, a monetary 
community infrastructure contribution (CIC) must be paid to Council prior to the 
issue of the first Construction Certificate.  
 
The CIC is calculated at $475 x per square metre of additional residential floor 
space granted under the Alternative Height of Building Height Map applicable to the 
site under Clause 6.17 of the RLEP 2012. 
 
The levy must be paid in cash, bank cheque or by credit card. The development is 
subject to an index to reflect quarterly variations in the Consumer Price Index (CPI) 
from the date of Council’s determination to the date of payment. Please contact 
Council on telephone 9093 6999 or 1300 722 542 for the indexed contribution 
amount prior to payment. 
 
To calculate the indexed levy, the following formula must be used: 
 
IDC = ODC x CP2/CP1 
 
Where: 
IDC = the indexed development cost 
ODC = the original development cost determined by the Council 
CP2 = the Consumer Price Index, All Groups, Sydney, as published by the ABS in 
respect of the quarter ending immediately prior to the date of payment 
CP1 = the Consumer Price Index, All Groups, Sydney as published by the ABS in 
respect of the quarter ending immediately prior to the date of imposition of the 
condition requiring payment of the levy. 
 
Condition Reason: To ensure relevant contributions are paid. 
 

22.  Kensington and Kingsford Town Centre Community Infrastructure Works-in-
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Kind 
The proposed works-in-kind shall be provided in accordance with the following:  
 

a) Details and costings of the works proposed to be carried out in accordance 
with Council’s Kensington to Kingsford Community Infrastructure 
Contributions Plan;  
 
The works must be carried out to Council’s satisfaction and, where so 
satisfied, written acceptance of the proposed works will be provided by 
Council, such satisfaction not being unreasonably withheld.  

 
b) In circumstances where the proposed works are not feasible, are no longer 

required, or Council can carry out the works on a more cost-efficient basis 
or provide a superior quality product, a monetary contribution will be 
provided to Council in lieu of the proposed works. 
 

Condition Reason: To ensure relevant public domain works are carried out in 
accordance with Council’s requirements.  
 

23.  Kensington and Kingsford Town Centre Affordable Housing Contributions 
An affordable housing contribution is required to be paid to Council, calculated in 
accordance with Division 2 of RLEP 2012 and the Kensington and Kingsford Town 
Centres Affordable Housing Plan adopted on 10 December 2019 (as amended). 
  
The monetary contribution for the residential TFA is to be calculated in accordance 
with the equivalent monetary value of $731.25. 
 
The contribution period (for which the equivalent monetary value applies) is 1 July 
2025 until 31 December 2025.  
 
Payment of the contribution shall made be prior to the issue of the first Construction 
Certificate, to the satisfaction of the Manager Development Assessment.  

 
The contribution is subject to a bi-annual index on the first days of January and 
July, with reference to the most recently published median strata dwelling price in 
the Randwick LGA, as detailed in the NSW Government Rent and Sales Report, 
Table: Sales Price - Greater Metropolitan Region – Strata.  
 
Prior to payment, please contact Council via (02) 9093 6000 or 
council@randwick.nsw.gov.au for the indexed contribution amount.  

 
The formula for adjusting a contribution amount in a condition of consent is: 
 

Monetary Contribution = Base Contribution Amount x (MDP2/ MDP1) 
 

Where:  
Base Contribution Amount is the amount obtained from the Notice of 
Determination and based on the monetary contribution amounts at the time 
of determination of the development application  
MDP1 is the median strata dwelling price that applied at the time of 
consent.  
MDP2 is the median strata dwelling price that applies at the time of 
payment. 

 
Condition Reason: To ensure that the affordable housing component is provided in 
accordance with Council’s Affordable Housing Plan. 
 

24.  Kensington and Kingsford Town Centre Section 7.12 Development 
Contributions 
A revised estimated development cost report prepared in accordance with Clause 6 
of the EP&A Reg 2021 and by a registered Quantity Surveyor for the approved 

mailto:council@randwick.nsw.gov.au
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development shall be submitted and approved by Council’s Manager Development 
Assessment prior to the issue of the first Construction Certificate. 
 
The monetary contribution levy as required under Section 7.12 Development 
Contributions Plan for K2K town centre (i.e. 2.5% of the estimated development 
cost) shall be based on the final approved amount as per the above. 
 
The levy must be paid in cash, bank cheque or by credit card prior to the first 
construction certificate being issued for the proposed development.  The 
development is subject to an index to reflect quarterly variations in the Consumer 
Price Index (CPI) from the date of Council’s determination to the date of payment. 
Please contact Council on telephone 9093 6000 or 1300 722 542 for the indexed 
contribution amount prior to payment.  
 
To calculate the indexed levy, the following formula must be used:  
 
IDC = ODC x CP2/CP1 
 
Where: 
IDC = the indexed development cost 
ODC = the original development cost determined by the Council 
CP2 = the Consumer Price Index, All Groups, Sydney, as published by the ABS in  
respect of the quarter ending immediately prior to the date of payment 
CP1 = the Consumer Price Index, All Groups, Sydney as published by the ABS in 
respect of the quarter ending immediately prior to the date of imposition of the 
condition requiring payment of the levy. 
 
Condition Reason: To ensure relevant contributions are paid. 
 

25.  Long Service Levy Payments 
Before the issue of a Construction Certificate, the relevant long service levy 
payment must be paid to the Long Service Corporation of Council under the 
Building and Construction industry Long Service Payments Act 1986, section 34, 
and evidence of the payment is to be provided to the Principal Certifier, in 
accordance with Section 6.8 of the Environmental Planning and Assessment Act 
1979. 
 
At the time of this development consent, Long Service Levy payment is applicable 
on building work having a value of $250,000 or more, at the rate of 0.25% of the 
cost of the works. 
 
Condition Reason: To ensure the long service levy is paid. 
 

26.  Security Deposits 
The following security deposits requirement must be complied with prior to the first 
construction certificate being issued for the development, as security for making 
good any damage caused to Council’s assets and infrastructure; and as security for 
completing any public work; and for remedying any defect on such public works, in 
accordance with section 4.17(6) of the Environmental Planning and Assessment 
Act 1979: 
 

• $20,000.00 - Damage / Civil Works Security Deposit 
 
Security deposits may be provided by way of a cash, cheque, credit card payment 
or bank guarantee, and is refundable upon a satisfactory inspection by Council 
upon the completion of the civil works which confirms that there has been no 
damage to Council’s infrastructure. 
 
The owner/builder is also requested to advise Council in writing and/or photographs 
of any signs of existing damage to the Council roadway, footway, or verge prior to 
the commencement of any building/demolition works. 
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To obtain a refund of relevant deposits, a Security Deposit Refund Form is to be 
forwarded to Council’s Director of City Services upon issuing of the relevant 
occupation certificate or completion of the civil works. 
 
Condition Reason: To ensure any damage to public infrastructure is rectified and 
public works can be completed. 
 

27.  Housing and Productivity Contribution 
Before the issue of the first Construction Certificate, the housing and productivity 
contribution (HPC) set out in the table below is required to be made. 
 

Housing and productivity contribution Amount 

Housing and productivity contribution (base component) $32.44 
(rounded) per 
square metre 
of new GFA.  
 
17,649m2 x 
$32.44 = 
$572,484.36 
 

Transport project component Nil. 

Total housing and productivity contribution $572,484.36 
 

 
The HPC must be paid using the NSW planning portal.  
 
At the time of payment, the amount of the HPC is to be adjusted in accordance with 
the Environmental Planning and Assessment (Housing and Productivity 
Contributions) Order 2024 (HPC Order).  
 
The HPC may be made wholly or partly as a non-monetary contribution (apart from 
any transport project component) if the Minister administering the Environmental 
Planning and Assessment Act 1979 agrees.  
 
The HPC is not required to be made to the extent that a planning agreement 
excludes the application of Subdivision 4 of Division 7.1 of the Environmental 
Planning and Assessment Act 1979 to the development, or the HPC Order 
exempts the development from the contribution. 
 
The amount of the contribution may be reduced under the HPC Order, including if 
payment is made before 1 July 2025. 
 
Condition Reason: To require contributions towards the provision of regional 
infrastructure, and to ensure the housing and productivity contribution is paid. 
 

28.  Sydney Water 
All building, plumbing and drainage work must be carried out in accordance with 
the requirements of the Sydney Water Corporation. 
 
The approved plans must be submitted to the Sydney Water Tap in™ online 
service, to determine whether the development will affect Sydney Water’s 
wastewater and water mains, stormwater drains and/or easements, and if any 
further requirements need to be met.   
 
The Tap in™ service provides 24/7 access to a range of services, including: 
 

• Building plan approvals 

• Connection and disconnection approvals 
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• Diagrams 

• Trade waste approvals 

• Pressure information 

• Water meter installations 

• Pressure boosting and pump approvals 

• Change to an existing service or asset, e.g. relocating or moving an asset. 
 
Sydney Water’s Tap in™ in online service is available at: 
https://www.sydneywater.com.au/SW/plumbing-building-
developing/building/sydney-water-tap-in/index.htm 
 
The Principal Certifier must ensure that the developer/owner has submitted the 
approved plans to Sydney Water Tap in online service. 
 
Condition Reason: To ensure the development satisfies Sydney Water 
requirements. 
 

29.  Building Code of Australia  
In accordance with section 4.17 (11) of the Environmental Planning and 
Assessment Act 1979 and section 69 of the Environmental Planning and 
Assessment Regulation 2021, it is a prescribed condition that all building work must 
be carried out in accordance with the provisions of the National Construction Code 
- Building Code of Australia (BCA). 
 
Details of compliance with the relevant provisions of the BCA and referenced 
Standards must be included in the relevant Construction Certificate application for 
all stages, in accordance with: 
 

a) The requirements of the BCA Capability Statement for DA, prepared by 
BM&G, dated 23 October 2025 (Reference 240454); and  
 

b) The DA Letter for Student Accommodation, prepared by Engineering Lab 
NSW Pty Ltd, dated 24 October 2025.   

 
Condition Reason: Prescribed condition under section 69 of the Environmental 
Planning and Assessment Regulation 2021. 
 

30.  Building Code of Australia  
Access and facilities for people with disabilities must be provided to new building 
work in accordance with the relevant requirements of the Building Code of 
Australia, Disability (Access to Premises – Buildings) Standards 2010 and relevant 
Australian Standards, to the satisfaction of the Registered Certifier for the 
development and details are to be included in the Stage 3 construction certificate 
for the development, in accordance with the DDA Capability Statement, prepared 
by BG&M, dated 24 October 2025 (Reference S240455). 
 
Condition Reason: To ensure safe and easy access to the premises for people with 
a disability. 
 

31.  Site stability, Excavation and Construction work 
A report must be obtained from a suitably qualified and experienced professional 
engineer/s, which includes the following details, to the satisfaction of the appointed 
Certifier for the development: 
 

(a) Geotechnical details which confirm the suitability and stability of the site for 
the development and relevant design and construction requirements to be 
implemented to ensure the stability and adequacy of the development and 
adjoining properties. 

 
(b) Details of the proposed methods of excavation and support for the 

https://www.sydneywater.com.au/SW/plumbing-building-developing/building/sydney-water-tap-in/index.htm
https://www.sydneywater.com.au/SW/plumbing-building-developing/building/sydney-water-tap-in/index.htm
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adjoining land (including any public place) and buildings. 
 

(c) Details to demonstrate that the proposed methods of excavation, support 
and construction are suitable for the site and should not result in any 
damage to the adjoining premises, buildings or any public place, as a result 
of the works and any associated vibration. 

 
(d) Recommendations and requirements in the geotechnical engineers report 

shall be implemented accordingly and be monitored during the course of 
the subject site work. 

 
(e) Written approval must be obtained from the owners of the adjoining land to 

install any ground or rock anchors underneath the adjoining premises 
(including any public roadway or public place) and details must be provided 
to the appointed Certifier for the development prior to issue of a relevant 
construction certificate. 

 
Condition Reason: To ensure the subject site/development and adjoining land is 
adequately supported and protected during any works. 
 

32.  Noise and Vibration – Major or Mixed-Use Development 
Noise and vibration from the development must comply with the following 
requirements and a report prepared by a qualified Acoustic Consultant must be 
submitted to and approved by Council’s Director City Planning, prior to the issue of 
the Stage 2 Construction Certificate: 

 
a) Noise and vibration from the development shall be assessed in accordance 

with the NSW Environment Protection Authority (EPA) Noise Policy for 
Industry 2017, Assessing Vibration: A Technical Guideline (NSW 
Government, as amended), and any replacement guideline issued or 
approved by the NSW Environment Protection Authority and relevant 
Australian Standards and conditions of this development consent. 

 
b) Noise from commercial plant and industrial development must not exceed 

a project amenity/intrusiveness noise level or maximum noise level in 
accordance with relevant requirements of the NSW EPA Noise Policy for 
Industry 2017 (NPfI).  

 
Note: The stricter of the amenity/intrusiveness criteria becomes the 
prevailing criteria for the development. 
 

Condition Reason: To ensure that the acoustic amenity of residents is adequately 
protected.  
 

33.  Acoustic Privacy 
All co-living dwellings are to be designed and constructed to satisfy the following 
acoustic criteria: 
 

a) In naturally ventilated spaces – the repeatable maximum Leq (1 hour) 
should not exceed: 

• 35 dB(A) between 10.00pm and 7.00am in sleeping areas when 
windows are closed, 

• 40 dB(A) in sleeping areas when windows are open (24 hours), 

• 45 dB(A) in living areas when windows are closed (24 hours), 

• 50 dB(A) in living areas when windows are open (24 hours). 

 
Note: Where compliance with this clause cannot be achieved, the 
provisions of clause (c) shall prevail. 
 

b) In mechanically ventilated spaces – the repeatable maximum Leq (1 hour) 

https://www.epa.nsw.gov.au/-/media/epa/corporate-site/resources/noise/17p0524-noise-policy-for-industry.pdf
https://www.epa.nsw.gov.au/-/media/epa/corporate-site/resources/noise/17p0524-noise-policy-for-industry.pdf
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should not exceed the following criteria (when the mechanical ventilation 
system is operating, and doors and windows are closed): 

• 38 dB(A) in sleeping areas between 10.00pm and 7.00am, 

• 45 dB(A) in sleeping areas between 7.00am and 10.00pm, 

• 46 dB(A) in living areas (24 hours). 
 

Note: For future occupant comfort, mechanical ventilation may be installed 
in addition to natural ventilation and/or mechanically assisted fresh air 
systems; however, it must not be used as a substitute for satisfying 
applicable natural and fresh air ventilation requirements. 

 
c) Where natural ventilation/mechanically assisted fresh air is provided 

through other means (such as a plenum or similar), with the ventilation 
system open/operating: 

• 35 dB(A) between 10.00pm and 7.00am in sleeping areas,  

• 40 dB(A) between 7.00am and 10.00pm in sleeping areas, 

• 45 dB(A) 24 hours in living areas.  

 
(Noise emissions from intermittent, fluctuating noise sources)  

d) The LA10, 15 minute noise level emitted from the use must not exceed the 
background noise level (LA90, 15minute) in any Octave Band Centre 
Frequency (31.5 Hz to 8 kHz inclusive) by more than 5dB between the 
hours of 7.00am and 12.00 midnight when assessed at the boundary of 
any affected residence. 
 

e) Where the LA10, 15 minute noise level is below the threshold of hearing, Tf 
at any Octave Band Centre Frequency as defined in Table 1 of 
International Standard ISO 226 : 2003- Normal Equal-Loudness-Level 
Contours then the value of Tf corresponding to that Octave Band Centre 
Frequency shall be used instead. 
 

f) The noise from the use must not be audible within any habitable room in 
any residential use between the hours of 12.00 midnight and 7.00am. 
 

g) The LA10, 15 minute noise level emitted from the use must not exceed the 
background noise level (LA90, 15 minute) in any Octave Band Centre 
Frequency (31.5 Hz to 8 kHz inclusive) by more than 3dB when assessed 
indoors at any affected commercial premises. 
 

h) Noise from any entertainment and patrons, when assessed as an LA10 
enters any residential use through and internal to internal transmission 
path is not to exceed the existing internal LA90, 15 minute level in any 
Octave Band Centre Frequency (31.5Hz to 8kHz inclusive) when assessed 
in a habitable room at any affected residential use within the mixed-use 
development between the hours of 7am and 12 midnight and is to be 
inaudible between 12 midnight and 7am. 
 
Note: The LA10, 15 minute noise level emitted from the use is as per the 
definition in the Australian Standard AS1055-1997 Acoustics – Description 
and measurement of environmental noise. The background noise level 
LA90, 15 minute is to be determined in the absence of noise emitted by the 
use and be representative of the noise sensitive receiver. Background 
noise monitoring must be carried out in accordance with the long-term 
methodology in Fact Sheet B of the NPfl unless otherwise agreed by 
Council’s Planning Manager.  

 
i) All relevant performance parameters (including but not limited to 

requirements, engineering assumptions and recommendations) in the DA 
Acoustic Report prepared by Kanin Mungkarndee of E-LAB Consulting and 
authorised by Brandon Notaras of E-LAB Consulting, dated 23 October 



 

22 
 

 Condition 

2025, ref P01637 Revision 9, titled Noise and Vibration Impact Assessment 
399-405 Anzac Parade, Kingsford, Council Ref: D05908593 must be 
implemented in the development prior to the commencement of its use. 

 
Where there is an inconsistency between the acoustic report and 
conditions of this consent the conditions of consent prevail to the extent of 
the inconsistency.  

 
Note: A Suitably qualified Acoustic Consultant means a consultant who 
possesses the qualifications to render them eligible for membership of the 
Australian Acoustical Society, Institution of Engineers Australia or the 
Association of Australian Acoustical Consultants at the grade of member. 

 
Condition Reason: To ensure that the acoustic amenity of residents is adequately 
protected.  
 

34.  Mechanical Ventilation 
Prior to the issue of the Stage 3 Construction Certificate, the mechanical exhaust 
systems and/or shafts must be designed to allow for the discharge of effluent air 
above roof level and must be designed with capacity to accommodate exhaust 
ducts and mechanical ventilation systems for all commercial tenancies proposed 
with the potential to become a food premises in future. Systems must be designed 
in accordance with AS1668.2 – The Use of Ventilation and Air-conditioning in 
Buildings – Mechanical Ventilation in Buildings, and AS1668.1 – The Use of 
Ventilation and Air-conditioning in Buildings – Fire and Smoke Control in Buildings. 
 
Interlocks shall be installed to the kitchen mechanical ventilation system to ensure 
that the system is not operated unless the filters are correctly installed, and 
enhanced filtration and odour systems are fully functional and operational. 
 
Emission control equipment shall be provided in the mechanical exhaust system 
serving the cooking appliances, to effectively minimise the emission of odours, 
vapours and oils. 
 
Details of the proposed emission control equipment must be provided in the 
relevant plans and specifications for the construction certificate for the 
development. 
 
No charcoal of solid fuel cooking is approved as part of this application. 
 
For the purpose of this condition solid fuel cooking should be defined as any solid 
material used as a fuel to produce energy and provide heating through combustion 
for the purpose of cooking. Solid fuels will include but are not limited to wood, 
charcoal, peat, coal etc. 
 
Condition Reason: To ensure that mechanical exhaust systems are installed with 
consideration of amenity impacts. 
 

35.  Noise Emissions 
Noise from the development must not cause an ‘offensive noise’ as defined in the 
Protection of the Environment Operations Act 1997 and must satisfy the project 
amenity/intrusiveness noise level or the maximum noise level as detailed in the 
NSW EPA Noise Policy for Industry 2017 (NPfI) and conditions of this development 
consent. 
 
A report prepared by a qualified Acoustic Consultant, which provides details of 
compliance with the abovementioned criteria, must be provided to the Council and 
the Certifier for the development and any recommendations and requirements are 
to be included in all relevant Construction Certificates accordingly. 
 
Condition reason: To protect the amenity of residents.  
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36.  Public Art  

Details of compliance with public art design and strategy as outlined in the VPA 
and in accordance with the relevant controls under Section 29 – Public Art of Part 
D of Kensington and Kingsford Development Control Plan must be submitted to 
and approved by Council’s Manager Development Assessment prior to the issue of 
the Stage 4 Construction Certificate. This is to be in addition to the landscaped 
public art that forms part of the VPA. 
 
Condition Reason: To ensure the public artworks are appropriately integrated into 
the building design and the wider public realm.  
 

37.  Green Star Rating 
A revised Green Star Rating Report confirming the development achieves a 
minimum rating of 4 stars shall be prepared and submitted to Council’s Director 
City Planning, in accordance with Section 4.17 of the Environmental Planning and 
Assessment Act 1979 prior to the Stage 3  construction certificate being issued for 
the development. 
 
Condition Reason: To comply with Council’s DCP requirement. 
 

38.  Wind Impact Assessment 
A revised Wind Impact Assessment Report must be prepared in accordance with 
the controls under Section 28 of Part D of Kensington to Kingsford Development 
Control Plan. The plan shall be prepared and submitted to and approved by 
Council’s Director City Planning, in accordance with Section 4.17 of the 
Environmental Planning and Assessment Act 1979 prior to the Stage 3 construction 
certificate being issued for the development.  
 
Condition Reason: To comply with Council’s DCP requirement. 
 

39.  Air Quality Report 
In accordance with the Council K2K DCP Section 34 prior to the Stage 3 
Construction Certificate being issued, the applicant is to submit a report from a 
suitably qualified air quality consultant demonstrating compliance with the following: 
 

a) The development proposal addresses building design solutions and 
construction measures that reduce air pollution and improve indoor air 
quality for occupants, and  
 

b) a statement which explains how the development proposal has addressed 
the NSW Government ‘Development near rail corridors and busy roads – 
Interim Guideline’ and 
 

c) Air intake for proposals is to be sited well away from Anzac Parade or the 
pollution source (e.g. on top of tall buildings) or be provided with filtration to 
remove particulates 
 

d) Quantitative verification through Computational Fluid Dynamics (CFD) 
modelling will be required to confirm dispersion performance under the final 
geometry and operational scenarios prior to release of the construction 
certificate. 

 
Condition Reason: To comply with Council’s DCP requirement. 
 

40.  Electricity Substation 
The applicant must liaise with Ausgrid prior to obtaining the Stage 2  construction 
certificate (for any above ground works), to determine whether or not an electricity 
substation is required for the development. Any electricity substation required for 
the site as a consequence of this development shall be located within the site and 
shall be screened from view. The proposed location and elevation shall be shown 
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on relevant construction certificate and landscape plans.  
 
Condition Reason: To ensure that sufficient electricity supply is provided to the site. 
  

41.  Telecommunications Infrastructure 
Prior to the issue of the Stage 2 Construction Certificate in connection with this 
development, the developer (whether or not a constitutional corporation) is to 
provide evidence satisfactory to the Principal Certifier that arrangements have been 
made for: 
 

a) The installation of fibre-ready facilities to all individual lots and/or premises 
in a real estate development project so as to enable fibre to be readily 
connected to any premises that is being or may be constructed on those 
lots. Demonstrate that the carrier has confirmed in writing that they are 
satisfied that the fibre ready facilities are fit for purpose, and; 

 
b) The provision of fixed-line telecommunications infrastructure in the fibre-

ready facilities to all individual lots and/or premises in a real estate 
development project demonstrated through an agreement with a carrier.  

 
NOTE: Real estate development project has the meanings given in section 372Q of 
the Telecommunications Act. 
 
Condition Reason: To ensure that sufficient telecommunications infrastructure is 
provided to the site. 
 

42.  Survey Infrastructure 
Prior to the issue of any Construction Certificate, documentary evidence must be 
prepared by a Registered Surveyor and submitted to the appointed Certifying 
Authority and the Council that includes and addresses the following: 

 
a) A letter, signed by a current NSW Registered Land Surveyor and including 

his or her Board of Surveying and Spatial Information (BOSSI) 
identification number, stating that all investigations required under 
Surveyor-General’s Direction No.11 have been made for the subject site. 

 
b) The above letter is required to confirm if any survey infrastructure will be 

affected or impacted upon by the proposal. If no impact is identified this 
must be detailed by the Registered Land Surveyor. 

 
c) In the event that survey infrastructure is identified as vulnerable or will be 

affected or impacted upon by the approved development, a copy of any 
Surveyor-General’s Approval for Survey Mark Removal granted by NSW 
Spatial Services for the subject site, including all documentation submitted 
as part of that application (for example the survey mark audit schedule, 
strategy plan and strategy report) is required.  
 
The applicant must, where possible, ensure the preservation of existing 
survey infrastructure undisturbed and in its original state or else provide 
evidence of the Surveyor-General’s authorisation to remove or replace 
marks. 
 

Note:  Under Section 24 of the Surveying and Spatial Information Act 2002, it is 
an offence to remove, damage, destroy, displace, obliterate or deface any survey 
mark unless authorised to do so by the Surveyor-General.  
 
Condition Reason: To ensure that the development complies with the relevant 
survey infrastructure requirements. 
  

43.  Street Tree  Management 
The applicant must submit a payment of $12,071.32 (GST inclusive) to cover the 

http://www5.austlii.edu.au/au/legis/nsw/consol_act/sasia2002362/s3.html#survey_mark
http://www5.austlii.edu.au/au/legis/nsw/consol_act/sasia2002362/s3.html#survey_mark
http://www5.austlii.edu.au/au/legis/nsw/consol_act/sasia2002362/s3.html#surveyor-general


 

25 
 

 Condition 

following costs: 
 

a) For Council to remove, stump-grind and dispose of all street trees 
surrounding this site as Council’s standard requirement for the installation 
of a B-Class Hoarding in these same areas for the duration of works will be 
in direct conflict, and includes: 

• Three Coyrmbia maculata (Spotted Gums) in Anzac Parade, being one 
within the full width footpath in front of no.399, one in the grassed 
verge in front of 399A and one also in the grass verge in front of 401-
405. 

• The Agonis flexuosa (Willow Myrtle) on Council’s Sturt Street nature 
strip, in front of no.4, which is already in poor condition as the fruiting 
body of Phelius sp is present on the southern side of its trunk, at a 
height of 3m above ground level, which is a wood decaying fungus that 
always results in the death of trees, so will decline in the near future 
anyway (no Loss of Amenity Fee has been applied to this tree), along 
with the smaller Callistemon viminalis (Bottlebrush) immediately to its 
east, also in front of no.4. 

 
b) A loss of amenity fee in recognition that the only reason that four of these 

five street trees need to be removed is to accommodate the development 
of private property, with the quantity/location/species of replacement street 
trees to be determined as part of the Public Domain Improvements. 

 
This must be paid into Tree Amenity Income via Council’s Customer Service 
Centre, prior to the Stage 1 Construction Certificate being issued for the 
development. 
 
The applicant must then contact Council’s Landscape Development Officer 
on 9093-6613 (quoting the receipt number) AND GIVING UP TO SIX WEEKS 
NOTICE to arrange for removal/and replacement. 
 
After advising of the receipt number, any further enquiries regarding 
scheduling/timing or completion of tree works are to be directed to Council’s 
CENTRAL AREA Tree Preservation & Maintenance Coordinator on 9093-6728. 
 
Condition Reason: To ensure that vegetation has been assessed against Council’s 
environmental and biodiversity controls. 
 

44.  Traffic and Safety 
a) Adequate provisions are to be made to provide pedestrian visibility and 

safety.  All new walls (and/or landscaping) adjacent to vehicular crossings 
should not exceed a height of 600mm above the internal driveway level for 
a distance of 1.5m within the site or new walls (including landscaping) 
should splayed 1.5 metres by 1.5 metres. Details of compliance, to the 
satisfaction of the Principal Certifier, are to be included in the Stage 3 
construction certificate documentation. 

 
b) The vehicular access driveways, internal circulation ramps and the carpark 

areas, (including, but not limited to, the ramp grades, carpark layout and 
height clearances) are to be in accordance with the requirements of 
AS2890.1:2004. The Construction Certificate plans must demonstrate 
compliance with these requirements. The height of the building must not be 
increased to satisfy the required driveway gradients. 

 
Condition Reason: To ensure all parking and driveway works are designed and 
constructed in accordance with the relevant requirements. 
 

45.  Parking Allocation and Design 
Prior to lodging the Stage 3 Construction Certificate, the applicant must submit to 
Council for approval, and have approved, the proposed parking allocation for the 
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development site. The parking allocation must be in accordance with the approved 
Transport Impact Assessment, 2481, Rev A, prepared by JMT Consulting (23 
October 2025). Any future stratum subdivision must demonstrate compliance with 
the approved parking allocation. The Construction Certificate plans must 
demonstrate compliance with the approved parking allocation. 
 
Condition Reason:  To ensure that the parking allocation and design comply with 
Council requirements. 
  

46.  Design Alignment Levels 
a) The design alignment level (the finished level of concrete, paving or the 

like) at the property boundary for driveways, access ramps and pathways 
or the like, must be obtained from Council’s Development Engineer prior to 
lodging the Stage 2 Construction Certificate Application. Typically 
alignment levels will be 2.5% above the existing top of kerb levels at all 
points opposite along all street frontages. 
 
The design alignment levels at the property boundary as issued by Council 
must be indicated on the building plans for the construction certificate. The 
design alignment level at the street boundary, as issued by the Council, 
must be strictly adhered to. 
 
Any request to vary the design alignment level/s  must be forwarded to and 
approved in writing by Council’s Development Engineers and may require 
a formal amendment to the development consent via a  Section 4.55 
application. 
 
Enquiries regarding this matter should be directed to Council’s 
Development Engineer on 9093-6881. 

 
b) The above alignment levels and the site inspection by Council’s 

Development Engineering Section have been issued at a prescribed fee of 
$3,835.00 calculated at $63.00 per metre (as of 1/7/2024) of site frontage 
to Anzac Parade. This amount is to be paid prior to the Stage 2  
construction certificate being issued for the development. 
 

c) The gradient of the internal access driveway must be designed and 
constructed in accordance with AS 2890.1 (2004) – Off Street Car Parking 
and the levels of the driveway must match the alignment levels at the 
property boundary (as specified by Council). Details of compliance are to 
be included in the construction certificate. 
 
The height of the building must not be increased to satisfy the required 
driveway gradients. 
 

Condition Reason: To ensure all roadway works are designed and constructed in 
accordance with Council requirements.   
 

47.  Flood Level / Flood Planning 
a) Prior to lodging the Stage 2 Construction Certificate, the applicant must 

submit to Council for approval, and have approved, a detailed flood level 
assessment for the entire development site. The critical 1%AEP (1 in 100 
year) flood levels across the site must be documented. 

 
The flood level assessment must be prepared in full consultation with 
Council’s Development Engineer Coordinator. 
 

b) Prior to lodging the Stage 2 Construction Certificate, the applicant must 
submit to Council for approval, and have approved, a detailed flood study 
that demonstrates there will be no significant increase in flood levels 
external to the site as a result of the development for all storms up to the 
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critical 1%AEP. The study must be prepared in full consultation with 
Council’s Development Engineer Coordinator. 

 
Condition Reason: To ensure the development complies with all relevant flood 
planning standards. 
 

48.  Stormwater Drainage & Flood Management 
a) The floor level of all retail / commercial areas shall be at or above the 

critical 1%AEP flood level for the development site. Details demonstrating 
compliance with this condition are to be included in the Stage 2 
construction certificate documentation. 
 

b) The floor level of all habitable and storage areas (excluding those in the 
basement carpark) shall be at a minimum of 500mm above the critical 
1%AEP flood level for the development site or be suitably waterproofed up 
to this same level. All facilities that service the habitable areas (such as lift 
shafts and services) must also be protected to 500mm above the critical 
1%AEP flood level for the development site. Details demonstrating 
compliance with this condition are to be included in the construction 
certificate documentation. 
 

c) The proposed internal driveway shall be designed with a high point at least 
300 mm above the critical 1%AEP flood level for the development site. 
Details demonstrating compliance with this condition are to be included in 
the construction certificate documentation. 

 
d) Windows, vents and other openings into the basement carpark (excluding 

the driveway opening) are to be located at least 300 mm above the critical 
1%AEP flood level for the development site. Details demonstrating 
compliance with this condition are to be included in the construction 
certificate documentation. 

 
e) The ground floor level located along the Anzac Parade, Bunnerong Road 

and Sturt Street site frontages shall be designed to structurally withstand 
hydrostatic pressure/stormwater inundation from floodwater during the 
probable maximum flood (PMF) event as defined in the Floodplain 
Management Manual (New South Wales Government, January 2001). 
Structural Engineering certification confirming that this condition has been 
complied with shall be submitted to the Principal Certifier with the 
construction certificate.  

 
This requirement does not necessitate the development being flood 
proof/water tight up to the PMF event, rather the requirement is to ensure 
that the development will not be structurally damaged in manner that could 
endanger lives during the PMF event. 
 

Condition Reason: To ensure floor levels are adequately protected from flooding 
during major storm events.  
 

49.  Stormwater Drainage & Flood Management 
Stormwater drainage plans have not been approved as part of this development 
consent. Engineering calculations and plans with levels reduced to Australian 
Height Datum in relation to site drainage shall be prepared by a suitably qualified 
Hydraulic Engineer and submitted to and approved by the Principal Certifier prior to 
the Stage 2 construction certificate being issued for the development. A copy of the 
engineering calculations and plans are to be forwarded to Council, prior to a 
construction certificate being issued, if the Council is not the Principal Certifier. The 
drawings and details shall include the following information: 

 
a) A detailed drainage design supported by a catchment area plan, at a scale 

of 1:100 or as considered acceptable to the Council or an accredited 
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certifier, and drainage calculations prepared in accordance with the 
Institution of Engineers publication, Australian Rainfall and Run-off, 1987 
edition. 

 
b) A layout of the proposed drainage system including pipe sizes, type, grade, 

length, invert levels, etc., dimensions and types of all drainage pipes and 
the connection into Council's stormwater system.   
 

c) The separate catchment areas within the site, draining to each collection 
point or surface pit are to be classified into the following categories: 
 

i. Roof areas 
ii. Paved areas 
iii. Grassed areas 
iv. Garden areas 

 
d) Where buildings abut higher buildings and their roofs are "flashed in" to the 

higher wall, the area contributing must be taken as:  the projected roof area 
of the lower building, plus one half of the area of the vertical wall abutting, 
for the purpose of determining the discharge from the lower roof. 
 

e) Proposed finished surface levels and grades of car parks, internal 
driveways and access aisles which are to be related to Council's design 
alignment levels. 
 

f) The details of any special features that will affect the drainage design eg. 
the nature of the soil in the site and/or the presence of rock etc. 

 
Condition Reason: To control and manage stormwater run-off so as not to 
adversely impact the development, neighbouring properties and Council’s 
stormwater assets.   
 

50.  Stormwater Drainage & Flood Management 
The site stormwater drainage system is to be provided in accordance with the 
following requirements; 
 

a) The stormwater drainage system must be provided in accordance with the 
relevant requirements of Building Code of Australia and the conditions of 
this consent, to the satisfaction of the Principal Certifier and details are to 
be included in the Stage 2 construction certificate. 
 

i. The stormwater must be discharged (by gravity) directly into 
Council’s underground drainage system located in Sturt Street via 
a new and/or existing kerb inlet pit;  

 
b) Should stormwater be discharged to Council’s street drainage system, an 

on-site stormwater detention system must be provided to ensure that the 
maximum discharge from the site does not exceed that which would occur 
during a 20% AEP (1 in 5 year)  storm of one hour duration for existing site 
conditions. All other stormwater run-off from the site for all storms up to the 
5% AEP (1 in 20 year) storm is to be retained on the site for gradual 
release to the street drainage system, to the satisfaction of the Principal 
Certifier. If discharging to the street gutter the PSD shall be restricted to the 
above or 25 L/S, whichever the lesser. 
 

c) Should stormwater be discharged to Council’s street drainage system, an 
on-site stormwater detention system must be provided to ensure that the 
maximum discharge from the site does not exceed that which would occur 
during a 20% AEP (1 in 5 year)  storm of one hour duration for existing site 
conditions. All other stormwater run-off from the site for all storms up to the 
5% AEP (1 in 20 year) storm is to be retained on the site for gradual 
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release to the street drainage system, to the satisfaction of the Principal 
Certifier. If discharging to the street gutter the PSD shall be restricted to the 
above or 25 L/S, whichever the lesser. 
 

d) An overland escape route or overflow system (to Council’s street drainage 
system) must be provided for storms having an annual exceedance 
probability (AEP) of 1% (1 in 100 year storm), or, alternatively the 
stormwater detention system is to be provided to accommodate the 1% 
AEP (1 in 100 year) storm. 

 
e) Determination of the required cumulative storage (in the on-site detention 

and/or infiltration system) must be calculated by the mass curve technique 
as detailed in Technical Note 1, Chapter 14 of the Australian Rainfall and 
Run-off Volume 1, 1987 Edition.  

 
Where possible any detention tanks should have an open base to infiltrate 
stormwater into the ground. Infiltration should not be used if ground water 
and/or any rock stratum is within 2.0 metres of the base of the tank. 

 
f) Should a pump system be required to drain any portion of the site the 

system must be designed with a minimum of two pumps being installed, 
connected in parallel (with each pump capable of discharging at the 
permissible discharge rate) and connected to a control board so that each 
pump will operate alternatively. The pump wet well shall be sized for the 
1% AEP (1 in 100 year), 2 hour storm assuming both pumps are not 
working. 

 
The pump system must also be designed and installed strictly in 
accordance with Randwick City Council's Private Stormwater Code. 

 
g) Should a charged system be required to drain any portion of the site, the 

charged system must be designed such that; 
 

i. There are suitable clear-outs/inspection points at pipe bends and 
junctions. 

 
ii. The maximum depth of the charged line does not exceed 1m 

below the gutter outlet. 
 

h) If connecting to Council’s underground drainage system, a reflux valve 
shall be provided (within the site) over the pipeline discharging from the 
site to ensure that stormwater from Council drainage system does not 
surcharge back into the site stormwater system. 

 
i) Any new kerb inlet pits (constructed within Council’s road reserve) are to 

be constructed generally in accordance with Council’s standard detail for 
the design of kerb inlet pits (drawing number SD6 which is available from 
Council). 
 

j) Generally all internal pipelines must be capable of discharging a 1 in 20 
year storm flow.  However the minimum pipe size for pipes that accept 
stormwater from a surface inlet pit must be 150mm diameter.  The site 
must be graded to direct any surplus run-off (i.e. above the 1 in 20 year 
storm) to the proposed drainage (detention/infiltration) system. 
 

k) A sediment/silt arrestor pit must be provided within the site near the street 
boundary prior to discharge of the stormwater to Council’s drainage system 
and prior to discharging the stormwater to any absorption/infiltration 
system. 

 
Sediment/silt arrestor pits are to be constructed generally in accordance 
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with the following requirements: 
 

• The base of the pit being located a minimum 300mm under the 
invert level of the outlet pipe. 

• The pit being constructed from cast in-situ concrete, precast 
concrete or double brick. 

• A minimum of 4 x 90 mm diameter weep holes (or equivalent) 
located in the walls of the pit at the floor level with a suitable 
geotextile material with a high filtration rating located over the 
weep holes. 

• A galvanised heavy-duty screen being provided over the outlet 
pipe/s (Mascot GMS multipurpose filter screen or equivalent). 

• The grate being a galvanised heavy-duty grate that has a provision 
for a child proof fastening system. 

• A child proof and corrosion resistant fastening system being 
provided for the access grate (e.g. spring loaded j-bolts or similar). 

• Provision of a sign adjacent to the pit stating, “This sediment/silt 
arrester pit shall be regularly inspected and cleaned”. 

 
Sketch details of a standard sediment/silt arrester pit may be 
obtained from Council’s Drainage Engineer. 

 
l) The floor level of all habitable, retail, commercial and storage areas located 

adjacent to any detention and/or infiltration systems with above ground 
storage must be a minimum of 300mm above the maximum water level for 
the design storm or alternately a permanent 300mm high water proof 
barrier is to be provided. 

 
(In this regard, it must be noted that this condition must not result in any 
increase in the heights or levels of the building.  Any variations to the 
heights or levels of the building will require a new or amended 
development consent from the Council prior to a construction certificate 
being issued for the development). 

 
m) The maximum depth of ponding in any above ground detention areas 

and/or infiltration systems with above ground storage shall be as follows 
(as applicable): 
 

i. 150mm in uncovered open car parking areas (with an isolated 
maximum depth of 200mm permissible at the low point pit within 
the detention area)  

ii. 300mm in landscaped areas (where child proof fencing is not 
provided around the outside of the detention area and sides slopes 
are steeper than 1 in 10) 

iii. 600mm in landscaped areas where the side slopes of the detention 
area have a maximum grade of 1 in 10 

iv. 1200mm in landscaped areas where a safety fence is provided 
around the outside of the detention area 

v. Above ground stormwater detention areas must be suitably 
signposted where required, warning people of the maximum flood 
level. 

 
Note: Above ground storage of stormwater is not permitted within 
basement car parks or store rooms. 

 
n) A childproof and corrosion resistant fastening system shall be installed on 

access grates over pits/trenches where water is permitted to be temporarily 
stored. 

 
o) A ‘V’ drain (or equally effective provisions) are to be provided to the 
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perimeter of the property, where necessary, to direct all stormwater to the 
detention/infiltration area. 

 
p) Mulch or bark is not to be used in on-site detention areas. 

 
q) Site discharge pipelines shall cross the verge at an angle no less than 45 

degrees to the kerb line and must not encroach across a neighbouring 
property’s frontage unless approved in writing by Council’s Development 
Engineering Coordinator. 

 
r) Any onsite detention/infiltration systems shall be located in areas 

accessible by residents. 
 
Condition Reason: To control and manage stormwater run-off so as not to 
adversely impact the development, neighbouring properties and Council’s 
stormwater assets.   
 

51.  Groundwater & Dewatering 
a) As the proposed basement level/s may extend into the water table (or be 

affected by fluctuations of the water table), the following requirements 
apply: 

 
a. The design and construction of the basement level/s must preclude the 

need for dewatering after construction. 
 

That part of the development that may be impacted by the water table 
must include a water proof retention system (i.e. a fully tanked 
structure) with adequate provision for future fluctuations of water table 
levels. (It is recommended that a minimum allowance for a water table 
variation of at least +/-1.0 metre beyond any expected fluctuation be 
provided). The actual water table fluctuation and fluctuation safety 
margin must be determined by a suitably qualified professional. 

 
b. Groundwater / seepage water management systems shall be designed 

to transfer groundwater around, through or under the proposed 
development without a change in the range of the natural groundwater 
level fluctuations in the locality. 

 
Where an impediment to the natural flowpaths is created as a result of 
the nature of the construction methods utilised or the bulk of the below-
ground structure, artificial drains such as perimeter drains and through 
drainage may be utilised. These systems may only be utilised where it 
can be demonstrated that the natural groundwater flow regime is 
restored both up-gradient and down-gradient of the site, without any 
adverse effects on surrounding property or infrastructure. 

 
Groundwater management systems: 

• Are to be designed to be easily maintained.  

• Should have a design life of 100 years. 
 

c. The basement level/s of the building must be designed by a structural 
engineer who is qualified and experienced in the design of structures 
below a water table.  Details of the proposed methods of managing 
groundwater, tanking and waterproofing must be submitted to and 
approved by the Principal Certifier, prior to issuing the Stage 2 
construction certificate. A copy of the engineer’s qualifications and 
experience must also be submitted to the Principal Certifier. 

 
In the event of the development being modified in a manner that 
changes building/structural loads or alters the basement design, a 
suitably qualified and experienced structural engineer must certify that 
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the design of the basement remains adequate for the site conditions. 
 

b) Prior to the issue of the Stage 2  construction certificate, a report must be 
submitted to and approved by the Principal Certifier, detailing the proposed 
methods of excavation (including support), managing groundwater and 
dewatering the site.   

 
The report is to be prepared by a suitably qualified and experienced 
Geotechnical and/or Hydrogeological Engineer and include: 
 
a. Details of compliance with relevant approvals and licences (e.g. 

Council’s conditions of consent and Water Licence from the Office of 
Water. 

 
b. The proposed method of excavation, shoring/piling and dewatering. 

 
c. Assessment of the potential risk of off-site impacts such as damage 

to surrounding buildings or infrastructure due to differential sediment 
compaction and surface settlement during and following pumping of 
groundwater. Note: The assessment must demonstrate that the 
proposed method of excavation and dewatering will not pose an 
unacceptable risk of damage. 

 
d. The zone of any possible settlement. 

 
e. Details of the proposed temporary disposal of groundwater and/or 

construction site stormwater to Council’s drainage system. Note: 
Prior to discharging groundwater (or site stormwater) into Council’s 
stormwater drainage system, separate written approval must be 
obtained from Council in accordance with Section 138 of the Roads 
Act 1993.  

 
f. The location of any proposed re-injection points in relation to the 

property boundaries (where re-injection equipment is to be located 
on land other than the subject premises, the written consent of the 
owner must also be provided to Council). 

 
g. Details of groundwater quality and proposed disposal of any 

potentially contaminated groundwater in an environmentally sensitive 
manner. The details must demonstrate compliance with relevant 
requirements and approvals of the Office of Environment & Heritage, 
Council and the Protection of the Environment Operations Act 1997.  

 
h. The program to monitor fluctuations of the water table during 

dewatering/ construction to ensure that the conditions of consent and 
other relevant requirements are satisfied. 

 
i. The location of all proposed monitoring and pumping equipment in 

relation to the property boundaries (where monitoring or pumping 
equipment is to be located on land other than the subject premises, 
the written consent of the owner must also be provided to Council). 

 
j. Details of any consultation and arrangements made with owners of 

any potentially affected nearby premises (i.e. in relation to access, 
monitoring and rectification of possible damage to other premises) 

 
k. Certification that the proposed methods of dewatering and 

excavation are: 

• appropriate and in accordance with ‘best practice’ principles; 
and  

• should not result in any unacceptable levels of settlement or 
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damage of the adjoining or nearby buildings within the zone of 
influence.  

 
A copy of the approved report must be submitted to Council, (for Council’s 
record keeping purposes and as confirmation that this condition has been 
complied with), prior to the commencement of any site construction works. 
 
Any practices or recommendations made by the consulting engineer/s in 
the approved report must be implemented accordingly and the dewatering 
process must be monitored by the consulting engineer/s to the satisfaction 
of the Principal Certifier. 

 
Condition Reason: To control and manage stormwater run-off so as not to 
adversely impact the development, neighbouring properties and Council’s 
stormwater assets.   
 
Condition Reason: To ensure the basement remain adequate for the site 
condition. 
 

52.  Waste Management 
a) An amended Waste Management Plan detailing the waste and recycling 

storage and removal strategy for all of the development, is required to be 
submitted to and approved by Council’s Development Engineer Coordinator. 

 
b) The Waste Management plan must be prepared in full consultation with 

Council and is required to be prepared in accordance with Council's Waste 
Management Guidelines for Proposed Development and must include the 
following details (as applicable):  

 

• The use of the premises and the number and size of occupancies. 

• The type and quantity of waste to be generated by the 
development. 

• Demolition and construction waste, including materials to be re-
used or recycled. 

• Details of the proposed recycling and waste disposal contractors. 

• Waste storage facilities and equipment. 

• Access and traffic arrangements. 

• The procedures and arrangements for on-going waste management 
including collection, storage and removal of waste and recycling of 
materials. 

 
Further details of Council's requirements and guidelines, including pro-
forma Waste Management plan forms can be obtained from Council's 
website at; 
https://www.randwick.nsw.gov.au/__data/assets/pdf_file/0007/22795/Waste-
Management-Plan-Guidelines.pdf  

 
c) The waste storage areas are to be provided with a tap and hose, and the 

floor is to be graded and drained to the sewer to the requirements of Sydney 
Water. 

 
d) Bin storage areas must be provided in accordance with the approved Waste 

Management Plan (WMP) and the Construction Certificate plans must 
demonstrate compliance with the approved WMP.  
 

e) Should collection occur on site the applicant shall enter into an indemnity 
agreement with Council to ensure Council collection vehicles and waste 
contractors will be covered in the event of an accident or injury on private 
property. 

 

https://www.randwick.nsw.gov.au/__data/assets/pdf_file/0007/22795/Waste-Management-Plan-Guidelines.pdf
https://www.randwick.nsw.gov.au/__data/assets/pdf_file/0007/22795/Waste-Management-Plan-Guidelines.pdf
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Condition Reason: To ensure the development effectively manages its waste during 
construction and operational phases.   
 

53.  Public Utilities 
A Public Utility Impact Assessment must be carried out to identify all public utility 
services located on the site, roadway, nature strip, footpath, public reserve or any 
public areas associated with and/or adjacent to the building works.  
 
The owner/builder must make the necessary arrangements and meet the full cost 
for telecommunication companies, gas providers, Ausgrid, Sydney Water and other 
authorities to adjust, repair or relocate their services as required. 

 
Condition Reason: To ensure relevant utility and service providers’ requirements 
are provided to the certifier and adhered to. 
 

54.  Undergrounding of Site Power 
a) Power supply to the proposed development shall be provided via an 

underground connection. No Permanent Private Poles are to be installed 
with all relevant documentation submitted for the construction certificate to 
reflect these requirements to the satisfaction of the Principal Certifier.  The 
applicant/owner is to liaise with an Ausgrid Accredited Service Provider to 
carry out the works to the requirements and satisfaction of Ausgrid and at 
no cost to Council. 

 
b) The applicant shall meet the full cost for the overhead power lines and any 

telecommunication cables located along the Anzac Parade, Bunnerong 
Road and Sturt Street site frontages to be relocated underground. The 
applicant shall liaise directly with the relevant service utility authorities to 
organise for the cables to be relocated. All cables must be relocated 
underground to the satisfaction of the relevant service utility authority prior 
to the issuing of an occupation certificate for the development. 

 
Condition Reason: To minimise the use of private poles in accordance with 
Council’s resolution and protect street amenity.  
 

55.  Amended Landscape Plans  
a) The Landscape Plans by Site Image Landscape Architects, dwg’s 0000 – 

7002, issue C dated 23/10/25 must be amended to now comply with the 
following requirements: 

 
i. Be amended where necessary to now be consistent with the 

current set of architectural plans. 
 

ii. Demonstrate that any planting selected within or adjacent either of 
the Through Site Links will not obstruct sightlines or passive 
surveillance, with dense grouping of shrubs and similar 
arrangements to be avoided for this reason. 

 
iii. The selection and layout of both species and materials at site 

boundaries should be similar to those used for the recently 
completed site to the west, Scape Kingsford, to ensure consistency 
of treatment and a uniform presentation of these elements to the 
respective streetscapes.  

 
iv. Any paved surfaces not on podium must be a permeable 

treatment, with suitable details confirming compliance to be 
provided. 

 
v. Details and notations must be provided confirming that the soil 

depth and volume for all planting on podium will achieve 
compliance with the minimum requirements specified in the ADG. 
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vi. Any planting that is not open to natural rainfall must be supported 

by a drip irrigation system to ensure survival, with suitable details 
confirming compliance to be provided. 

 
vii. Species selection for those planters around the perimeter of the 

Ground Floor Level adjoining all three street frontages must be 
limited to only those that will not encroach out into the adjoining 
public space and impede pedestrian access, sightlines or similar in 
any way. 

 
viii. Details confirming how safe and compliant access will be provided 

for the purpose of maintaining any planting attached to the vertical 
elevations of the building, or, those that are within inaccessible 
common areas must be included, to the satisfaction of the Principal 
Certifier.   

 
b) Written certification from a qualified professional in the Landscape industry 

(must be eligible for membership with a nationally recognised 
organisation/association) must state that the amended scheme, submitted 
for the Construction Certificate, complies with the requirements specified 
above, with both this written statement and revised plans to then be 
submitted to, and be approved by, the Principal Certifier. 

 
Condition Reason: To ensure landscaping is implemented in accordance with the 
consent and maintained for the life of the development. 
 

56.  Transport for NSW 
(a) Process of Endorsement of Conditions 

Prior to the issue of any construction certificate or any preparatory, demolition 
or excavation works, whichever occurs first, the applicant shall: 

• Consult with TfNSW, Altrac and the Sydney Light Rail Operator to 
ascertain requirements in relation to the protection of TfNSW's 
infrastructure and to confirm the timing of each construction certificate and 
associated documentation and activities prior to preparation of requested 
documentation;  

• Sign Interface Assess Deed Poll, Safety Interface Agreement / Works 
Deed with TfNSW and/or the Sydney Light Rail Operator;  

• Confirm in writing with TfNSW what each Construction Certificate stage will 
involve; and  

• Submit all relevant documentation to TfNSW as requested by TfNSW and 
obtain its written endorsement for each construction stage. A summary 
report for each construction stage shall also be provided to TfNSW to 
demonstrate the following:  

o No adverse impacts to the light rail corridor and light rail operation 
by clearly identifying impacts and mitigation measures; and  

o Submitted documentation has satisfied the relevant conditions.  
 

The Principal Certifying Authority (PCA) is not to issue the relevant 
Construction Certificate until they have received written confirmation from 
TfNSW that the relevant conditions have been complied with for each 
Construction Certificate. 

 
(b) Review and Endorsement of Documents 

Prior to the issue of any construction certificate or any preparatory, demolition 
or excavation works, whichever occurs first, the following documentation shall 
be provided for the review and endorsement of TfNSW:  

 

• Details of cranage including Cranage Swing (Radius) Plans and Cranage 
Collapse Plans;  
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• Demolition plans;  

• Final geo-technical and structural report / drawings. Geotechnical reports 
should include any potential impact on the light rail corridor located 
adjacent to the subject development site, easement and substratum;  

• Final construction methodology with construction details pertaining to 
structural support during excavation or ground penetration. Any temporary 
components, for example, shoring systems, formwork and falsework, that 
are located such that their failure has the potential to affect rail 
infrastructure facilities or operations shall have a minimum service life of 10 
years;  

• Details of the vibration and movement monitoring system that will be in 
place before excavation commences;  

• Final cross sectional drawings showing ground surface, rail tracks, sub soil 
profile, proposed basement excavation and structural design of sub ground 
support adjacent to the Rail Corridor located adjacent to the subject 
development site. Cross sectional drawings should also include the 
accurate RL depths and horizontal distances from assets (tracks, overhead 
lines, structures and cables) to the nearest point of excavation or ground 
penetration works. All measurements are to be verified by a Registered 
Surveyor; and  

• Detailed survey plan with location of services.  
 

(c) Pre-construction Work Dilapidation Report 
A pre-construction work Dilapidation Report of the Sydney Light Rail and its 
assets shall be prepared by a qualified structural engineer. The dilapidation 
survey shall be undertaken via a joint site inspection by the representatives of 
the Sydney Light Rail Operator, TfNSW and the applicant. These dilapidation 
surveys will establish the extent of existing damage and enable any 
deterioration during construction to be observed. 
 

(d) Acoustic Assessment 
Prior to the issue of the relevant Construction Certificate, the final acoustic 
assessment is to be submitted to the PCA demonstrating how the proposed 
development will comply with the Department of Planning's document titled 
"Development Near Rail Corridors and Busy Roads- Interim Guidelines". All 
recommendations of the acoustic assessment are to be incorporated in the 
construction documentation. 

 
(e) Electrolysis Analysis 

Prior to the issue of the relevant Construction Certificate, the applicant is to 
engage an Electrolysis Consultant to prepare a report on the Electrolysis Risk 
to the development from stray currents. The applicant must incorporate in the 
development all the measures recommended in the report to control that risk. A 
copy of the report is to be provided to the PCA with the application for the 
relevant Construction Certificate. 
 

(f) Reflectivity Report 
Prior to the issue of the relevant Construction Certificate, the applicant shall 
design lighting, signs and surfaces with reflective materials, whether permanent 
or temporary, which are (or from which reflected light might be) visible from the 
rail corridor limiting glare and reflectivity to the satisfaction of Altrac, TfNSW 
and the Sydney Light Rail Operator. 
 

(g) Outdoor Terraces, Balconies and External Windows 
Given the possible likelihood of objects being dropped or thrown onto the rail 
corridor from balconies, windows and other external features (eg roof terraces 
and external fire escapes) that are within 20 metres of, and face, the rail 
corridor, the development must have measures installed, to the satisfaction of 
TfNSW (eg awning windows, louvres, enclosed balconies, window restrictors 
etc) which prevent the throwing of objects onto the rail corridor or as otherwise 
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agreed by TfNSW as per Technical Direction TD 00015:2023. The Principal 
Certifying Authority is not to issue the Construction Certificate until written 
confirmation has been received from TfNSW confirming that this condition has 
been satisfied. 
 

(h) Consultation Regime 
Prior to the issue of the relevant Construction Certificate, a detailed regime is to 
be prepared for consultation with and approval by TfNSW for the excavation of 
the site and the construction of the building foundations (including ground 
anchors) for the approved development, which may include geotechnical and 
structural certification in the form required by TfNSW. 
 

(i) Insurance Requirements 
Prior to the issue of the relevant Construction Certificate, the applicant must 
hold current public liability insurance cover for a sum acceptable to TfNSW. 
TfNSW’s standard public liability insurance requirement for this type of 
development adjacent to a rail corridor is minimum of $250M. This insurance 
shall not contain any exclusion in relation to works on or near the rail corridor, 
rail infrastructure. The applicant is to contact TfNSW to obtain the level of 
insurance required for this particular proposal. Prior to issuing the relevant 
Construction Certificate the PCA must witness written proof of this insurance in 
conjunction with TfNSW’s written advice to the applicant on the level of 
insurance required. 
 

(j) Works Deed / Agreements  
Prior to the issue of any construction certificate or any preparatory, demolition 
or excavation works, whichever occurs first, if required by TfNSW, Works Deed 
(s) between the applicant, TfNSW and/or Altrac and the Sydney Light Rail 
Operator must be agreed and executed by the parties. These agreements may 
deal with matters including, but not limited to, the following:  

• Sydney Light Rail Operational requirements;  

• Sydney Light Rail access requirements;  

• Altrac and Sydney Light Rail Operator policies, rules and procedures 
compliance requirements;  

• Indemnities and releases;  

• Security of costs;  

• Insurance requirements and conditions;  

• TfNSW, Altrac and the Sydney Light Rail Operator’s recovery of costs from 
the applicant for costs incurred by these parties in relation to the 
development (e.g. review of designs and reports, legal, shutdown /power 
outages costs including alternative transport, customer communications, 
loss of revenue etc) risk assessments and configuration change processes;  

o Interface coordination between the Sydney Light Rail Operator and 
the subject development construction works, including safety 
interface; Interface Assess Deed Poll and Safety Interface 
Agreement between the applicant and the Sydney Light Rail 
Operator must be agreed and executed by the parties. This 
agreement may deal with matters including, but not limited to, the 
following:  

• Pre and post construction dilapidation reports;  

• The need for track possessions;  

• Review of the machinery to be used during 
excavation/ground penetration / construction works;  

• The need for track monitoring;  

• Design and installation of lights, signs and reflective 
material;  

• Endorsement of Risk Assessment/Management Plan and 
Safe Work Method Statements (SWMS);  

• Endorsement of plans regarding proposed craneage and 
other aerial operations;  
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• Erection of scaffolding/hoarding;  

• Light Rail Operator’s rules and procedures; and  

• Alteration of rail assets such as the OHW along of track 
and associated hoarding demarcation system, if 
undertaken by the applicant.  

• Altrac and the Sydney Light Rail Operator’s reviews and impact 
assessment of the applicant’s proposal, engineering design and 
construction works methodology on Sydney Light Rail Operations and 
assets;  

• Attendance and participation in the construction works risk assessment of 
construction activities to be performed in, above, about, and/or below the 
Sydney Light Rail Corridor;  

• Arrangements for shutdowns and Sydney Light Rail restricted operations 
related costs attributed to the applicant; and  

• Sydney Light Rail site works access approval and access permit to work.  
 
Condition Reason: To comply with Transport for NSW requirements. 
 

 
BEFORE BUILDING WORK COMMENCES 

 Condition 

57.  Building Certification & Associated Requirements 
The following requirements must be complied with prior to the commencement of 
any building works (including any associated demolition or excavation work: 
 

a) a Construction Certificate must be obtained from a Registered (Building) 
Certifier, in accordance with the provisions of the Environmental Planning 
and Assessment Act 1979 and the Environmental Planning and 
Assessment (Development Certification and Fire Safety) Regulation 2021. 
 
A copy of the construction certificate, the approved development consent 
plans and consent conditions must be kept on the site at all times and be 
made available to the Council officers and all building contractors for 
assessment. 

 
b) a Registered (Building) Certifier must be appointed as the Principal 

Certifier for the development to carry out the necessary building 
inspections and to issue an occupation certificate; and 

 
c) a principal contractor must be appointed for the building work, or in relation 

to residential building work, an owner-builder permit may be obtained in 
accordance with the requirements of the Home Building Act 1989, and the 
Principal Certifier and Council must be notified accordingly (in writing); and 

 
d) the principal contractor must be advised of the required critical stage 

inspections and other inspections to be carried out, as specified by the 
Principal Certifier; and 

 
e) at least two days notice must be given to the Principal Certifier and 

Council, in writing, prior to commencing any works. 
 
Condition reason: Statutory requirement. To ensure appropriate safeguarding 
measures are in place prior to the commencement of any building, work, demolition 
or excavation. 
 

58.  Dilapidation Reports  
A dilapidation report (incorporating photographs of relevant buildings and 
structures) must be obtained from a Professional Engineer, detailing the current 
condition and status of all of the buildings and structures located upon all of the 
properties adjoining the subject site, and any other property or public land which 
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may be affected by the works, to the satisfaction of the Principal Certifier for the 
development. 
 
The dilapidation report must be submitted to the Principal Certifier, Council and the 
owners of the adjoining/nearby premises encompassed in the report, prior to 
commencing any site works (including any demolition work, excavation work or 
building work). 
 
Condition Reason: To establish and document the structural condition of adjoining 
properties and public land for comparison as site work progresses and is 
completed and ensure neighbours and council are provided with the dilapidation 
report. 
 

59.  Construction Noise & Vibration Management Plan  
Noise and vibration from the works are to be minimised by implementing 
appropriate noise management and mitigation strategies.  
 
A site specific Construction Noise & Vibration Management Plan must be submitted 
and approved by the Principal Certifier. The Plan must be prepared by a suitably 
qualified acoustic consultant in accordance with the Environment Protection 
Authority Guidelines for Construction Noise and Assessing Vibration: A Technical 
Guideline and be implemented throughout the course of construction. 
 

a) The Construction Noise & Vibration Management Plan must include details 
of measurements, relevant criteria and strategies which demonstrates that 
noise and vibration from the work will satisfy the relevant provisions of the 
Protection of the Environment Operations Act 1997, NSW Environment 
Protection Authority Guidelines for Construction Noise and Assessing 
Vibration: A Technical Guideline and the conditions of development 
consent.   

 
b) Noise and vibration from any rock excavation machinery, pile drivers and 

all plant and equipment must be minimised, by using appropriate plant and 
equipment, silencers and the implementation of noise management and 
mitigation strategies. 

 
c) Noise and vibration levels must be monitored during the works and a 

further report must be obtained from the acoustic/vibration consultant as 
soon as practicable after the commencement of the works, which reviews 
and confirms the implementation and suitability of the noise and vibration 
strategies in the Construction Noise & Vibration Management Plan and 
which demonstrates compliance with relevant criteria. 

 
d) Any recommendations and requirements contained in the Construction 

Noise & Vibration Management Plan and associated reports are to be 
implemented accordingly and should noise and vibration emissions not 
comply with the terms and conditions of consent, work must cease 
forthwith and is not to recommence until details of compliance are 
submitted to the Principal Certifier and Council. 

 
e) A copy of the Construction Noise & Vibration Management Plan and 

associated acoustic/vibration report/s must be maintained on-site and a 
copy must be provided to the Principal Certifier and Council prior to 
commencement of any site works. 

 
f) Noise and vibration levels must be monitored during the site work and be 

reviewed by the acoustic/vibration consultant periodically, to ensure that 
the relevant strategies and requirements are being satisfied, and details 
are to be provided to the Principal Certifier and Council accordingly.   
 

All works conducted on site which form part of this development must be carried 
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out in accordance with the submitted and approved Demolition, Excavation and 
Construction Management Plan.  
 
(Public liability insurance - Major developments i.e. new class 2 to 9 buildings 
involving rock excavation or major excavation works adjacent to the site boundaries 
or a public place). 
 
Condition Reason: To protect the amenity of the neighbourhood during 
construction. 
 

60.  Construction Site Management Plan 
A Construction Site Management Plan must be developed and implemented prior 
to the commencement of any works. The construction site management plan must 
include the following measures, as applicable to the type of development:  
 

• location and construction of protective site fencing and hoardings 

• location of site storage areas, sheds, plant & equipment 

• location of building materials and stock-piles 

• tree protective measures 

• dust control measures 

• details of sediment and erosion control measures  

• site access location and construction 

• methods of disposal of demolition materials 

• location and size of waste containers/bulk bins 

• provisions for temporary stormwater drainage 

• construction noise and vibration management 

• construction traffic management details 

• provisions for temporary sanitary facilities 

• measures to be implemented to ensure public health and safety. 
 
The site management measures must be implemented prior to the commencement 
of any site works and be maintained throughout the works. 
 
A copy of the Construction Site Management Plan must be provided to the 
Principal Certifier and Council prior to commencing site works.  A copy must also 
be maintained on site and be made available to Council officers upon request. 
 
Condition Reason: To require details of measures that will protect the public, and 
the surrounding environment, during site works and construction. 
 

61.  Construction Site Management Plan 
A Sediment and Erosion Control Plan must be developed and implemented 
throughout the course of demolition and construction work in accordance with the 
manual for Managing Urban Stormwater – Soils and Construction, published by 
Landcom.   A copy of the plan must be maintained on site and a copy is to be 
provided to the Principal Certifier and Council. 
 
Condition Reason: To protect the environment from the effects of sedimentation 
and erosion from development sites. 
 

62.  Public Liability 
The owner/builder is required to hold Public Liability Insurance, with a minimum 
liability of $20 million and a copy of the Insurance cover is to be provided to the 
Principal Certifier and Council. 
 
Condition Reason: To ensure the community is protected from the cost of any claim 
for damages arising from works or activities on public land. 
 

63.  Construction Traffic Management 
a) An application for a ‘Works Zone’ and Construction Traffic Management 
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Plan must be submitted to Councils Integrated Transport Department, and 
approved by the Randwick Traffic Committee, for a ‘Works Zone’ to be 
provided in Sturt Street and / or Bunnerong Road for the duration of the 
demolition & construction works.   
 
The ‘Works Zone’ must have a minimum length of 12m and extend for a 
minimum duration of three months.  The suitability of the proposed length 
and duration is to be demonstrated in the application for the Works Zone.  
The application for the Works Zone must be submitted to Council at least 
six (6) weeks prior to the commencement of work on the site to allow for 
assessment and tabling of agenda for the Randwick Traffic Committee. 
 
The requirement for a Works Zone may be varied or waived only if it can 
be demonstrated in the Construction Traffic Management Plan (to the 
satisfaction of Council’s Traffic Engineers) that all construction related 
activities (including all loading and unloading operations) can and will be 
undertaken wholly within the site.  The written approval of Council must be 
obtained to provide a Works Zone or to waive the requirement to provide a 
Works Zone prior to the commencement of any site work. 

 
b) A detailed Construction Site Traffic Management Plan must be submitted 

to and approved by Council, prior to commencement of any site work [or] 
 

The Construction Site Traffic Management Plan must be prepared by a 
suitably qualified person and must include the following details, to the 
satisfaction of Council: 

• A description of the demolition, excavation and construction works 

• A site plan/s showing the site, roads, footpaths, site access points and 
vehicular movements 

• Any proposed road and/or footpath closures 

• Proposed site access locations for personnel, deliveries and materials 

• Size, type and estimated number of vehicular movements (including 
removal of excavated materials, delivery of materials and concrete to 
the site) 

• Provision for loading and unloading of goods and materials 

• Impacts of the work and vehicular movements on the road network, 
traffic and pedestrians 

• Proposed hours of construction related activities and vehicular 
movements to and from the site 

• Current/proposed approvals from other Agencies and Authorities 
(including NSW Roads & Traffic Authority, Police and State Transit 
Authority) 

• Any activities proposed to be located or impact upon Council’s road, 
footways or any public place 

• Measures to maintain public safety and convenience 
 

The approved Construction Site Traffic Management Plan must be 
complied with at all times, and any proposed amendments to the approved 
Construction Site Traffic Management Plan must be submitted to and be 
approved by Council in writing, prior to the implementation of any variations 
to the Plan. 

 
c) Any necessary approvals must be obtained from NSW Police, Transport for 

New South Wales (TfNSW) and relevant Service Authorities, prior to 
commencing work upon or within the road, footway or nature strip. 

 
Condition Reason: To ensure construction traffic is appropriately managed and 
there is sufficient on-street space for construction and delivery vehicles as required.  
 

64.  Demolition & Construction Waste 
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A Demolition and Construction Waste Management Plan (WMP) must be 
developed and implemented for the development, to the satisfaction of Council’s 
Lead Specialist Strategic Waste. 

 
The  Demolition and Construction Waste Management Plan must provide details of 
the type and quantities of demolition and construction waste materials, proposed 
re-use and recycling of materials, methods of disposal and details of recycling 
outlets and land fill sites. Further Council requirements are specified in Section 3 
Part B6 of the DCP. 

 
Details and receipts verifying the recycling and disposal of materials must be kept 
on site at all times and presented to Council officers upon request.   

 
Condition Reason: To comply with the relevant Council requirements. 
 

65.  Civil Works 
A separate written approval from Council is required to be obtained in relation to all 
works which are located externally from the site within the road reserve/public 
place, in accordance with the requirements of the Roads Act 1993.  Detailed plans 
and specifications of the proposed works are to be submitted to and approved by 
the Director of City Services prior to commencing any works within the road 
reserve/public place. 
 
All works within the road reserve/public place must be carried out to the satisfaction 
of Council and certification from a certified practicing engineer is to be provided to 
Council upon completion of the works. 
 
Relevant Council assessment and inspection fees, as specified in Council's 
adopted Pricing Policy, are required to be paid to Council prior to commencement 
of the works. 
 
Condition Reason: To ensure works on Council property are completed in 
accordance with Council’s requirements and an appropriate quality for new public 
infrastructure. 
 

66.  Public Domain 
The applicant must meet all costs associated with upgrading the Anzac Parade 
(excluding any Council agreed works-in-kind as per the VPA), Bunnerong Road 
and Sturt Street site frontages in accordance with Council’s Urban Design 
Elements Manual for the Kingsford Commercial Centre. All works carried out on 
Council property shall be in accordance with Council’s requirements for Civil Works 
on Council property. 
 
Detailed streetscape plans showing proposed paving designs, street furniture, 
grades, finished levels, extent and location of awnings, doors/entranceways, bus 
stops, power poles, streetlights and any other details required by Council’s Co-
ordinator Landscape Design shall be submitted to, and approved by, Council’s 
Director of City Services prior to commencement of any external works on public 
property. 
 
The applicant will also be required to cover all costs associated with the sourcing, 
delivery, planting and establishment of new street trees and any associated under-
planting (as required by Council Co-ordinator Landscape Design), including but not 
limited to, species selection, pot/bag size at planting, spacing/location/quantity, tree 
pits/tree squares, tree guards and similar, with these components needing to be 
factored in when preparing the Public Domain Plans to ensure consistency of 
treatment and a uniform presentation of these elements to the respective 
streetscapes.  
 
Although Council has prepared a suburb-wide preliminary design for the upgrading 
of all footpath areas in this Town Centre, the applicant must still liaise with 
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Council’s Co-ordinator Landscape Design on 9399-6577, prior to preparation of the 
Public Domain Plans to obtain any detailed, more site-specific landscape design 
requirements. 
 
Following approval of the Public Domain Plan; and prior to commencement of the 
streetscape works on Council property, the applicant must then liaise with Council’s 
Engineering Technical Officer / Civil Works Team, regarding scheduling of work, 
inspections, supervision fees and compliance with Council’s requirements for public 
liability insurance. 

 
The approved Public Domain works must be completed to the satisfaction of 
Council’s Co-ordinator Landscape Design and Engineering Technical Officer / Civil 
Works Team with confirmation of approval to be provided in writing, prior to the 
issue of the relevant Occupation Certificate.  
 
Condition Reason: To comply with the relevant Council requirements. 
 

 

DURING BUILDING WORK 
 Condition 

67.  Site Signage 
It is a condition of the development consent that a sign must be erected in a 
prominent position at the front of the site before/upon commencement of works and 
be maintained throughout the works, which contains the following details: 

a) showing the name, address and telephone number of the principal certifier 
for the work, and 

b) showing the name, address, contractor, licence number and telephone 
number of the principal contractor, including a telephone number on which 
the principal contractor may be contacted outside working hours, or owner-
builder permit details (as applicable) and 

c) stating that unauthorised entry to the work site is prohibited. 
 
The sign must be— 

a) maintained while the building work is being carried out, and 
b) removed when the work has been completed. 

 
This section does not apply in relation to— 

a) building work, subdivision work or demolition work carried out inside an 
existing building, if the work does not affect the external walls of the 
building, or 

b) Crown building work certified to comply with the Building Code of Australia 
under the Act, Part 6. 

 
Condition reason: Prescribed condition under section 70 of the Environmental 
Planning and Assessment Regulation 2021. 
 

68.  Restriction on Working Hours 
Building, demolition and associated site works must be carried out in accordance 
with the following requirements: 
 

Activity Permitted working hours 

All building, demolition and site work, 
including site deliveries (except as 
detailed below) 

• Monday to Friday - 7.00am to 
5.00pm 

• Saturday - 8.00am to 5.00pm 

• Sunday & public holidays - No 
work permitted 

Excavations in rock, sawing of rock, 
use of jack-hammers, driven-type 
piling/shoring or the like 

• Monday to Friday - 8.00am to 
3.00pm 

• (maximum) 

• Saturday - No work permitted 
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• Sunday & public holidays - No 
work permitted 

Additional requirements for all 
development (except for single 
residential dwellings) 

• Saturdays and Sundays where 
the preceding Friday and/or 
the following Monday is a 
public holiday - No work 
permitted 

 
An application to vary the abovementioned hours may be submitted to Council’s 
Manager Health, Building & Regulatory Services for consideration and approval to 
vary the specified hours may be granted in exceptional circumstances and for 
limited occasions (e.g. for public safety, traffic management or road safety 
reasons).  Any applications are to be made on the standard application form and 
include payment of the relevant fees and supporting information.  Applications must 
be made at least 10 days prior to the date of the proposed work and the prior 
written approval of Council must be obtained to vary the standard permitted 
working hours. 
 
Condition reason: To protect the amenity of the surrounding area. 
 

69.  Noise & Vibration 
Noise and vibration from the works are to be minimised by implementing 
appropriate noise management and mitigation strategies, in accordance with the 
Construction Noise & Vibration Management Plan, prepared for the development 
and as specified in the conditions of consent. 
 
Condition Reason: To protect the amenity of the neighbourhood during 
construction. 
 

70.  Construction Site Management 
Temporary site safety fencing or site hoarding must be provided to the perimeter of 
the site prior to commencement of works and throughout demolition, excavation 
and construction works, in accordance with the SafeWork guidelines and the 
following requirements:  
 

(a) Temporary site fences or hoardings must have a height of 1.8 metres and 
be a cyclone wire fence (with geotextile fabric attached to the inside of the 
fence to provide dust control), heavy-duty plywood sheeting (painted 
white), or other material approved by Council in writing. 

 
(b) Hoardings and site fencing must be designed to prevent any substance 

from, or in connection with, the work from falling into the public place or 
adjoining premises and if necessary, be provided with artificial lighting. 

 
(c) All site fencing, hoardings and barriers must be structurally adequate, safe 

and be constructed in a professional manner and the use of poor-quality 
materials or steel reinforcement mesh as fencing is not permissible. 

 
(d) Adequate barriers must also be provided to prevent building materials or 

debris from falling onto adjoining properties or Council land. 
 

(e) Site access gates and doors must open into the construction site/premises 
and must not open out into the road or footway at any time.  

 
(f) Excavations must also be properly guarded to prevent them from being 

dangerous to life, property or buildings. 
 
Notes: 

• Temporary site fencing may not be necessary if there is an existing 
adequate fence in place having a minimum height of 1.5m. 
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• A separate Local Approval application must be submitted to and approved 
by Council’s Health, Building & Regulatory Services before placing any 
fencing, hoarding or other article on the road, footpath or nature strip. 

 
Condition Reason: To require measures that will protect the public, and the 
surrounding environment, during site works and construction. 
 

71.  Treatment of Site Fencing and Hoardings  
Any Type A or Type B Hoardings are to display creative hoardings to improve the 
visual amenity of the site during demolition and for the interim period until 
construction is completed on the site. Creative hoardings are to demonstrate 
compliance with Council’s Public Art Plan, or, the written advice given by Council’s 
Arts and Culture team.  
 
Available options for types of creative hoardings are detailed on Council’s website: 
https://www.randwick.nsw.gov.au/community/randwick-city/arts-and-culture/public-
art/creative-hoardings. Four options are available. 

• Council commissioned artworks 

• Historic collections 

• La Perouse Museum collections 

• Bespoke artworks 
 

Please submit the online application form, nominating the desired preferences for 
creative hoarding type.  
 
After receiving the artwork files, a mock-up of the proposed creative hoarding panel 
layout is to be submitted with the Application for Installation of Temporary 
Hoardings, Safety Fences and Articles in a Public Place form. Approval of this 
application will include approval from the Arts and Culture team of the proposed 
creative hoarding panel layout. 
 
Creative hoarding artwork files are provided free of charge, however the Developer 
is responsible for all costs associated with graphic design, printing, installation, 
graffiti removal and maintenance.  
 
Condition Reason: To ensure public safety during site works and construction, and 
to improve public amenity, including visual amenity, during construction. 
 

72.  Overhead Hoardings 
An overhead (‘B’ class) type hoarding is required is be provided to protect the 
public (unless otherwise approved by Council) if: 
 

• goods or materials are to be hoisted (i.e. via a crane or hoist) over a 
pedestrian footway 

• building or demolition works are to be carried out on buildings which are 
over 7.5m in height and located within 3.6m of the street alignment 

• it is necessary to prevent articles or materials from falling and causing a 
potential danger or hazard to the public or adjoining land 

• as may otherwise be required by SafeWork NSW, Council or the Principal 
Certifier. 

 
Condition Reason: To ensure proper management of public land and ensure public 
safety during site works and construction. 
 

73.  Public Safety & Site Management 
Public safety and convenience must be maintained during demolition, excavation 
and construction works and the following requirements must be complied with at all 
times: 
 

a) Building materials, sand, soil, waste materials, construction equipment or 

https://www.randwick.nsw.gov.au/community/randwick-city/arts-and-culture/public-art/creative-hoardings
https://www.randwick.nsw.gov.au/community/randwick-city/arts-and-culture/public-art/creative-hoardings
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other articles must not be placed upon the footpath, roadway or nature strip 
at any time. 

 
b) Soil, sand, cement slurry, debris or any other material must not be 

permitted to enter or be likely to enter Council’s stormwater drainage 
system or cause a pollution incident.  

 
c) Sediment and erosion control measures must be provided to the site and 

be maintained in a good and operational condition throughout construction. 
 

d) The road, footpath, vehicular crossing and nature strip must be maintained 
in a good, safe, clean condition and free from any excavations, 
obstructions, trip hazards, goods, materials, soils or debris at all times.   

 
e) Any damage caused to the road, footway, vehicular crossing, nature strip 

or any public place must be repaired immediately, to the satisfaction of 
Council. 

 
f) During demolition excavation and construction works, dust emissions must 

be minimised, so as not to have an unreasonable impact on nearby 
residents or result in a potential pollution incident. 

 
g) Public safety must be maintained at all times and public access to any 

demolition and building works, materials and equipment on the site is to be 
restricted. If necessary, a temporary safety fence or hoarding is to be 
provided to the site to protect the public. Temporary site fences are to be 
structurally adequate, safe and be constructed in a professional manner 
and the use of poor-quality materials or steel reinforcement mesh as 
fencing is not permissible.  

 
Site access gates and doors must open into the construction site/premises and 
must not open out into the road or footway at any time. 
 
If it is proposed to locate any site fencing, hoardings, skip bins or other articles 
upon any part of the footpath, nature strip or any public place, or articles or, 
operate a crane, hoist or concrete pump on or over Council land, a Local Approval 
application must be submitted to and approved by Council beforehand.   
 

h) The prior written approval must be obtained from Council to discharge any 
site stormwater or groundwater from a construction site into Council’s 
drainage system, roadway or Council land. 

 
i) Adequate provisions must be made to ensure pedestrian safety and traffic 

flow during the site works and traffic control measures are to be 
implemented in accordance with the relevant provisions of the Roads and 
Traffic Manual “Traffic Control at Work Sites” (Version 4), to the satisfaction 
of Council. 

 
j) Road/Asset Opening Permit must be obtained from Council prior to 

carrying out any works within or upon a road, footpath, nature strip or in 
any public place, in accordance with section 138 of the Roads Act 1993 
and all of the conditions and requirements contained in the Road/Asset 
Opening Permit must be complied with.  Please contact Council’s 
Road/Asset Openings officer on 9093 6691 for further details. 

 
Condition Reason: To require details of measures that will protect the public, and 
the surrounding environment, during site works and construction. 
 

74.  Dust Control 
Dust control measures must be provided to the site prior to the works commencing 
and the measures and practices must be maintained throughout the demolition, 
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excavation and construction process, to the satisfaction of Council. 
 
Dust control measures and practices may include: 

• Provision of geotextile fabric to all perimeter site fencing (attached on the 
prevailing wind side of the site fencing). 

• Covering of stockpiles of sand, soil and excavated material with adequately 
secured tarpaulins or plastic sheeting. 

• Installation of water sprinkling system or provision hoses or the like.  

• Regular watering-down of all loose materials and stockpiles of sand, soil 
and excavated material. 

• Minimisation/relocation of stockpiles of materials, to minimise potential for 
disturbance by prevailing winds. 

• Landscaping and revegetation of disturbed areas. 
 
Condition Reason: To require details of measures that will minimise impacts to the 
public, and the surrounding environment, during site works and construction. 
 

75.  Site Accessway 
A temporary timber, concrete crossing or other approved stabilised access is to be 
provided to the site entrance across the kerb and footway area, with splayed 
edges, to the satisfaction of Council throughout the works, unless access is via an 
existing suitable concrete crossover.   
 
Any damage caused to the road, footpath, vehicular crossing or nature strip during 
construction work must be repaired or stabilised immediately to Council’s 
satisfaction. 
 
Condition reason: To minimise and prevent damage to public infrastructure. 
 

76.  Excavations and Support of Adjoining Land  
Tin accordance with section 4.17 (11) of the Environmental Planning and 
Assessment Act 1979 and section 74 of the Environmental Planning and 
Assessment Regulation 2021, it is a prescribed condition that the adjoining land 
and buildings located upon the adjoining land must be adequately supported at all 
times.  
 
Condition Reason: Prescribed condition under section 74 of the Environmental 
Planning and Assessment Regulation 2021. 
 

77.  Complaints Register 
A Complaints Management System must be implemented during the course of 
construction (including demolition, excavation and construction), to record resident 
complaints relating to noise, vibration and other construction site issues. 
 
The developer is to engage the services of a suitably qualified person to respond to 
enquiries and complaints made by the community or Council in relation to the site  
and construction work. 
 
A specific contact number is to be made available for such enquiries and 
complaints (including an after-hours emergency contract number) and a complaints 
register is to be maintained to record all such enquiries, complaints, dates and 
actions taken in response to same, which is to be made available to Council 
officers upon request. 
 
Details of the complaints management process including contact personnel details 
shall be notified to nearby residents, the Principal Certifier and Council and all 
complaints shall be investigation, actioned and responded to and documented in a 
Complaints Register accordingly. 
 
Details and access to the Complaints Register are to be made available to the 
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Principal Certifier and Council upon request. 
 
Condition reason: To ensure any complaints are documented and recorded, and to 
protect the amenity of the surrounding area and residents. 
 

78.  Building Encroachments 
There must be no encroachment of any structures or building work onto Council’s 
road reserve, footway, nature strip or public place. 
 
Condition Reason: To ensure no encroachment onto public land and to protect 
Council land. 
 

79.  Survey Report 
A Registered Surveyor’s check survey certificate or other suitable documentation 
must be obtained at the following stage/s of construction to demonstrate 
compliance with the approved setbacks, levels, layout and height of the building: 
 

• prior to construction (pouring of concrete) of footings for the building and 
boundary retaining structures, 

• prior to construction (pouring of concrete) of new floor levels,  

• prior to issuing the relevant Occupation Certificate, and 

• as otherwise may be required by the Principal Certifier. 
 
The survey documentation must be forwarded to the Principal Certifier and a copy 
is to be forwarded to the Council. 
 
Condition Reason: To ensure compliance with approved plans. 
 

80.  Site Seepage & Stormwater 
Details of the proposed connection and or disposal of any site seepage, 
groundwater or construction site stormwater to Council’s stormwater drainage 
system must be submitted to and approved by Council’s Development Engineering 
Coordinator, prior to commencing these works, in accordance with section 138 of 
the Roads Act 1993. 
 
Details must include the following information: 
 

• Site plan 

• Hydraulic engineering details of the proposed disposal/connection of 
groundwater or site stormwater to Council/s drainage system 

• Volume of water to be discharged 

• Location and size of drainage pipes 

• Duration, dates and time/s for the proposed works and disposal 

• Details of water quality and compliance with the requirements of the 
Protection of the Environment Act 1997 

• Details of associated plant and equipment, including noise levels from the 
plant and equipment and compliance with the requirements of the 
Protection of the Environment Act 1997 and associated Regulations and 
Guidelines 

• Copy of any required approvals and licences from other Authorities (e.g.  A 
water licence from the Department of Planning/Department of Water & 
Energy). 

• Details of compliance with any relevant approvals and licences 
 
Condition Reason: To comply with the relevant Council requirements. 
 

81.  Roadway 
If it is necessary to excavate below the level of the base of the footings of the 
adjoining roadways, the person acting on the consent shall ensure that the owner/s 
of the roadway is/are given at least seven (7) days notice of the intention to 
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excavate below the base of the footings. The notice is to include complete details 
of the work. 
 
Condition Reason: To comply with the relevant Council requirements. 
 

82.  Traffic Management 
a) Adequate provisions must be made to ensure pedestrian safety and traffic 

flow during the site works and traffic control measures are to be 
implemented in accordance with the relevant provisions of the Roads and 
Traffic Manual “Traffic Control at Work Sites” (Version 4), to the satisfaction 
of Council. 

 
b) All work, including the provision of barricades, fencing, lighting, signage 

and traffic control, must be carried out in accordance with the NSW Roads 
and Traffic Authority publication - ‘Traffic Control at Work Sites’ and 
Australian Standard AS 1742.3 – Traffic Control Devices for Works on 
Roads, at all times. 

 
c) All conditions and requirements of the NSW Police, Transport for new 

South Wales (TfNSW) and Council must be complied with at all times. 
 
Condition Reason: To comply with the relevant Council requirements. 
 

83.  Stormwater Drainage 
a) Adequate provisions must be made to collect and discharge stormwater 

drainage during construction of the building to the satisfaction of the 
Principal Certifier. 
 
The prior written approval of Council must be obtained to connect or 
discharge site stormwater to Council’s stormwater drainage system or 
street gutter. 

 
b) Any required dewatering must be monitored by the consulting Engineer/s 

to the satisfaction of the Principal Certifier and documentary evidence of 
compliance with the relevant conditions of consent and dewatering 
requirements must be provided to the Principal Certifier and the Council. 

 
The site conditions and fluctuations in the water table are to be reviewed 
by the consulting Engineer prior to and during the excavation/construction 
process, to ensure the suitability of the excavation and dewatering process 
and compliance with Council's conditions of consent. 

 
c) A separate written approval from Council is required to be obtained in 

relation to any proposed discharge of groundwater into Council’s drainage 
system external to the site, in accordance with the requirements of Section 
138 of the Roads Act 1993. 

 
Condition Reason: To ensure compliance with the consent and relevant 
standards, and adequate management of stormwater. 
 

84.  Construction Dewatering Approval 
A separate application must be submitted to and approved by Council for 
Construction Dewatering, in accordance with section 68 of the Local Government 
Act 1993, prior to the commencement of the activity. 
 
A dewatering management plan must be submitted with an Application for 
Temporary Construction Dewatering. The Section 68 Local Approval Application 
form is available to download on Randwick City Council’s website.   
 
Other options for dewatering include disposal to sewer with prior approval from 
Sydney Water, or off-site disposal by a liquid waste transporter for 
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treatment/disposal to an appropriately licensed waste treatment/processing facility. 
 
If any dewatering of the site is to be undertaken, the applicant must obtain all 
necessary approvals under the Water Management Act 2000 and associated 
instruments (including any required water access licence). WaterNSW licences for 
dewatering allow excavation for construction for a temporary period, usually 12 
months. 
 
All construction dewatering must be carried out so as not to cause pollution, land 
subsidence, damage to adjoining property or public infrastructure, or any offence 
under the Protection of the Environment Operations Act 1997 and associated 
Regulations. 
 
NOTE: The Department’s instructions to Council are that they will not endorse the 
extraction of groundwater in perpetuity i.e. permanent dewatering around a 
development site, because it considers such development to be unsuitable. For this 
reason, any proposed basement or other area that requires dewatering on an on-
going basis may need to be fully tanked. 
 

Condition Reason: To ensure compliance with the consent and relevant 
standards, and adequate management of dewatering and groundwater. 
 

85.  Tree Management 
Approval is granted for removal of the following vegetation from within this 
development site, subject to full implementation of the adopted Landscape Plans 
and new planting: 
 

a) Any of those small shrubs within the setbacks fronting Anzac Parade as 
they are all insignificant, do not meet the minimum threshold for protection 
in Part B4 of the RDCP 2013 and are also in direct conflict with all levels 
and aspects of this proposal. 

 
b) The mature Melaleuca quinquinervia (Broad Leafed Paperbark) halfway 

along the length of the western side setback of 399A, as it is already 
exempt from the DCP due to its location within a 2m radius of the existing 
building, as well as being in direct conflict with all levels and aspects of this 
proposal, with a re-design to accommodate its retention not possible given 
its central location, the setbacks required and the impact this would have 
on the layout of the whole proposal.  

 
c) The Ficus rubiginosa (Port Jackson Fig) in the rear setback of 21 

Bunnerong Road, in the northwest corner given its poor condition as it is 
emerging/suckering from a previously cut stump, with its central location 
and direct conflict with the footprint meaning its retention is also not 
physically possible.  

 
d) The row of mature screening Lilly Pilly’s across the rear boundary of 401-

405 Anzac Parade due to their central location and direct conflict with all 
aspects and levels of the development. 

 
e) The mature Phoenix canariensis (Canary Island Date Palm) in the rear 

setback of 401-405 Anzac Parade, as despite being the most established 
specimen assessed for this application, is a common, exotic species, and 
while visually prominent, is not identified as a significant example of the 
species in anyway, with its retention or even relocation to an alternative 
position not feasible given the costs and scope of works involved with 
transplanting, with this species also being susceptible to Fusarium wilt, 
which can be introduced from infected, tools, soil and similar, and once 
infected, always results in death. 
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f) Those various other shrubs/small trees throughout both the front and rear 
setbacks of 2 & 4 Sturt Street and 19 & 21 Bunnerong Road due to their 
small size and direct conflict with the new footprint, as well as the Livistona 
australis (Cabbage Palm) in the front setback of 21 Bunnerong Road, 
adjacent the southeast corner of the existing building, and the mature 
Delonix regia (Royal Poinciana) in the rear setback of 4 Sturt Street, 
against the western wall of the existing free-standing garage. 

 
Condition Reason: To ensure that vegetation has been assessed against Council’s 
environmental and biodiversity controls. 
 

86.  Transport for NSW 
The applicant/developer is to comply with the following conditions from Transport 
for NSW: 
 

a) Construction vehicles shall not be stopped or parked adjacent to the site on 
Anzac Parade at any time without prior approval of TfNSW; 

 
b) All piling and excavation works are to be supervised by a geotechnical 

engineer experienced with such excavation projects;  
 

c) No rock anchors/bolts (temporary or permanent) are to be installed into the 
light rail corridor without approval from TfNSW;  
 

d) No metal ladders, tapes and plant/machinery, or conductive material are to 
be used within 6 horizontal metres of any live electrical equipment unless a 
physical barrier such as a hoarding or structure provides separation;  
 

e) During all stages of the development extreme care shall be taken to 
prevent any form of pollution entering the light rail corridor. Any form of 
pollution that arises as a consequence of the development activities shall 
remain the full responsibility of the applicant;  
 

f) The applicant must mitigate all noise and vibration to the extent possible 
and provide vibration monitoring equipment and provide the results to the 
Sydney Light Rail Operator at intervals required by TfNSW and the Sydney 
Light Rail Operator, and immediately implement corrective actions in the 
event that the noise or vibration exceeds acceptable limits;  
 

g) Rainwater from the roof must not be projected and/or falling into the rail 
corridor/assets and must be piped down the face of the building which 
faces the rail corridor. Given the site's location next to the rail property, 
drainage from the development must be adequately disposed of/managed 
and not allowed to be discharged into the corridor unless prior approval 
has been obtained from TfNSW and the Sydney Light Rail Operator (or the 
delegated authority); and  
 

h) No scaffolding is to be used within 6 horizontal metres of the rail corridor 
unless prior written approval has been obtained from the Sydney Light Rail 
Operator and TfNSW and a physical barrier such as a hoarding or structure 
provides separation. To obtain approval the applicant will be required to 
submit details of the scaffolding, the means of erecting and securing this 
scaffolding, the material to be used, and the type of screening to be 
installed to prevent objects falling onto the rail corridor.  

 
Condition Reason: To comply with Transport for NSW requirements. 
 

 
 

BEFORE ISSUE OF AN OCCUPATION CERTIFICATE 
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87.  Occupation Certificate Requirements 
An Occupation Certificate must be obtained from the Principal Certifier prior to any 
occupation of the building work encompassed in this development consent 
(including alterations and additions to existing buildings), in accordance with the 
relevant provisions of the Environmental Planning and Assessment Act 1979 and 
the Environmental Planning and Assessment (Development Certification and Fire 
Safety) Regulation 2021. 
 
Condition reason: Statutory requirement. To ensure the site is authorised for 
occupation. 
 

88.  Post-Construction Dilapidation Report  
A post-construction Dilapidation Report is to be prepared by a professional 
engineer for the adjoining and affected properties of this consent, to the satisfaction 
of the Principal Certifier, prior to the issue of the relevant Occupation Certificate. 
 
The dilapidation report shall detail whether: 
 

(a) after comparing the pre-construction dilapidation report to the post-
construction report dilapidation report required under this consent, there 
has been any damage (including cracking in building finishes) to any 
adjoining and affected properties; and 

(b) where there has been damage (including cracking in building finishes) to 
any adjoining and/or affected properties, that it is a result of the building 
work approved under this development consent. 

 
The report is to be submitted as a PDF in Adobe format or in A4 format and a copy 
of the post-construction dilapidation report must be provided to the Principal 
Certifier and to Council (where Council is not the principal certifier). A copy shall 
also be provided to the owners of the adjoining and affected properties and Council 
shall be provided with a list of owners to whom a copy of the report has been 
provided. 
 
Condition Reason: To identify any damage to adjoining properties resulting from 
site work on the development site. 
 

89.  Fire Safety Certificate 
A single and complete Fire Safety Certificate, certifying the installation and 
operation of all of the fire safety measures within the building must be submitted to 
Council with the relevant Occupation Certificate, in accordance with the 
Environmental Planning and Assessment (Development Certification and Fire 
Safety) Regulation 2021. 
 
A copy of the Fire Safety Certificate must be displayed in the building 
entrance/foyer at all times and a copy of the Fire Safety Certificate and Fire Safety 
Schedule must also be forwarded to Fire and Rescue NSW. 
 
Condition Reason: Statutory requirement. To ensure compliance with the 
Environmental Planning and Assessment (Development Certification and Fire 
Safety) Regulation 2021, and that adequate provision is made for fire safety in the 
premises for building occupant safety. 
 

90.  Structural Certification 
A Certificate must be obtained from a professional engineer, which certifies that the 
building works satisfy the relevant structural requirements of the Building Code of 
Australia and approved design documentation, to the satisfaction of the Principal 
Certifier. A copy of which is to be provided to Council. 
 
Condition Reason: To ensure the structural adequacy of the building and works. 
 

91.  Sydney Water Certification 
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A compliance certificate must be obtained from Sydney Water, under Section 73 of 
the Sydney Water Act 1994. Our assessment will determine the availability of water 
and wastewater services, which may require extensions, adjustments, or 
connections to our mains. Make an early application for the certificate, as there 
may be assets to be built and this can take some time. A Section 73 Compliance 
Certificate must be obtained before the relevant Occupation or Subdivision 
Certificate will be issued. 
 
Applications can be made either directly to Sydney Water or through a Sydney 
Water accredited Water Servicing Coordinator. 
 
Go to the Sydney Water website or call 1300 082 746 to learn more about applying 
through an authorised WSC or Sydney Water. 
 
Condition Reason: To ensure the development satisfies Sydney Water 
requirements. 
 

92.  Noise Control Requirements & Certification 
The use and operation of the development (including all plant and equipment) shall 
not give rise to an ‘offensive noise’ as defined in the Protection of the Environment 
Operations Act 1997 and Regulations. 
 
Condition Reason: To protect the amenity of the surrounding area and residents. 
 

93.  Noise Control Requirements & Certification 
A report must be obtained from a suitably qualified and experienced consultant in 
acoustics, which demonstrates and certifies that noise and vibration from the 
development (and plant and equipment) satisfies the relevant provisions of the 
Protection of the Environment Operations Act 1997, NSW Environment Protection 
Authority (EPA) Noise Policy for Industry and Council’s development consent. 
 
A copy of the report must be provided to the Principal Certifier and Council prior to 
the relevant occupation certificate being issued. 
 
Condition Reason: To protect the amenity of the surrounding area and residents. 
 

94.  Structural Adequacy of Awning  
A report is required to be obtained from a professional structural engineer, which 
assesses and reports on the structural adequacy of the awning located over the 
footway and attached to the subject premises. 
 
The report is required to: 

(a) Confirm that the subject awning is currently structurally adequate and fit-
for-purpose, or; 

(b) Detail the necessary works required to be carried out to ensure that the 
awning is structurally adequate safe. 

 
In the case of a report provided in accordance with a) above, the report must be 
provided to the Principal Certifier and Council prior to the issuing of the relevant 
Occupation Certificate or commencement of the use (whichever the sooner). 
 
In the case of a report provided in accordance with b) above, the necessary works 
identified in the report must be carried out and a further report or certificate must be 
provided to the Principal Certifier and Council which confirms that the necessary 
work has been carried out and the subject awning is structurally adequate and fit-
for-purpose, prior to the issuing of the relevant Occupation Certificate or 
commencement of the use of the land (whichever the sooner) or other timeframe 
approved by Council in writing. 
 
Condition Reason: To protect pedestrians and footpath users, and ensure the 
awning is structurally sound. 
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95.  Street and/or Sub-Address Numbering 

Street numbering must be provided to the front of the premises in a prominent 
position, in accordance with the Australia Post guidelines and AS/NZS 4819 (2003) 
to the satisfaction of Council. 
 
If this application results in an additional lot, dwelling or unit, an application must be 
submitted to and approved by Council’s Director of City Planning, together with the 
required fee, for the allocation of appropriate street and/or unit numbers for the 
development. The street and/or unit numbers must be allocated prior to the issue of 
the relevant occupation certificate. 
 
Please note: any Street or Sub-Address Numbering provided by an applicant on 
plans, which have been stamped as approved by Council are not to be interpreted 
as endorsed, approved by, or to the satisfaction of Council. 
 
Condition Reason: To ensure properties are identifiable and that numbering is in 
accordance with the relevant standards and guidelines. 
 

96.  Plan of Management 
The approved Plan of Management is to be prepared, reviewed and approved by 
the acoustic consultant for the development. Once approved the Plan of 
management shall be submitted to Council prior to the relevant Occupation 
Certificate being issued reflecting any changes made to the development proposal 
and conditions of consent contained with this approval. The Plan of Management is 
to include (but not be limited to): 
 

a) Maximum number of students to be accommodated at any one time; 
b) All required operational acoustic detailed in the relevant Acoustic Reports; 
c) Provision for at-call contact details of a suitably responsible contact person 

for response 24 hours a day; 
d) On site security and surveillance arrangements; 
e) A requirement upon the manager to maintain the premises in a fire-safe 

manner including ensuring that:  

•  Fire doors are kept closed to maintain fire separation and 
compartmentalisation;  

•  Emergency access is kept cleared at all times;  

•  All fire services, equipment and alarm systems remain in good 
working order.  

f) Clearly state total number of students/occupants permitted in each 
communal area indoor and outdoor as detailed in the relevant Acoustic 
Reports; 

g) Nominate the hours of permissible use for each communal area including 
outdoor areas, laundry and kitchen areas; 

h) Restrict loud music, live music, large group gatherings and large parties 
from occurring in outdoor communal areas; 

i) The room capacity schedule is to be included explicitly within the PoM; and 
j) Include the Revision number and date the document. 

 
Condition Reason: To ensure that the co-living development is operating with 
consideration of the amenity of the residents and locality.  
 

97.  Environmental Toolkit 
An Environmental Toolkit is to be approved by the Private Certifier prior to the 
relevant Occupation Certificate being issued, in accordance with Section 4 of Part 
B3 of the DCP, including the updates of the sustainability features of the 
development and maintenance requirements for the ongoing operation of the 
development. The toolkit is to be available for all future residents upon request. 
 
Condition Reason: To ensure that educate residents on the sustainability features 
of the development. 
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98.  Registration of Accommodation 

Co-Living development and other types of Shared Accommodation must comply 
with the Local Government (General) Regulation 2021 and the Boarding Houses 
Act 2012 and the premises must also be registered with NSW Fair Trading and 
Council (as applicable) prior to issuing the relevant occupation certificate. 
 
Condition Reason: To ensure the requirement of the relevant legislation are met. 
 

99.  Council’s Infrastructure, Vehicular Crossings & Road Openings  
a) The owner/developer must meet the full cost for Council or a Council 

approved contractor to: 
 

i. Construct a full width heavy duty concrete vehicular crossing and 
layback at kerb opposite the vehicular entrance to the site in Sturt 
Street. 

ii. Remove all redundant concrete vehicular crossings and laybacks 
and to reinstate the areas to Council's specification. 

iii. Remove the existing kerb and gutter along the Anzac Parade, Sturt 
Street and Bunnerong Road site frontages and to construct new 
kerb and gutter along these three street frontages except opposite 
the vehicular entrance and exit points. 

iv. Carry out a full depth, minimum 1.0 metre wide, road construction 
in front of the new kerb and gutter along the Bunnerong Road, 
Anzac Parade and Sturt Street site frontages. 

v. Upgrade the Anzac Parade, Bunnerong Road and Sturt Street 
frontages in accordance with Council’s Urban Design Elements 
Manual for the Kingsford Commercial Centre and must be in 
accordance with Council’s requirements for Civil Works on Council 
property. 

 
b) Prior to issuing the relevant occupation certificate or occupation of the 

development (whichever is sooner), the owner/developer must meet the full 
cost for Council or a Council approved contractor to repair/replace any 
damaged sections of Council's footpath, kerb & gutter, nature strip etc 
which are due to building works being carried out at the above site. This 
includes the removal of cement slurry from Council's footpath and roadway. 

 
c) All external civil work to be carried out on Council property (including the 

installation and repair of roads, footpaths, vehicular crossings, kerb and 
guttering and drainage works), must be carried out in accordance with 
Council's  "Crossings and Entrances – Contributions Policy” and 
“Residents’ Requests for Special Verge Crossings Policy” and the following 
requirements: 
 

i. Details of the proposed civil works to be carried out on Council 
land must be submitted to Council in a Civil Works Application 
Form.  Council will respond, typically within 8 weeks, with a letter of 
approval outlining conditions for working on Council land, 
associated fees and workmanship bonds.  Council will also provide 
details of the approved works including specifications and 
construction details. 

ii. Works on Council land, must not commence until the written letter 
of approval has been obtained from Council and heavy 
construction works within the property are complete. The work 
must be carried out in accordance with the conditions of 
development consent, Council’s conditions for working on Council 
land, design details and payment of the fees and bonds outlined in 
the letter of approval. 

iii. The civil works must be completed in accordance with the above, 
prior to the issuing of the relevant occupation certificate for the 
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development, or as otherwise approved by Council in writing. 
 

d) The naturestrip upon Council's footway shall be excavated to a depth of 
150mm, backfilled with topsoil equivalent with 'Organic Garden Mix' as 
supplied by Australian Native Landscapes, and re-turfed with Kikuyu Turf 
or similar. Such works shall be installed prior to the issue of the relevant 
Occupation Certificate. 

 
Condition Reason: To ensure works are completed in accordance with Council’s 
requirements and an appropriate quality for new public infrastructure. 
 

100.  Survey Infrastructure – Restoration 
Where a Surveyor-General’s Approval for Survey Mark Removal has been granted 
by NSW Spatial Services, documentary evidence of restoration of the removed 
survey mark must be prepared by a Registered Surveyor and submitted to the 
appointed certifying authority and the Council prior to the issue of the relevant 
occupation certificate. 

 
The documentary evidence is to consist of a letter Signed by a Registered Land 
Surveyor confirming that all requirements requested under the Surveyor-General’s 
Approval for Survey Mark Removal under condition “Survey Infrastructure – 
Identification and Recovery” have been complied with. 
 
Condition Reason: To ensure that the development complies with the relevant  
survey infrastructure requirements. 
 

101.  Undergrounding of Power 
The applicant shall meet the full cost for the overhead power lines and any 
telecommunication cables located along the Anzac Parade, Bunnerong Road and 
Sturt Street site frontages to be relocated underground. The applicant shall liaise 
directly with the relevant service utility authorities to organise for the cables to be 
relocated. All cables must be relocated underground to the satisfaction of the 
relevant service utility authority prior to the issuing of the relevant occupation 
certificate for the development. 
 
Condition Reason: To minimise the use of private poles in accordance with 
Council’s resolution and protect street amenity 
 

102.  Stormwater Drainage 
a) A "restriction on the use of land” and “positive covenant" (under section 

88E of the Conveyancing Act 1919) shall be placed on the title of the 
subject property to ensure that the onsite detention/infiltration system is 
maintained and that no works which could affect the design function of the 
detention/infiltration system are undertaken without the prior consent (in 
writing) from Council. A legal signing fee of $568 is applicable.  Such 
restriction and positive covenant shall not be released, varied or modified 
without the consent of the Council. 

Notes: 

 
i. The “restriction on the use of land” and “positive covenant” are to 

be to the satisfaction of Council. A copy of Council’s standard 
wording/layout for the restriction and positive covenant may be 
obtained from Council’s Development Engineer. 

ii. The works as executed drainage plan and hydraulic certification 
must be submitted to Council prior to the “restriction on the use of 
land” and “positive covenant” being executed by Council. 

iii. Evidence of registration of the Positive Covenant and Restriction 
(by receipt and/or title search) on the title of the subject property 
must be provided to the satisfaction of the Principal Certifier. 
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b) A works-as-executed drainage plan prepared by a registered surveyor and 
approved by a suitably qualified and experienced hydraulic 
consultant/engineer must be forwarded to the Principal Certifier and the 
Council. The works-as-executed plan must include the following details (as 
applicable): 

 

• The location of any detention basin/s with finished surface levels; 

• Finished site contours at 0.2 metre intervals;  

• Volume of storage available in any detention areas;  

• The location, diameter, gradient and material (i.e. PVC, RC etc) of all 
stormwater pipes;  

• The orifice size/s (if applicable); 

• Details of any infiltration/absorption systems; and 

• Details of any pumping systems installed (including wet well volumes). 
 

c) The applicant shall submit to the Principal Certifier and Council, 
certification from a suitably qualified and experienced Hydraulic Engineer, 
which confirms that the design and construction of the stormwater drainage 
system complies with the Building Code of Australia, Australian Standard 
AS3500.3:2003 (Plumbing & Drainage- Stormwater Drainage) and 
conditions of this development consent.   
 
The certification must be provided following inspection/s of the site 
stormwater drainage system by the Hydraulic Engineers to the satisfaction 
of the Principal Certifier. 

 
d) The applicant shall submit to the Principal Certifier and Council certification 

from a suitably qualified and experienced professional engineer, confirming 
that the walls of the basement have been fully tanked and waterproofed to 
prevent the entry of all groundwater or seepage water in the basement 
level/s and that any required sub-soil drainage systems have been 
provided in accordance with the conditions of this consent. There must be 
no dry weather seepage/groundwater flows discharging to Council’s street 
gutter or underground drainage system. 

 
Condition Reason: To ensure compliance with the consent and relevant  
standards, and adequate management of stormwater. 
 

103.  Waste Management 
a) Prior to the occupation of the development, Council’s Waste Services 

Division is to be contacted for site inspection and to make the necessary 
arrangements for the commencement of waste services to the premises. 

 
b) The waste storage areas shall be clearly signposted. 

 
Condition Reason: To ensure adequate waste management for the life of the 
development. 
 

104.  Landscape Certification 
Prior to the issue of the relevant Occupation Certificate, certification from a 
qualified professional in the Landscape industry must be submitted to, and be 
approved by, the Principal Certifier, confirming the date that the completed 
landscaping was inspected, and that it has been installed substantially in 
accordance with the Landscape Plans by Site Image Landscape Architects, dwg’s 
0000 – 7002, issue C dated 23/10/25, and relevant conditions of consent, with 
strategies to be implemented to ensure that the landscaping is then maintained in a 
healthy and vigorous state until maturity, for the life of the development. 
 
Condition Reason: To ensure landscaping is implemented in accordance with the 
consent and maintained for the life of the development. 



 

58 
 

 Condition 

 
105.  Public Domain Certification 

a) Council’s Co-ordinator Landscape Design (9093-6577) and Engineering 
Technical Officer (9093-0922) must both provide their specific written 
consent that the Public Domain Improvements have been completed in 
accordance with any approved plans, civil requirements and similar, prior 
to the issue of the relevant Occupation Certificate. 

 
b) Any remaining areas of nature-strip upon Council's footways shall be re-

graded and re-turfed with Kikuyu Turf rolls, including turf underlay, wholly 
at the applicant’s cost, to Council’s satisfaction, prior to any Occupation 
Certificate. 

 
Condition Reason: To ensure public domain works are implemented in accordance 
with Council requirements. 
 

106.  Site-Through Links 
a) The site-through links at ground floor to both sides of the development 

level shall allow public access unless a CPTED assessment and 
comments from NSW Police deem it should have restricted hours of 
access.  Details of any measures to restrict access to pedestrian link shall 
be submitted to and approved by Council’s Manager Development 
Assessment prior to the issue of the relevant Occupation Certificate. 

 
b) Prior to the issuing of the relevant Occupation Certificate the applicant 

must have created a suitable right of footway and easement for public 
access. The terms of the right of footway and easement for public access 
must be to Council’s satisfaction. The applicant must consult with Council’s 
Development Engineer Coordinator to obtain the terms for the easement. 
The right of footway and easement for public access must benefit Council 
and Council must be named as the authority with the power to release, 
vary or modify the terms of the right of footway and easement for public 
access. 

 
Condition Reason: To ensure site-through links are maintained accessible for the 
life of the development. 
 

107.  Hazardous Materials 
Prior to the issue of the relevant Occupation Certificate, certification must be 
submitted to the Principal Certifier from a certified Occupational Hygienist (Australia 
Institute of Occupational Hygienists) confirming that all hazardous materials 
identified have been contained, managed or removed in accordance with the 
recommendations given in the approved Hazardous Materials Survey Report, 
requirements of SafeWork NSW, and that the site is safe for future occupation in 
accordance with the approved use. 
 
Condition Reason: To ensure hazardous materials are appropriately dealt with.  
 

108.  Noise and Vibration Control Requirements & Certification 
A report, prepared by a suitably qualified and experienced consultant in acoustics, 
shall be submitted to the Principal Certifier and Council, which demonstrates and 
certifies that noise and vibration from the development satisfies the relevant 
provisions of the Protection of the Environment Operations Act 1997, NSW 
Environment Protection Authority Noise Policy for Industry 2017 and conditions of 
this development consent (including any relevant approved acoustic report and 
recommendations), to the satisfaction of Council.  The assessment and report must 
include all relevant fixed and operational noise sources. 
 
Condition Reason: To comply with the relevant Council requirements.  
 

109.  Noise Control Requirements & Certification 



 

59 
 

 Condition 

Prior to the issue of the relevant Occupation Certificate, a Suitably Qualified 
Acoustic Consultant* is to provide a written Acoustic Verification Report to the 
satisfaction of the Principal Certifier and Council that the development complies 
with the requirements set out in all applicable acoustic report and conditions of this 
consent.  
 
Note: Suitably Qualified Acoustic Consultant means a consultant who possesses 
the qualifications to render them eligible for membership of the Australian 
Acoustical Society, Institution of Engineers Australia or the Association of 
Australian Acoustical Consultants at the grade of member firm. 
 
Condition Reason: To comply with the relevant Council requirements.  
 

110.  Water Systems 
Prior to the issue of the relevant Occupation Certificate associated with the Cooling 
Water System the occupier of the premise at which the system is installed, must 
notify the Council in writing on the prescribed form, of the installation of all water-
cooling tower systems within the premises under the Public Health Act 2010. Warm 
water systems other than hospitals (hospitals (which also includes nursing homes, 
declared mental health facilities, private health facilities) are exempt from notifying 
Council. 
 
The premises must be registered with Council together with payment of the 
approved fee, prior to the use or operation of the system. 
 
Condition reason: To protect the amenity of residents.  
 

111.  Carparking 
The proposed carpark shall be finished in a manner fit for its intended use. The car 
spaces shall be formalised with line-marking and numbering/labelling with such 
works completed prior to the issuing of the relevant occupation certificate. 
 
Condition Reason: To ensure that vehicle parking on the site is effectively 
managed. 
  

112.  Transport for NSW 
a) Post - construction Dilapidation Report  

Prior to the Issue of the Occupation Certificate, a post-construction dilapidation 
survey shall be undertaken via a joint inspection with representatives from 
TfNSW, Altrac, the Sydney Light Rail Operator and the applicant. The 
dilapidation survey will be undertaken on the rail infrastructure and property in 
the vicinity of the project. These dilapidation surveys will establish the extent of 
any existing damage and enable any deterioration during construction to be 
observed. The submission of a detailed dilapidation report to TfNSW and the 
Sydney Light Rail Operator will be required unless otherwise notified by 
TfNSW. The applicant needs to undertake rectification of any damage to the 
satisfaction of TfNSW and the Sydney Light Rail Operator and if applicable the 
local council. 

 
b) Reflectivity Report  

Prior to the Issue of the Occupation Certificate, the applicant shall demonstrate 
that lights, signs and reflective materials, whether permanent or temporary, 
which are (or from which reflected light might be) visible from the rail corridor 
were installed limiting glare and reflectivity to the satisfaction of TfNSW, Altrac 
and the Sydney Light Rail Operator. 

 
Condition Reason: To comply with Transport for NSW requirements. 
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113.  Approved Uses 
a) No consent is granted or implied for the fit-out or specific use of the ground 

floor commercial premises including associated outdoor seating area, 
patron capacities, hours of operation, etc.  
 
A development consent or Complying Development Certificate (as 
appropriate) is required to be obtained for the fit-out and use of each 
individual premise prior to that fit-out or use commencing. Any use of the 
ground floor with frontage to Anzac Parade must be for the purpose of 
commercial premises and comply with the requirements of cl 6.20 of 
Randwick LEP 2012. 
 

b) No consent is granted or implied for the fit-out of the place of public 
worship or community facilities.  

 
Condition Reason: To ensure the development is consistent with the issued 
consent.  
 

114.  Operational Requirements 
Student Accommodation 

a) The use and operation of the student accommodation must comply with the 
requirements of Schedule 2 Part 1 (Standards for Places of Shared 
Accommodation) of the Local Government (General) Regulation 2021 
under the Local Government Act 1993, the Public Health Act 2010. 

 
b) The maximum permanent resident occupancy (student accommodation) 

shall be 656 residents (being a total of 530 rooms comprising of 126 

double rooms and 404 single rooms only). 

c) The maximum occupancy of the communal areas is 20 persons for each 

outdoor communal area.  

d) The use of all outdoor communal areas including is restricted to: Monday – 

Sunday, 7:00am – 10:00pm  

e) Outdoor communal areas are not to be used for large gatherings, parties or 

amplified or acoustic/live music at any time. 

f) All communal areas must be operated and used in accordance with 

acoustic operational requirements in the relevant acoustic report. 

g) All doors and windows to communal areas shall remain closed other than 
persons entering and exiting. 
 

h) A notice of a change to the plan of management must be given to Council  
no later than 3 months after the change 

 
Place of Public Worship and Community Facilities 

i) The maximum occupancy of the place of public worship and community 
facility is 300 persons, each separate land use, respectively. 
 

j) The use of the public of public worship and community facility is restricted 

to: Monday – Sunday, 7:00am – 10:00pm. 

General Requirements 
k) The use and operation of the premises shall not give rise to a public 

nuisance. 
 

l) Any requirements contained in any Environmental Management Plan 
(EMP) which forms part of the Site Audit Statement and Site Audit Report, 
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form part of this consent and must be implemented accordingly.  Council is 
required to be consulted with prior to the development of the EMP and any 
comments made by Council are required to be taken into consideration 
prior to finalising the EMP. 
 

Condition Reason: To ensure that the approved use is operated within the 
approved hours of operation, to ensure safety and security and protect the amenity 
of surrounding areas. 
 

115.  Noise Operational Requirements  
a) The proposed use of the premises and the operation of all plant and 

equipment shall not give rise to an ‘offensive noise’ as defined in the 
Protection of the Environment Operations Act 1997 and Regulations. 
 
In this regard, the operation of the premises and plant and equipment shall 
not give rise to a sound pressure level at any affected premises that 
exceeds the background (LA90), 15 min noise level, measured in the 
absence of the noise source/s under consideration by more than 5dB(A).  
The source noise level shall be assessed as an LAeq, 15 min and adjusted 
in accordance with the NSW Environmental Protection Authority’s Noise 
Policy for Industry (NPfI) 2017.  
 
If “offensive noise” complaints are substantiated by an authorised officer 
under the Protection of the Environment Operations Act, 1997 an acoustic 
report must be submitted and approved by the Planning Manager of 
Randwick City Council. The submitted acoustic report must be prepared by 
a suitably qualified acoustic consultant and include appropriate noise 
mitigation measure that will be required to allow the premises to cease 
causing “offensive noise” during their permitted use. 
 
Note: A Suitably qualified Acoustic Consultant means a consultant who 
possesses the qualifications to render them eligible for membership of the 
Australian Acoustical Society, Institution of Engineers Australia or the 
Association of Australian Acoustical Consultants at the grade of member. 
 

b) The use of the premises and the operation of plant and equipment shall not 
give rise to the transmission of vibration or damage to other properties. 
 

c) Speakers and/or noise amplification equipment must not be installed, and 
music must not be played in any of the outdoor communal areas 
associated with the premises including the public domain. Speakers 
located within the premises must not be placed so as to direct the playing 
of music towards the outdoor areas associated with the premises. 
 

d) Any changes to the proposed operation of the development may be subject 
to further development consent and/or a report may also be required to be 
obtained by a suitably qualified and experienced consultant in acoustics 
certifying the operation complies with the relevant noise criteria. 
 

Condition Reason: To protect the amenity of the surrounding area and residents. 
 

116.  Use of Parking Spaces 
The car spaces within the development are for the exclusive use of the occupants 
of the building. The car spaces must not be leased to any person/company that is 
not an occupant of the building. 
 
Condition Reason: To ensure that adequate parking facilities to service the 
development are provided on site, and to prevent leasing out of car spaces to non-
residents. 
 

117.  Management of Stratum parking on-site 
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A Stratum Parking Management Plan must be developed and implemented for the 
development, which includes strategies and measures to ‘self-manage’ parking 
within the development. 
 
Strategies and measures may include: 

• Adoption of parking by-laws; 

• Installation of suitable barriers, bollards, low-height fencing and gates; 

• Installation of signage and notices; 

• Intercom or key card systems; 

• Security systems and security personnel; 

• Enforcement processes and provisions to be implemented by the Owners 
Corporation/Stratum Management 

 
Condition Reason: To ensure that on-site parking is managed appropriately, and is 
for the use of occupants or visitors of the development only. 
 

118.  Fire Safety Statement 
A single and complete Fire Safety Statement (encompassing all of the fire safety 
measures upon the premises) must be provided to the Council in accordance with 
the requirements of the Environmental Planning and Assessment (Development 
Certification and Fire Safety) Regulation 2021 at least on an annual basis each 
year following the issue of the Fire Safety Certificate, and in accordance with the 
Fire Safety Schedule for the building.   
 
The Fire Safety Statement is required to confirm that all the fire safety measures 
have been assessed by a registered fire safety practitioner and are operating in 
accordance with the standards of performance specified in the Fire Safety 
Schedule. 
 
A copy of the Fire Safety Statement must be displayed within the building entrance 
or foyer at all times and a copy must also be forwarded to Fire & Rescue NSW. 
 
Condition Reason: Statutory requirement. To ensure compliance with the 
Environmental Planning and Assessment (Development Certification and Fire 
Safety) Regulation 2021, and that adequate provision is made for fire safety in the 
premises for building occupant safety. 
 

119.  External Lighting 
External lighting to the premises must be designed and located so as to minimise 
light-spill beyond the property boundary or cause a public nuisance. 
 
Condition reason: To protect the amenity of the surrounding area and residents. 
 

120.  Signage 
The following signage requirements shall be implemented throughout the operation 
of the co-living development: 
 

a) A sign shall be installed at the entry to the outdoor communal terrace area 

to inform the guests of:  

• The opening hours of the area,  

• The maximum number of guests able to use the communal outdoor 

area at any one time;  

• Not to use the area for high noise generating activities such as large 

gatherings, playing amplified music, or parties; and  

• The requirement for noise to be kept to a minimum due to the presence 

of residential properties in the vicinity.  
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b) A sign must be placed in a clearly visible position at the entrance 

displaying the name of the manager and mobile and after hours phone 

number. The signage text must be written in bold letters with a height of no 

less than 25mm on a contrasting background that can be read without 

entering the premises.  

Signage shall be provided in all communal areas advising users to be respectful of 
neighbours, include the restrictions on use of the communal areas as set out in 
these conditions of consent. 
 
Condition Reason: To protect the amenity of the surrounding area and residents. 
 

121.  Manager’s Responsibilities 
The following manager responsibilities shall be implemented throughout the 
operation of the student accommodation development: 
 

a) The manager of the student accommodation development must be a 

responsible person over the age of 18 years.  

b) The manager is responsible for implementing the plan of management for 

the property. They must  be physically present at the premises at all times 

(24 hours a day, 7 days a week) while the premises are in operation; any 

temporary absence must be covered by a nominated deputy who is 

physically present, with current contact details displayed prominently within 

the building.  

c) Each occupant shall be furnished with a set of house rules (i.e. the Plan of 

Management) and that no variation shall be permitted without the further 

approval of Council.  

d) The Plan of Management (as amended) must be complied with at all times.  

e) The manager is to ensure that the conduct of residents and their visitors, 

including when entering and leaving the site and when using all indoor and 

outdoor common areas, does not unreasonably impact or detrimentally 

affect the amenity of the neighbourhood (including by way of excessive 

noise, anti-social behaviour or disturbance to nearby and adjoining 

properties). Appropriate management practices must be implemented and 

maintained at all times to achieve this outcome. 

f) The manager is to ensure that the maximum occupancy rate of each 

outdoor communal area is restricted to 20 persons each outdoor communal 

area.  

g) The manager shall maintain a record of all residents with details of their 

names, length of stay & number of persons in each room. This information 

shall be stored for a minimum of 12 months on site and made available to 

Council Officers upon request.  

h) All residents in the co-living development are to sign a lease or licence 

agreeing to comply with the Plan of Management (as updated in 

accordance with conditions) for the development.   

i) The individual rooms, common areas, shared facilities and common areas 

are to be maintained in a clean and tidy state and individual’s rubbish is to 

be placed in the appropriate receptacles.  

Any changes to the proposed operation of the business may be subject to further 
development consent and/or a report may also be required to be obtained by a 
suitably qualified and experienced consultant in acoustics certifying the operation 
complies with the relevant noise criteria.  
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Condition reason: To ensure that the co-living development operates in accordance 
with Council expectations and restrictions. 
 

122.  Residential Parking Permits 
a) All prospective tenants of the building must be notified that Council will not 

issue any residential parking permits to occupants/tenants of this 

development.  

b) A notice shall be placed in the foyer/common areas of the building advising 

tenants/occupiers that they are in a building which does not qualify for on-

street resident parking permits. 

Condition Reason:  To ensure that Council’s on-street scheme is effectively 
managed.  
  

123.  Stormwater Detention/Infiltration System  
The detention area/infiltration system must be regularly cleaned and maintained to 
ensure it functions as required by the design. 
 
Condition Reason: To ensure compliance with the consent and relevant standards,  
and adequate management of stormwater. 
 

124.  Air Conditioning Plant and Equipment 
The air conditioning plant and equipment shall not be operated during the following 
hours if the noise emitted can be heard within a habitable room in any other 
residential premises, or as otherwise specified in relevant Noise Control 
Regulations: 
 

• before 8.00am or after 10.00pm on any Saturday, Sunday or public 
holiday; or  

• before 7.00am or after 10.00pm on any other day. 
 
Condition reason: To protect the amenity of residents.  
 

125.  Water Systems 
The installation, operation and maintenance of water-cooling or warm water 
systems installed on the premises must comply with the following at all times: 
 

a) The Public Health Act 2010 and The Public Health Regulations 2022. 
 

b) AS/NZS 3666:1:2011 - Air-handling and water systems of buildings-
Microbial Control Part 1: Design, installation and commissioning (as 
amended). 

 
c) AS/NZS 3666:2:2011 - Air-handling and water systems of building-

Microbial Control Part 2: Operation and maintenance (as amended). 
 

d) AS/NZS 3666:3:2011 - Air-handling and water systems of buildings-
Microbial Control Part 3: Performance based maintenance of cooling water 
systems (as amended). 

 
e) AS/NZS 3666:4:2011 – Air-handling and water stems of buildings-Microbial 

Control Part 4: Performance – based maintenance of air – handling 
systems (ducts and components) (as amended). 

 
Condition reason: To protect the amenity of residents.  
 

126.  Deliveries and Loading/Unloading 
Deliveries associated with the site that involve the movement of vehicles, must only 
occur between the hours of 06.00am and 10.00pm and between 08.00am and 
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08.00pm on public holidays. 
 
Condition reason: To protect the amenity of residents.  
 

127.  Waste Collection 
Waste collection services associated with the non-residential uses within the 
development, including the arrival and departure of collection vehicles and any on-
site bin movements, lifting and compaction operations, must only occur between 
the hours of 06.00am and 10.00pm Monday to Sunday, and between 08.00am and 
08.00pm on public holidays. 
 
Condition reason: To protect the amenity of residents.  
 

 
 

DEMOLITION WORK 
BEFORE DEMOLITION WORK COMMENCES 
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128.  Demolition Work  
A Demolition Work Plan must be developed and be implemented for all demolition 
work, in accordance with the following requirements:  
 

a) Demolition work must comply with Australian Standard AS 2601 (2001), 
Demolition of Structures; SafeWork NSW requirements and Codes of 
Practice and Randwick City Council’s Asbestos Policy. 

 
b) The Demolition Work Plan must include the following details (as 

applicable): 
 

• The name, address, contact details and licence number of the Demolisher 
/Asbestos Removal Contractor 

• Details of hazardous materials in the building (including materials 
containing asbestos) 

• Method/s of demolition (including removal of any hazardous materials 
including materials containing asbestos) 

• Measures and processes to be implemented to ensure the health & safety 
of workers and community 

• Measures to be implemented to minimise any airborne dust and asbestos 

• Methods and location of disposal of any hazardous materials (including 
asbestos) 

• Other measures to be implemented to ensure public health and safety 

• Date the demolition works will commence/finish. 
 
The Demolition Work Plan must be provided to the Principal Certifier prior to 
commencing any demolition works or removal of any building work or materials. A 
copy of the Demolition Work Plan must be maintained on site and be made 
available to Council officers upon request. 
 
If the demolition work involves asbestos products or materials, a copy of the 
Demolition Work Plan must be provided to Council not less than 2 days before 
commencing any work.  
 
Notes:  it is the responsibility of the persons undertaking demolition work to obtain 
the relevant SafeWork licences and permits and if the work involves the removal of 
more than 10m² of bonded asbestos materials or any friable asbestos material, the 
work must be undertaken by a SafeWork Licensed Asbestos Removal Contractor. 
 
A copy of Council’s Asbestos Policy is available on Council’s web site at 
www.randwick.nsw.gov.au in the Building & Development section or a copy can be 
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obtained from Council’s Customer Service Centre. 
 
Condition reason: To ensure demolition work area carried out in accordance with 
the relevant standards and requirements. 
 

129.  Hazardous Materials Survey 
a) A Hazardous Materials Survey Report must be prepared by a certified 

Occupational Hygienist (Australia Institute of Occupational Hygienists) and 
submitted to the satisfaction of the Private Certifier prior to any demolition / 
refurbishment work commencing at the site.  The report must identify and 
record the type, location and extent of any hazardous materials on the site 
and make recommendations as to their safe management and/or removal 
to ensure the site is made safe for demolition, construction and future 
use/occupation. 

 
All of the recommendations for management and/or removal of hazardous 
materials on the site, as outlined in the Hazardous Materials Survey 
Report, as approved must be complied with. 

 
b) Hazardous materials arising from the demolition, excavation and 

remediation process being removed and disposed of in accordance with 
the requirements of SafeWork NSW and the Environment Protection 
Authority, and with the provisions of: 

• Work Health and Safety Act 2011; 

• Work Health and Safety Regulation 2025; 

• Protection of the Environment Operations Act 1997;  

• Protection of the Environment Operations (Waste) Regulation 2014; 

• NSW EPA Waste Classification Guidelines (2014); 

• SafeWork NSW Code of Practice for the Safe Removal of Asbestos; 

• Australian Standard 2601:2025 – The Demolition of Structures; 

• Randwick City Council’s Asbestos Policy. 

 
Details of Compliance must be provided to the Principal Certifier for the 
development and Council, prior to commencement of site works. 

 
Condition reason: To ensure hazardous material is removed in accordance with the 
relevant standards and requirements. 
 

 

DURING DEMOLITION WORK 
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130.  Demolition Work and Removal of Asbestos Materials 
Demolition work must be carried out in accordance with relevant Safework NSW 
Requirements and Codes of Practice; Australian Standard AS 2601 (2001) - 
Demolition of Structures and Randwick City Council’s Asbestos Policy. Details of 
compliance are to be provided in a demolition work plan, which shall be maintained 
on site and a copy is to be provided to the Principal Certifier and Council.  
 
Demolition or building work relating to materials containing asbestos must also be 
carried out in accordance with the following requirements: 
 

• A licence must be obtained from SafeWork NSW for the removal of friable 
asbestos and or more than 10m² of bonded asbestos (i.e. fibro), 

• Asbestos waste must be disposed of in accordance with the Protection of 
the Environment Operations Act 1997 and relevant Regulations 

• A sign must be provided to the site/building stating "Danger Asbestos 
Removal In Progress", 

• Council is to be given at least two days written notice of demolition works 
involving materials containing asbestos, 
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• Copies of waste disposal details and receipts are to be maintained and 
made available to the Principal Certifier and Council upon request, 

• A Clearance Certificate or Statement must be obtained from a suitably 
qualified person (i.e. Occupational Hygienist or Licensed Asbestos 
Removal Contractor) which is to be submitted to the Principal Certifier and 
Council upon completion of the asbestos removal works, 

• Details of compliance with these requirements must be provided to the 
Principal Certifier and Council upon request. 

 
A copy of Council’s Asbestos Policy is available on Council’s web site at 
www.randwick.nsw.gov.au in the Building & Development section or a copy can be 
obtained from Council’s Customer Service Centre. 
 
Condition reason: To ensure that the handling and removal of asbestos from the 
site is appropriately managed.  
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131.  Contaminated Land 
The land must be remediated to meet the relevant criteria in the National 
Environment Protection (Assessment of Site Contamination) Measure (NEPM) 
1999 (as amended 2013) and the following requirements must be complied with: 
 

a) The remediation works shall be carried out in accordance with the 
requirements of the Contaminated Land Management Act 1997, 
environmental planning instruments applying to the site, guidelines made 
by the NSW Environment Protection Authority (EPA) and the Protection of 
the Environment Operations Act 1997. 
 

b) A Remediation Action Plan (RAP) is required to be developed to the 
satisfaction of an Accredited Site Auditor and be submitted to Council. 
 
The RAP is to be prepared by a suitably qualified Contaminated Land 
Consultant, in accordance with the guidelines made or approved by the 
NSW Environment Protection Authority (EPA), including the Guidelines for 
Consultants Reporting on Contaminated Sites. 
 
The RAP shall include procedures for the following: 

• Excavation, removal and disposal of contaminated soil, 

• Site management planning, 

• Validation sampling and analysis, 

• Prevention of cross contamination and migration or release of 
contaminants, 

• Groundwater remediation, dewatering, drainage, monitoring and 
validation, 

• Unexpected finds. 
 

c) A suitably qualified Land Contamination Consultant (certified under an 
EPA-recognised contaminated land certification scheme) must be 
appointed to monitor and ensure compliance with the adopted remediation 
strategy and to validate the site remediation works.  

 
d) A NSW Environment Protection Authority (EPA) Site Auditor (accredited 

under the Contaminated Land Management Act 1997), must be appointed 
to: 

• review the site contamination and remediation strategies for the 

http://www.randwick.nsw.gov.au/


 

68 
 

 Condition 

development;  

• assess the suitability of the site for its intended development and use; 

• monitor the site remediation works and issue any necessary Interim 
Audit Advice statements; and 

• issue a Site Audit Statement and Site Audit Report upon completion of 
the remediation of the site.   

 
e) A site remediation Audit Schedule shall be developed by the appointed Site 

Auditor prior to commencement of any site works, which outlines the 
proposed remediation strategy and proposed timing for the issue of any 
Interim Audit Advice statements, having regard to the staging of the 
remediation strategy and construction works. 

 
An Interim Audit Advice must be obtained from the Site Auditor, which 
confirms the suitability and implementation of the remediation strategy prior 
to commencement of any site works and at the stages specified in the 
Audit Schedule. 

 
A copy of the site remediation Audit Schedule and Interim Audit Advice 
statements must be submitted to the Council and the owner, building 
certifier and principal building contractor for the development, prior to 
commencement of works and at the stages specified in the Audit Schedule. 

 
f) A Site Audit Statement and associated Summary Site Audit Report is to be 

submitted to Council upon completion of the site remediation works, which 
verifies that the land has been remediated, and the site is suitable for the 
intended development and satisfies the relevant criteria in the NEPM 1999 
(as amended 2013). 

 
Any requirements contained within an Environmental Management Plan 
(EMP) which forms part of the Site Audit Statement and Site Audit Report, 
form part of this consent and must be implemented accordingly.  Council is 
required to be consulted with prior to the development of the EMP and any 
comments made by Council are required to be taken into consideration 
prior to finalising the EMP. 

 
g) The site remediation must be carried out to the satisfaction of the 

Accredited Site Auditor and a final Site Audit Statement and Summary Site 
Audit Report must be submitted to Council prior to the issue of the relevant 
Occupation Certificate for the development or as specified in the Audit 
Schedule (whichever the sooner). 

 
h) If the remediation strategy proposes ‘capping’ or ‘containment’ of any 

contaminated land, details are to be included in the Site Audit Statement 
(SAS) and Environmental Management Plan (EMP) to the satisfaction of 
the Site Auditor. 

 
Details of the SAS and EMP (including capping and containment of 
contaminated land) are also required to be included on the Certificate of 
Title for the subject land under the provisions of section 88 of the 
Conveyancing Act 1919. 

 
i) A Site Remediation Management Plan must be prepared prior to the 

commencement of remediation works by a suitably qualified environmental 
consultant and be implemented throughout remediation works. The Site 
Remediation Management Plan shall include measures to address the 
following matters: 

• general site management, site security, barriers, traffic management 
and signage 

• hazard identification and control 



 

69 
 

 Condition 

• worker health & safety, work zones and decontamination procedures 

• prevention of cross contamination 

• site drainage and dewatering 

• air and water quality monitoring 

• generation and control of dust from the site 

• disposable of hazardous wastes 

• contingency plans and incident reporting 

• details of provisions for monitoring implementation of remediation 
works and persons/consultants responsible. 

 
A copy of the Site Remediation Management Plan is to be forwarded to 
Council prior to commencing remediation works. 

 
j) Fill material that is imported to the site must satisfy the requirements of the 

NSW Protection of the Environment Operations (Waste) Regulation 2014 
and the NSW Environment Protection Authority (EPA) Waste Classification 
Guidelines (2014).  Fill material must meet the relevant requirements for 
Virgin Excavated Natural Material (VENM) or be the subject of a (general 
or specific) Resource Recovery Exemption from the EPA. 

 
Details of the importation of fill and compliance with these requirements 
must be provided to the satisfaction of the Environmental Consultant and 
Site Auditor. 

 
k) Any new information which is identified during remediation, demolition or 

construction works that has the potential to alter previous conclusions 
about site contamination or the remediation strategy shall be notified to the 
Site Auditor and Council immediately in writing. 

 
l) The written concurrence of the Site Auditor and Council must be obtained 

prior to implementing any changes to the remediation action plan, 
strategies or conditions of this development consent. 

 
m) The remediation work must not cause any environmental pollution, public 

nuisance or, result in an offence under the Protection of the Environment 
Operations Act 1997 and associated Regulations. 

 
Condition Reason: To ensure that any site contamination is remediated in 
accordance with the relevant site investigations, Site Remediation Strategy and 
Reports. 
 

 

DURING REMEDIATION WORK 

 Condition 

132.  Contaminated Land / Remediation 
Remediation of the site must be carried out in accordance with the requirements of 
the Contaminated Land Management Act 1997, environmental planning 
instruments applying to the site, guidelines made by the NSW Environment 
Protection Authority (EPA) and the Protection of the Environment Operations Act 
and the conditions of this consent. 
 
The remediation works must be monitored and validated by a suitable qualified 
environmental consultant, as detailed in the adopted Remediation Action Plan and 
conditions of consent. 
 
Condition Reason: To ensure that any site contamination is remediated in 
accordance with the relevant site investigations, Site Remediation Strategy and 
Reports. 
 

133.  Interim Audit Advice 
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An Interim Audit Advice must be obtained from the Site Auditor, which confirms the 
suitability and implementation of the remediation strategy prior to commencement 
of ‘above-ground’ building works, and as specified in the Site Auditor’s Audit 
Schedule. A copy of the site remediation Interim Audit Advice statements must be 
submitted to the Council and the owner, building certifier and principal building 
contractor for the development. 
 
Condition Reason: To ensure that any site contamination is remediated in 
accordance with the relevant site investigations, Site Remediation Strategy and 
Reports. 
 

 
 

ON COMPLETION OF REMEDIATION WORK 

 Condition 

134.  Remediation Work 
a) A Site Audit Statement and Summary Site Audit Report must be submitted 

to Council prior to issuing the relevant Occupation Certificate for 
development.  The Site Audit Statement and Report must confirm that the 
land has been remediated, and the site is suitable for the intended 
development and satisfies the relevant criteria in the NEPM 1999. 

 
Council is required to be consulted with prior to the development of any 
Environmental Management Plan (EMP) and the comments made by 
Council are required to be taken into consideration prior to finalising the 
EMP. 

 
b) A report or statement must be obtained from the appointed Site Auditor or 

a suitably qualified Environmental Consultant, which confirms that the 
relevant conditions of consent and site remediation requirements have 
been satisfied accordingly and the implementation of the development has 
not impacted or affected the relevant site investigations, Site Remediation 
Strategy and Reports. 

 
Condition Reason: To ensure that any site contamination is remediated in 
accordance with the relevant site investigations, Site Remediation Strategy and 
Reports. 
 

 

STRATUM SUBDIVISION  
BEFORE ISSUE OF A STRATUM CERTIFICATE  

  Condition  

135.   Stratum Subdivision 

a) A formal application for a stratum certificate is required to be submitted to and 
approved by Council or a registered certifier and all relevant conditions of this 
development consent are required to be satisfied. 
 

b) All floors, external walls and ceilings depicted in the proposed stratum plan 
must be constructed. 
 

c) The allocation of parking spaces on the Stratum Plan must be in accordance 
with the Council approved parking application. 
 

d) The applicant shall provide Council with a copy of the base plan of survey 
(e.g. Plan of Redefinition) for the property prior to issuing of a stratum 
certificate.  
 

e) Details of critical stage inspections carried out by the Principal Certifier, 
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together with any other certification relied upon, must be provided to Council 
or the Certifier. 

 
f) A "restriction on the use of land” and “positive covenant" (under section 88B of 

the Conveyancing Act 1919) shall be placed on the title of the subject property 
(in conjunction with registration of the plan of subdivision) to ensure that the 
onsite detention system and/or infiltration/pump-out  system is maintained and 
that no works which could affect the design function of the 
infiltration/detention/pump-out system are undertaken without the prior 
consent (in writing) from Council. The restriction and positive covenant shall 
not be released, varied or modified without the consent of the Council. 

 
The “restriction on the use of land” and “positive covenant” are to be prepared 
and specified to the satisfaction of Council. A copy of Council’s standard 
wording/layout for the restriction and positive covenant may be obtained from 
Council’s City Planning Department. 
 

g) The applicant shall create suitable right of carriageway and easements as 
required, however generally all services lines (including stormwater) over any 
stratum lot serving another stratum lot are to be common property.  

Condition Reason: To ensure that the subdivision of the site is approved in 
accordance with the relevant requirements in the Act and Regulations.  

136.   Survey Infrastructure 

a) Prior to the issue of any Subdivision Certificate, documentary evidence must 
be prepared by a Registered Surveyor and submitted to the appointed 
certifying authority and the Council addressing survey mark preservation and 
protection. This evidence must include: 
 

i. A copy of any Surveyor-General’s Approval for the Deferment of any 
Survey Marks granted by NSW Spatial Services for the subject site, 
including all documentation submitted as part of that application (for 
example the draft deposited plan) or 
 

ii. A letter, signed by a current NSW Registered Land Surveyor including his 
or her Board of Surveying and Spatial Information (BOSSI) identification 
number, stating that all survey marks shown on the Deposited Plan as 
referring to, or being connected to, the boundaries of the subject land 
remain in place at the completion of development works. 
 
Note: Pursuant to Section 38 of the Surveying and Spatial Information 
Regulation 2017, if it is likely that any new survey mark will be disturbed 
by associated works (for example, footpath or kerb and gutter 
construction), a surveyor may defer the placement of those marks. 
 

b) The conditions of development consent must be satisfied and all public roads 
and reserves must be satisfactorily restored prior to endorsement of the 
stratum subdivision plans.  

Condition Reason: To ensure that the development complies with the relevant survey 
infrastructure requirements.  

 


